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The right solution
for every sector!

Whether under water, in aerospace, on the 
high seas, on the street, or in industry – our 
quick connect coupling systems are at home 
in many domains and represent the right 
solution in numerous technical applications. 

The modular structure of our series allows you 
to benefit from a wide standard range, which in-
cludes a suitable system for most applications –  
just-in-time goes without saying. 

Hydraulic Catalogue
Quick Coupling Systems for Medium- and  
High-Pressure

European Product Information Centre

Free phone: 00 800 27 27 5374

(from AT, BE, CH, CZ, DE, EE, ES, FI, FR, IE, 

IL, IS, IT, LU, MT, NL, NO, PT, SE, SK, UK)
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Structure of the Hydraulic Catalogue 

S = Standard Version	 SS = Stainless Steel Version	 PE = Pressure Eliminator Version
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Poppet Valve FlatFace
S SSS SSPE PE

ISO-A 
	 • 6600-Series	 15
	 • 2000-Series	 17
	 • RSD-Series	 21
	 • 5500-Series	 23	 	 23

ISO-B 
	 • 60-Series	 27	 29
	 • IB-Series	 33	 	 34

	 • 3000-Series (700 bar)	 103
	 • SK10-Series (750 bar)	 	 105
	 • SK06-Series (1100 bar)	 	 105
	 • HP1000-Series (1000 bar)	 109
	 • HP1500-Series (1500 bar)	 111
	 • High Pressure Adapters	 112

	 • System 100	 114
	 • PJS	 120
	 • PD-Series	 123

	 • Swivels (DG/KR)	 126	
	 • Pressure Relief Valve	 130
	 • Check Valves	 133
	 • Thermal Valve	 134

	 • T-Series	 45	 48	 47
	 • H-Series	 53	 	 54

	 • SM-Series	 61	 	
	 • ST-Series	 65	 66	

	 • QHPA-Series	 71	 	 	
	

	 • MACH	 79	 	
	 • MACH 2	 83	 	

	 • FF-Series	 57	 	 58

	 • NS-Series	 69	 	

	 • 6100-Series	 75	 	

	 • C-Line Compact	 	 	 85
	 • C-Line Standard	 	 	 88
	 • C-Line Accessories	 94	

ISO-F 
	 • FEM- / IF-Series	 37	 40	 38

	 • FF2500-Series (800 bar)	 107

Aerospace
Key Markets
Aftermarket services 
Commercial transports
Engines
General & business aviation
Helicopters
Launch vehicles
Military aircraft
Missiles
Power generation 
Regional transports
Unmanned aerial vehicles

Key Products
Control systems & actuation products
Engine systems & components
Fluid conveyance systems & components
Fluid metering, delivery & atomization devices
Fuel systems & components
Fuel tank inerting systems
Hydraulic systems & components
Thermal management
Wheels & brakes

Electromechanical
Key Markets
Aerospace
Factory automation
Life science & medical
Machine tools
Packaging machinery
Paper machinery
Plastics machinery & converting
Primary metals
Semiconductor & electronics
Textile
Wire & cable

Key Products
AC/DC drives & systems
Electric actuators, gantry robots & slides
Electrohydrostatic actuation systems
Electromechanical actuation systems
Human machine interface
Linear motors
Stepper motors, servo motors, drives & controls
Structural extrusions

Pneumatics
Key Markets
Aerospace
Conveyor & material handling
Factory automation
Life science & medical
Machine tools
Packaging machinery
Transportation & automotive

Key Products
Air preparation
Brass fittings & valves
Manifolds
Pneumatic accessories
Pneumatic actuators & grippers
Pneumatic valves & controls
Quick disconnects
Rotary actuators
Rubber & thermoplastic hose 
& couplings
Structural extrusions
Thermoplastic tubing & fittings
Vacuum generators, cups & sensors

Fluid & Gas Handling
Key Markets 
Aerial lift
Agriculture
Bulk chemical handling
Construction machinery
Food & beverage
Fuel & gas delivery
Industrial machinery
Life sciences 
Marine
Mining
Mobile
Oil & gas
Renewable energy
Transportation

Key Products 
Check valves 
Connectors for low pressure 
fluid conveyance
Deep sea umbilicals
Diagnostic equipment 
Hose couplings
Industrial hose
Mooring systems & 
power cables
PTFE hose & tubing 
Quick couplings
Rubber & thermoplastic hose 
Tube fittings & adapters
Tubing & plastic fittings

Hydraulics
Key Markets 
Aerial lift
Agriculture
Alternative energy
Construction machinery
Forestry
Industrial machinery
Machine tools
Marine
Material handling
Mining
Oil & gas
Power generation
Refuse vehicles
Renewable energy
Truck hydraulics
Turf equipment

Key Products 
Accumulators
Cartridge valves
Electrohydraulic actuators
Human machine interfaces
Hybrid drives
Hydraulic cylinders 
Hydraulic motors & pumps
Hydraulic systems
Hydraulic valves & controls
Hydrostatic steering
Integrated hydraulic circuits
Power take-offs 
Power units
Rotary actuators
Sensors

Process Control
Key Markets 
Alternative fuels
Biopharmaceuticals
Chemical & refining
Food & beverage
Marine & shipbuilding
Medical & dental
Microelectronics
Nuclear Power
Offshore oil exploration
Oil & gas
Pharmaceuticals
Power generation
Pulp & paper
Steel
Water/wastewater

Key Products
Analytical Instruments 
Analytical sample conditioning
products & systems
Chemical injection fittings & valves
Fluoropolymer chemical
delivery fittings, valves & pumps
High purity gas delivery fittings, valves,
regulators & digital flow controllers
Industrial mass flow meters/controllers
Permanent no-weld tube fittings
Precision industrial regulators & flow controllers
Process control double block & bleeds
Process control fittings, valves, regulators & 
manifold valves

Sealing & Shielding
Key Markets 
Aerospace
Chemical processing
Consumer
Fluid power
General industrial
Information technology
Life sciences
Microelectronics
Military
Oil & gas
Power generation
Renewable energy
Telecommunications
Transportation

Key Products 
Dynamic seals
Elastomeric o-rings
Electro-medical instrument
design & assembly
EMI shielding
Extruded & precision-cut,
fabricated elastomeric seals
High temperature metal seals
Homogeneous & inserted
elastomeric shapes
Medical device fabrication 
& assembly
Metal & plastic retained
composite seals
Shielded optical windows
Silicone tubing & extrusions
Thermal management
Vibration dampening

Parker’s Motion & Control Technologies

At Parker, we’re guided by 

a relentless drive to help 

our customers become more 

productive and achieve 

higher levels of profitabil-

ity by engineering the best 

systems for their require-

ments. It means looking at 

customer applications from 

many angles to find new 

ways to create value. What-

ever the motion and control 

technology need, Parker has 

the experience, breadth of 

product and global reach 

to consistently deliver. No 

company knows more about 

motion and control technol-

ogy than Parker. For further 

info call 00800 27 27 5374

Climate Control
Key Markets 
Agriculture
Air conditioning
Construction Machinery
Food & beverage
Industrial machinery
Life sciences
Oil & gas
Precision cooling
Process
Refrigeration
Transportation  

Key Products 
Accumulators
Advanced actuators
CO2 controls
Electronic controllers
Filter driers
Hand shut-off valves
Heat exchangers 
Hose & fittings
Pressure regulating valves
Refrigerant distributors
Safety relief valves
Smart pumps
Solenoid valves
Thermostatic expansion valves

Filtration
Key Markets
Aerospace
Food & beverage
Industrial plant & equipment
Life sciences
Marine
Mobile equipment
Oil & gas
Power generation & renewable energy
Process
Transportation 
Water Purification

Key Products 
Analytical gas generators
Compressed air filters & dryers
Engine air, coolant, fuel & oil filtration systems
Fluid condition monitoring systems
Hydraulic & lubrication filters
Hydrogen, nitrogen & zero 
air generators
Instrumentation filters
Membrane & fiber filters
Microfiltration
Sterile air filtration
Water desalination & purification filters &
systems
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ISO Standard Profile 

Screw-to-Connect 

Tema Profile 

Multi Couplings

Parker Profile 

ISO A	 Page	 14	 to	 25
ISO B	 Page	 26	 to	 35
ISO F	 Page	 36	 to	 43

3000-Series (700 bar)	 Page	 102	 to	 103
SK-Series (750 /1100 bar)	 Page	 104	 to	 105
FF2500-Series (800 bar)	 Page	 106	 to	 107
HP1000-Series (1000 bar)	 Page	 108	 to	 109
HP1500-Series (1500 bar)	 Page	 110	 to	 111
High Pressure Adapters 	 Page	 112	 to	 113

System 100	 Page	 114	 to	 119
PJS	 Page	 120	 to	 121
PD-Series	 Page	 122	 to	 125

Swivels (DG / KR)	 Page	 126	 to	 129
Pressure Relief Valve	 Page	 130	 to	 131
Check Valves	 Page	 132	 to	 133
Thermal Valve	 Page	 134	 to	 135

QHPA-Series	 Page	 70	 to	 73
6100-Series	 Page	 74	 to	 77

T-Series	 Page	 44	 to	 51
H-Series	 Page	 52	 to	 55
FF-Series	 Page	 56	 to	 59

MACH	 Page	 78	 to	    81
MACH2	 Page	 82	 to	 83
C-Line Compact	 Page	 84	 to	 87
C-Line Standard	 Page	 88	 to	 93
C-Line Accessories	 Page	 94	 to	 101

SM-Series	 Page	 60	 to	 63
ST-Series	 Page	 64	 to	 67
NS-Series	 Page	 68	 to	 69

Are you hoping to find without 
looking? then we have just 
the thing for you!

Important Notes:

•	�Please note that the technical data, specifications and drawings in 
the catalogue are not binding. This information is subject to change 
without notice in the interest of improvement.	

•	 �We reserve the right to make technical modifications for the pur
poses of improvement.

•	January 2013: With the actual catalogue the older versions are no 	
	 longer valid.

•	 �The interchangeability is guaranteed under the assumption that  
the manufacturer of the relevant product has not changed any 
functional part in the meantime.

•	You will find important safety instructions on pages 12 and 13.

Ball Locking Systems
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ISO 7241-1
Series B

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Applications Area

Body Size

1/4" up to 1"
ISO B-Profile

Tema IB-Series
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Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Technical Description
The Tema IB series plug 
profiles conform to IS0 
Standard 7241-1 series B 
and are compatible with other 
series complying with the 
same standard. To optimize 
performance and corrosion 
resisitance the female is made 
from brass and the male 
hardend steel. 

Working Temperature
-30°C up to +100°C (NBR)
-25°C up to +200°C (FKM)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
Option with pressure eli-
minator function allows for 
effortless connection with 
static and residual pressure, 
up to operating pressure. It is 
available in the IB series for 
plugs and couplings. Option 
with heavy duty sleeve gives 
longer life time in very tough 
applications.

Working Pressure
See charts.

Material Coupling Standard / Pressure Eliminator

Coupling Body Size 1/4" to 1/2" Brass, nickel and chrome plated

Coupling Body Size 3/4" to 1" Steel zinc plated, passivated, sealed

Sleeve Size 1/4" Brass, nickel and chrome plated

Sleeve Size 3/8" to 1" Steel zinc plated, passivated, sealed

Valve Brass

Springs AISI 301

Locking Balls AISI 420 C

Seals NBR/FKM

Valve Holder (up to 100°C) Zinc casting

Valve Holder (over 100°C) Brass

Material Plug Standard / Pressure Eliminator            

Plug Body Steel hardened, zinc plated, passivated, sealed

Valve Brass

Springs AISI 301

Seals NBR/FKM

Valve Holder (up to 100°C) Zinc Casting Size 3/8" & 1/2", Brass Size 1/4", 3/4", 1"

Valve Holder (over 100°C) Brass

Available Valves
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Couplings IB-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Valve Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 24 57 12 28 with 400 Standard NBR IB2510

1/4" G 1/4 24 57 12 28 with 400 Standard FKM IB2510 V

1/4" G 1/4 24 57 12 28 without 400 Standard NBR IB2510 UV

1/4" G 1/4 24 57 12 28 without 400 Standard FKM IB2510 VUV

3/8" G 3/8 30 63 12 34 with 320 Standard NBR IB3810 

3/8" G 3/8 30 63 12 34 with 320 Standard FKM IB3810 V

3/8" G 3/8 30 63 12 34 without 320 Standard NBR IB3810 UV

3/8" G 3/8 30 63 12 34 without 320 Standard FKM IB3810 VUV

1/2" G 1/2 33 66 14 39 with 300 Standard NBR IB5010

1/2" G 1/2 33 66 14 39 with 300 Standard FKM IB5010 V

1/2" G 1/2 33 66 14 39 without 300 Standard NBR IB5010 UV

1/2" G 1/2 33 66 14 39 without 300 Standard FKM IB5010 VUV

3/4" G 3/4 46 81 16 52 with 300 Standard NBR IB7510

3/4" G 3/4 46 81 16 52 with 300 Standard FKM IB7510 V

3/4" G 3/4 46 81 16 52 without 300 Standard NBR IB7510 UV

3/4" G 3/4 46 81 16 52 without 300 Standard FKM IB7510 VUV

1" G 1 50 94 18 62 with 250 Standard NBR IB10010

1" G 1 50 94 18 62 with 250 Standard FKM IB10010 V

1" G 1 50 94 18 62 without 250 Standard NBR IB10010 UV

1" G 1 50 94 18 62 without 250 Standard FKM IB10010 VUV

Couplings with Heavy Duty Sleeve IB-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Valve Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 33 66 14 47 with 300 Standard NBR IB5010 H

1/2" G 1/2 33 66 14 47 without 300 Standard NBR IB5010 HUV

3/4" G 3/4 46 81 16 56 with 300 Standard NBR IB7510 H

3/4" G 3/4 46 81 16 56 without 300 Standard NBR IB7510 HUV

1" G 1 50 94 18 66 with 250 Standard NBR IB10010 H

1" G 1 50 94 18 66 with 250 Standard FKM IB10010 HV

1" G 1 50 94 18 66 without 250 Standard NBR IB10010 HUV

1" G 1 50 94 18 66 without 250 Standard FKM IB10010 HVUV
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Plugs IB-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Valve Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 19 38 12 21 14,1 with 400 Standard NBR IB2520

1/4" G 1/4 19 38 12 21 14,1 with 400 Standard FKM IB2520 V

1/4" G 1/4 19 38 12 21 14,1 without 400 Standard - IB2520 UV

3/8" G 3/8 22 42 12 24 19 with 320 Standard NBR IB3820

3/8" G 3/8 22 42 12 24 19 with 320 Standard FKM IB3820 V

3/8" G 3/8 22 38 12 24 19 without 320 Standard - IB3820 UV

1/2" G 1/2 28 48 14 31 23,6 with 300 Standard NBR IB5020

1/2" G 1/2 28 48 14 31 23,6 with 300 Standard FKM IB5020 V

1/2" G 1/2 28 42 14 31 23,6 without 300 Standard - IB5020 UV

3/4" G 3/4 36 59 24 39 31,4 with 300 Standard NBR IB7520

3/4" G 3/4 36 59 24 39 31,4 with 300 Standard FKM IB7520 V

3/4" G 3/4 36 53 24 39 31,4 without 300 Standard - IB7520 UV

1" G 1 42 70 18 46 37,8 with 300 Standard NBR IB10020

1" G 1 42 70 18 46 37,8 with 300 Standard FKM IB10020 V

1" G 1 42 70 18 46 37,8 without 300 Standard - IB10020 UV

Couplings IB-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Valve Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 24 57 12 28 with 400 Press. Elim. NBR IB2511

1/4" G 1/4 24 57 12 28 with 400 Press. Elim. FKM IB2511 V

3/8" G 3/8 30 63 12 34 with 320 Press. Elim. NBR IB3811

3/8" G 3/8 30 63 12 34 with 320 Press. Elim. FKM IB3811 V

1/2" G 1/2 33 66 14 39 with 300 Press. Elim. NBR IB5011

1/2" G 1/2 33 66 14 39 with 300 Press. Elim. FKM IB5011 V

3/4" G 3/4 46 81 16 52 with 300 Press. Elim. NBR IB7511

3/4" G 3/4 46 81 16 52 with 300 Press. Elim. FKM IB7511 V

1" G 1 50 94 18 62 with 300 Press. Elim. NBR IB10011

Couplings with Heavy Duty Sleeve IB-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Valve Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 33 66 14 47 with 300 Press. Elim. NBR IB5011 H

3/4" G 3/4 46 81 16 56 with 300 Press. Elim. NBR IB7511 H

1" G 1 50 94 18 66 with 300 Press. Elim. NBR IB10011 H
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Plugs IB-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Valve Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 19 38 12 21 14,1 with 400 Press. Elim. NBR IB2521

1/4" G 1/4 19 38 12 21 14,1 with 400 Press. Elim. FKM IB2521 V

3/8" G 3/8 22 42 12 24 19 with 320 Press. Elim. NBR IB3821

3/8" G 3/8 22 42 12 24 19 with 320 Press. Elim. FKM IB3821 V

1/2" G 1/2 28 48 14 31 23,6 with 300 Press. Elim. NBR IB5021

1/2" G 1/2 28 48 14 31 23,6 with 300 Press. Elim. FKM IB5021 V

3/4" G 3/4 36 59 24 39 31,4 with 300 Press. Elim. NBR IB7521

3/4" G 3/4 36 59 24 39 31,4 with 300 Press. Elim. FKM IB7521 V

1" G 1 42 70 18 46 37,8 with 300 Press. Elim. NBR IB10021

Seal-Kit IB-Series

Body 
Size

Version Material Part Number

1/4" for coupling NBR IB2500-PSN

1/4" for coupling FKM IB2500-PSV

3/8" for coupling NBR IB3800-PSN

3/8" for coupling FKM IB3800-PSV

1/2" for coupling NBR IB5000-PSN

1/2" for coupling FKM IB5000-PSV

3/4" for coupling NBR IB7500-PSN

3/4" for coupling FKM IB7500-PSV

1" for coupling NBR IB10000-PSN

1" for coupling FKM IB10000-PSV

Further sealing materials on request.

Dust Protection IB-Series 

Body 
Size

Version L 
mm

D 
mm

Material Color Part Number

1/4" for coupling 145 19 PVC Blue IB2516

1/4" for coupling 145 19 PVC Yellow IB2516 Y

3/8" for coupling 145 19 PVC Blue IB3816

1/2" for coupling 170 60 PVC Blue IB5016

3/4" for coupling 195 33 PVC Blue IB7516

1" for coupling 230 42 PVC Blue IB10016

1/4" for plug 145 19 PVC Blue IB2526

1/4" for plug 145 19 PVC Yellow IB2526 Y

3/8" for plug 145 19 PVC Blue IB3826

1/2" for plug 170 52 PVC Blue IB5026

3/4" for plug 195 33 PVC Blue IB7526

1" for plug 230 42 PVC Blue IB10026

Further colors on request.
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ISO 16028

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Applications Area

Body Size

1/8" up to 1"
ISO Standard 16028

FEM- / IF-Series
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Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min Flow Rate in l/min

Flow Rate in l/min Flow Rate in l/min

Technical Description 
The FEM, FEC and IF series plug 
profile are produced according
 to ISO Standard 16028 and are 
compatible with other series 
complying with the same 
standard. These couplings offer 
a leckage free disconnection – 
mini-mal oil loss during uncou-
pling. Thanks to the valve design, 
the coupling has a minimum 
pressure drop, and thus achieves 
maximum cost-effectiveness. 
Exists in standard version (steel) 
and stainless steel. 

Working Pressure
See charts.

Working Temperature
-30°C up to +100°C (NBR)
-25°C up to +200°C (FKM)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
• 	Can be operated with use of 	
	 one hand.
• 	Safety locking feature as 	
	 standard to prevent uninten-	
	 tional uncoupling.
• 	FEC with the pressure elimi-	
	 nator enable effortless con-	
	 nection under static pressure
 	 (up to rated working pressure). 
• 	FEMP and FECP with push-	
	 pull features is suitable for 	
	 multi-plates or when coupling 	
	 is fixed on an application.

Material Coupling FEM-Series: Standard / Steel FEC-Series: Push-Pull/Press. Elimin.  IF-Series Stainl. Steel

Coupling Body Steel, zinc plated, passivated, sealed Steel, nitrocarburizing AISI 316

Sleeve Steel, zinc plated, passivated, sealed Steel, zinc plated, passivated, sealed AISI 316

Valve Steel, zinc plated, passivated, sealed Steel, zinc plated, passivated, sealed AISI 316

2nd Valve Brass

Springs AISI 301 AISI 301 AISI 301

Locking Balls AISI 420 C AISI 420 C AISI 420 C

Seals NBR NBR FKM

Valve Holder Steel, zinc plated, passivated Steel, zinc plated, passivated, sealed AISI 316

2nd Valve Holder (up to 100°C) Zinc Casting (NBR)

2nd Valve Holder (over 100°C)  Brass (EPDM/FKM) AISI 316

Thread Body Steel, zinc plated, passivated, sealed Steel, zinc plated, passivated, sealed

Material Plug FEM-Series: Standard / Steel FEC-Series: Push-Pull/Press. Elimin. IF-Series Stainl. Steel

Plughousing Steel hardened, zinc plated, passiv., sealed Steel hardened, zinc plated, passiv., sealed AISI 316

Valve Steel Steel, zinc plated, passivated, sealed AISI 316

2nd Valve Brass

Springs AISI 301 AISI 301 AISI 301

Seals NBR/PUR NBR FKM

Valve Holder Brass Brass AISI 316

2nd Valve Holder (up to 100°C) Zinc Casting (NBR)

2nd Valve Holder (over 100°C)  Brass (EPDM/FKM) AISI 316

Thread Body Steel Steel AISI 316

Standard FEM
Both side pressure eliminator
Couplings side pressure eliminator
Plug side pressure eliminator
One side pressure eliminator  
(No difference in pressure drop /  
flow rate for the coupling and plug)

Available Valves
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Couplings FEM-Series

Body 
Size

Connection  
A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Working Pressure 
connected in bar

Version Seal Part Number*

Female Thread

1/8" G 1/8 19 40 8 20,5 20 450 Standard NBR FEM-121-2FB

1/4" G 1/4 27 64 12 29,5 29 315 Standard NBR FEM-251-4FB

1/4" G 3/8 27 64 12 29,5 29 315 Standard NBR FEM-251-6FB

3/8" G 3/8 30 71 12 32 32 250 Standard NBR FEM-371-6FB

3/8" G 1/2 30 73 14 32 32 250 Standard NBR FEM-371-8FB

3/8" G 1/2 30 73 14 32 32 250 Standard FKM FEM-371-8FB-E4

3/8" 7/8"-14 UNF 30 76 14 32 32 250 Standard NBR FEM-371-10FO

3/8" 12 L (M 18 x 1,5) 30 90 11 32 32 250 Standard NBR FEM-371-18MCL

1/2" G 1/2 36 76 14 40 39 250 Standard NBR FEM-501-8FB

1/2" G 3/4 36 80 16 40 39 250 Standard NBR FEM-501-12FB

1/2" 1 1/16"-12 UNF 36 84 19 40 39 250 Standard NBR FEM-501-12FO

1/2" 12 L (M 18 x 1,5) 36 94 11 40 39 250 Standard NBR FEM-501-18MCL

5/8" G 3/4 40 82 16 43 42 250 Standard NBR FEM-621-12FB

3/4" G 3/4 46 96 16 50 46 250 Standard NBR FEM-751-12FB

3/4" G 1 46 102 18 50 46 250 Standard NBR FEM-751-16FB

1" G 1 55 105 18 60 55 200 Standard NBR FEM-1001-16FB

1" G 1 1/4 55 106 19 60 55 200 Standard NBR FEM-1001-20FB

Plugs FEM-Series

Body 
Size

Connection  
A

Hex 
mm

L 
mm

L1 
mm

D 
mm

D1 
mm

Working Pressure 
connected in bar

Version Seal Part Number*

Female Thread

1/8" G 1/8 17 35 8 18,6 450 Standard NBR FEM-122-2FB

1/4" G 1/4 22 49 12 24,5 315 Standard NBR FEM-252-4FB

1/4" G 3/8 22 49 12 24,5 315 Standard NBR FEM-252-6FB

3/8" G 3/8 30 58 12 32 250 Standard NBR FEM-372-6FB

3/8" G 1/2 30 60 12 32 250 Standard NBR FEM-372-8FB

3/8" G 1/2 30 60 12 32 250 Standard FKM FEM-372-8FB-E4

3/8" 7/8"-14 UNF 30 63 12 32 250 Standard NBR FEM-372-10FO

3/8" 12 L (M 18 x 1,5) 30 90 11 32 250 Standard NBR FEM-372-18MCL

3/8" 15 L (M 22 x 1,5) 30 91 12 32 250 Standard NBR FEM-372-22MCL

1/2" G 1/2 36 66 14 40 250 Standard NBR FEM-502-8FB

1/2" G 3/4 36 70 16 40 250 Standard NBR FEM-502-12FB

1/2" 1 1/16"-12 UNF 36 74 19 40 250 Standard NBR FEM-502-12FO

1/2" 12 L (M 18 x 1,5) 36 80 11 40 250 Standard NBR FEM-502-18MCL

5/8" G 3/4 36 71 16 40 250 Standard NBR FEM-622-12FB

3/4" G 3/4 46 77 16 50 250 Standard NBR FEM-752-12FB

3/4" G 1 46 83 18 50 250 Standard NBR FEM-752-16FB

1" G 1 55 89 18 60 200 Standard NBR FEM-1002-16FB

1" G 1 1/4 55 90 19 60 200 Standard NBR FEM-1002-20FB

* For the old part number please have a look on the Cross-Reference-List on page 43.
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Couplings IF-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

L2 
mm

D 
mm

D1 
mm

Working Pressure 
connected in bar

Version Seal Part Number*

Female Thread

1/4" G 1/4 27 91 12 29,5 29 315 Press. Elimin. NBR FEC-251-4FB

1/4" G 3/8 27 91 12 29,5 29 315 Press. Elimin. NBR FEC-251-6FB

3/8" G 3/8 30 99 12 32 32 250 Press. Elimin. NBR FEC-371-6FB

3/8" G 1/2 30 101 14 32 32 250 Press. Elimin. NBR FEC-371-8FB

1/2" G 1/2 40 112 14 43 39 250 Press. Elimin. NBR FEC-501-8FB

1/2" G 3/4 40 115 16 43 39 250 Press. Elimin. NBR FEC-501-12FB

5/8" G 3/4 40 117 16 43 42 250 Press. Elimin. NBR FEC-621-12FB

3/4" G 3/4 50 130 16 54 46 250 Press. Elimin. NBR FEC-751-12FB

3/4" G 1 50 136 16 54 46 250 Press. Elimin. NBR FEC-751-16FB

1" G 1 55 143 18 60 55 250 Press. Elimin. NBR FEC-1001-16FB

1" G 1 1/4 55 146 20 60 55 250 Press. Elimin. NBR FEC-1001-20FB

Plugs IF-Series

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

L2 
mm

D 
mm

D1 
mm

Working Pressure 
connected in bar

Version Seal Part Number*

Female Thread

1/4" G 1/4 27 74 12 11,3 29,5 16,1 315 Press. Elimin. NBR FEC-252-4FB

1/4" G 3/8 27 74 12 11,3 29,5 16,1 315 Press. Elimin. NBR FEC-252-6FB

3/8" G 3/8 30 87 12 16,1 32 19,7 250 Press. Elimin. NBR FEC-372-6FB

3/8" G 1/2 30 89 14 16,1 32 19,7 250 Press. Elimin. NBR FEC-372-8FB

1/2" G 1/2 40 98 14 17 43 24,5 250 Press. Elimin. NBR FEC-502-8FB

1/2" G 3/4 40 101 16 17 43 24,5 250 Press. Elimin. NBR FEC-502-12FB

5/8" G 3/4 40 101 16 17,7 43 27 250 Press. Elimin. NBR FEC-622-12FB

3/4" G 3/4 50 114 16 22 54 30 250 Press. Elimin. NBR FEC-752-12FB

3/4" G 1 50 120 16 22 54 30 250 Press. Elimin. NBR FEC-752-16FB

1" G 1 55 126 18 23,3 60 36 200 Press. Elimin. NBR FEC-1002-16FB

1" G 1 1/4 55 130 20 23,3 60 36 200 Press. Elimin. NBR FEC-1002-20FB

* For the old part number please have a look on the Cross-Reference-List on page 43.
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Couplings IF-Series

Body 
Size

Connect.  
A

Hex 
mm

L 
mm

L1 
mm

L2 
mm

L3 
mm

D 
mm

D1 
mm

D2 
mm

Work. Press. 
con. in bar

Version Seal Part Number*

Female Thread 
Provided with Circlip acc. DIN 471

1/4" G 1/4 27 64 12 5,2 15,3 28,8 34 315 for Multiplate NBR FEMP-251-4FB

1/4" G 3/8 27 64 12 5,2 15,3 28,8 34 315 for Multiplate NBR FEMP-251-6FB

3/8" G 3/8 30 71 12 5,2 15,3 31,8 38 250 for Multiplate NBR FEMP-371-6FB

3/8" G 1/2 30 73 14 5,2 15,3 31,8 38 250 for Multiplate NBR FEMP-371-8FB

1/2" G 1/2 36 76 14 5,2 15,3 39,8 46 250 for Multiplate NBR FEMP-501-8FB

1/2" G 3/4 36 80 16 5,2 15,3 39,8 46 250 for Multiplate NBR FEMP-501-12FB

5/8" G 3/4 40 82 16 5,2 15,3 41,8 48 250 for Multiplate NBR FEMP-621-12FB

3/4" G 3/4 46 95 16 5,2 15,3 46,8 53 250 for Multiplate NBR FEMP-751-12FB

3/4" G 1 46 101 18 5,2 15,3 46,8 53 250 for Multiplate NBR FEMP-751-16FB

1" G 1 55 105 18 5,2 15,3 59,8 65 250 for Multiplate NBR FEMP-1001-16FB

1" G 1 1/4 55 109 20 5,2 15,3 59,8 65 250 for Multiplate NBR FEMP-1001-20FB

Plugs IF-Series

Body 
Size

Connect.  
A

Hex 
mm

L 
mm

L1 
mm

L2 
mm

L3 
mm

D 
mm

D1 
mm

D2 
mm

Work. Press. 
con. in bar

Version Seal Part Number*

Female Thread 
Provided with Circlip acc. DIN 471

1/4" G 1/4 27 74 12 5,2 15,3 28,8 34 16,1 315 Press. El. f. Multiplate PUR FECP-252-4FB

1/4" G 3/8 27 74 12 5,2 15,3 28,8 34 16,1 315 Press. El. f. Multiplate PUR FECP-252-6FB

3/8" G 3/8 30 87 12 5,2 15,3 31,8 38 19,8 250 Press. El. f. Multiplate PUR FECP-372-6FB

3/8" G 1/2 30 89 14 5,2 15,3 31,8 38 19,8 250 Press. El. f. Multiplate PUR FECP-372-8FB

1/2" G 1/2 40 98 14 5,2 15,3 39,8 46 24,5 250 Press. El. f. Multiplate PUR FECP-502-8FB

1/2" G 3/4 40 101 16 5,2 15,3 39,8 46 24,5 250 Press. El. f. Multiplate PUR FECP-502-12FB

5/8" G 3/4 40 101 16 5,2 15,3 41,8 46 27 250 Press. El. f. Multiplate PUR FECP-622-12FB

3/4" G 3/4 50 114 16 5,2 15,3 46,8 53 30 250 Press. El. f. Multiplate PUR FECP-752-12FB

3/4" G 1 50 120 16 5,2 15,3 46,8 53 30 250 Press. El. f. Multiplate PUR FECP-752-16FB

1" G 1 55 126 18 5,2 15,3 59,8 65 36 200 Press. El. f. Multiplate PUR FECP-1002-16FB

1" G 1 1/4 55 130 20 5,2 15,3 59,8 65 36 200 Press. El. f. Multiplate PUR FECP-1002-20FB

* For the old part number please have a look on the Cross-Reference-List on page 43.

Plugs IF-Series

Body 
Size

Connect.  
A

Hex 
mm

L 
mm

L1 
mm

L2 
mm

L3 
mm

D 
mm

D1 
mm

D2 
mm

Work. Press. 
con. in bar

Version Seal Part Number*

Female Thread 
Provided with Circlip acc. DIN 471

1/4" G 1/4 32 49 12 5,2 15,3 28,8 32 16,1 315 for Multiplate PUR FEMP-252-4FB

3/8" G 3/8 30 58 12 5,2 15,3 31,8 36 19,8 250 for Multiplate PUR FEMP-372-6FB

1/2" G 1/2 45 66 14 5,2 15,3 39,8 45 24,5 250 for Multiplate PUR FEMP-502-8FB

5/8" G 3/4 46 71 16 5,2 15,3 39,8 46 27 250 for Multiplate PUR FEMP-622-12FB

3/4" G 3/4 50 83 16 5,2 15,3 46,8 50 30 250 for Multiplate PUR FEMP-752-12FB

1" G 1 65 89 18 5,2 15,3 59,8 65 36 200 for Multiplate PUR FEMP-1002-16FB
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Couplings IF-Series Stainless Steel

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

L2 
mm

D 
mm

D1 
mm

Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 27 64 12 29,5 29 315 Stainl. Steel FKM IF2510 RV

3/8" G 3/8 30 71 12 32 32 250 Stainl. Steel FKM IF3810 RV

3/8" G 1/2 30 73 14 32 32 250 Stainl. Steel FKM IF3810-50 RV

1/2" G 1/2 36 76 14 40 39 250 Stainl. Steel FKM IF5010 RV

1/2" G 3/4 36 80 16 40 39 250 Stainl. Steel FKM IF5010-75 RV

5/8" G 3/4 40 82 16 43 42 250 Stainl. Steel FKM IF6310 RV

3/4" G 3/4 46 96 16 50 46 250 Stainl. Steel FKM IF7510 RV

3/4" G 1 46 102 18 50 46 250 Stainl. Steel FKM IF7510-100 RV

1" G 1 55 109 20 60 55 200 Stainl. Steel FKM IF10010 RV

1" G 1 1/4 55 105 18 60 55 200 Stainl. Steel FKM IF10010-125 RV

Plugs IF-Series Stainless Steel

Body 
Size

Connec- 
tion A

Hex 
mm

L 
mm

L1 
mm

L2
mm

D 
mm

D1 
mm

Working Pressure 
connected in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 22 49 12 11,3 24,5 16,1 315 Stainl. Steel FKM IF2520 RV

3/8" G 3/8 30 58 12 16,1 32 19,7 250 Stainl. Steel FKM IF3820 RV

3/8" G 1/2 30 60 12 16,1 32 19,7 250 Stainl. Steel FKM IF3820-50 RV

1/2" G 1/2 36 66 14 17 40 24,5 250 Stainl. Steel FKM IF5020 RV

1/2" G 3/4 36 70 16 17 40 24,5 250 Stainl. Steel FKM IF5020-75 RV

5/8" G 3/4 36 71 16 17,7 40 27 250 Stainl. Steel FKM IF6320 RV

3/4" G 3/4 46 77 16 22 50 30 250 Stainl. Steel FKM IF7520 RV

3/4" G 1 46 83 18 22 50 30 250 Stainl. Steel FKM IF7520-100 RV

1" G 1 55 93 20 23,3 60 36 200 Stainl. Steel FKM IF10020 RV

1" G 1 1/4 55 89 18 23,3 60 36 200 Stainl. Steel FKM IF10020-125 RV
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Lubrication Nipple IF-Series

Body 
Size

Version L 
mm

D 
mm

Part Number

3/8" for coupling 39 20 GRIF38

1/2" for coupling 42 25 GRIF50

5/8" for coupling 43 27 GRIF63

3/4" for coupling 48 30 GRIF75

1" for coupling 54 36 GRIF100

Seal-Kit IF-Series

Body 
Size

Version Material Part Number

1/8" for plugs NBR IF2300-PSN

1/8" for plugs FKM IF2300-PSV

1/4" for plugs NBR IF2500-PSN

1/4" for plugs FKM IF2500-PSV

1/4" for plugs EPDM IF2500-PSEP

1/4" for plugs PUR IF2500-PSPU

3/8" for plugs NBR IF3800-PSN

3/8" for plugs FKM IF3800-PSV

3/8" for plugs EPDM IF3800-PSEP

3/8" for plugs PUR IF3800-PSPU

1/2" for plugs NBR IF5000-PSN

1/2" for plugs FKM IF5000-PSV

1/2" for plugs EPDM IF5000-PSEP

1/2" for plugs PUR IF5000-PSPU

5/8" for plugs NBR IF6300-PSN

5/8" for plugs FKM IF6300-PSV

5/8" for plugs EPDM IF6300-PSEP

5/8" for plugs PUR IF6300-PSPU

3/4" for plugs NBR IF7500-PSN

3/4" for plugs FKM IF7500-PSV

3/4" for plugs EPDM IF7500-PSEP

3/4" for plugs PUR IF7500-PSPU

1" for plugs NBR IF10000-PSN

1" for plugs FKM IF10000-PSV

1" for plugs EPDM IF10000-PSEP

1" for plugs PUR IF10000-PSPU
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Dust Protection IF-Series

Body 
Size

Version L 
mm

D 
mm

Material Color Part Number

1/8" for coupling 145 19 PVC Blue IB3826

1/8" for plug 145 19 PVC Blue IB2526

1/4" for coupling 160 24 PVC Black PFE-251-P

1/4" for coupling 160 24 PVC Blue IF2516

1/4" for plug 160 23 PVC Black CFE-252-P

1/4" for plug 160 23 PVC Blue IF2526

3/8" for coupling 170 28 PVC Black PFE-371-P

3/8" for coupling 170 28 PVC Blue IF3816

3/8" for coupling 170 28 PVC Red IF3816 R

3/8" for plug 170 28 PVC Black CFE-372-P

3/8" for plug 170 28 PVC Blue IF3826

3/8" for plug 170 28 PVC Red IF3826 R

1/2" for coupling 185 35 PVC Black PFE-501-P

1/2" for coupling 185 35 PVC Blue IF5016

1/2" for plug 185 35 PVC Black CFE-502-P

1/2" for plug 185 35 PVC Blue IF5026

5/8" for coupling 215 37 PVC Black PFE-621-P

5/8" for coupling 215 37 PVC Blue IF6316

5/8" for plug 215 37 PVC Black CFE-622-P

5/8" for plug 215 37 PVC Blue IF6326

3/4" for coupling 185 42 PVC Black PFE-751-P

3/4" for coupling 185 42 PVC Blue IF7516

3/4" for plug 185 42 PVC Black CFE-752-P

3/4" for plug 185 42 PVC Blue IF7526

1" for coupling 240 50 PVC Black PFE-1001-P

1" for coupling 240 50 PVC Blue IF10016

1" for plug 240 50 PVC Black CFE-1002-P

1" for plug 240 50 PVC Blue IF10026

Further colors on request.
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Body 
Size

Version
Old Part 
Number

New Part 
Number

Page

1/8" Standard IF2310 FEM-121-2FB 37

1/4" Standard IF2510 FEM-251-4FB 37

1/4" Standard IF2510-38 FEM-251-6FB 37

3/8" Standard IF3810 FEM-371-6FB 37

3/8" Standard IF3810-50 FEM-371-8FB 37

3/8" Standard IF3810-50V FEM-371-8FB-E4 37

1/2" Standard IF5010 FEM-501-8FB 37

1/2" Standard IF5010-75 FEM-501-12FB 37

5/8" Standard IF6310 FEM-621-12FB 37

3/4" Standard IF7510 FEM-751-12FB 37

3/4" Standard IF7510-100 FEM-751-16FB 37

1" Standard IF10010 FEM-1001-16FB 37

1" Standard IF10010-125 FEM-1001-20FB 37

1/4" Press. Elimin. IF2511 FEC-251-4FB 38

1/4" Press. Elimin. IF2511-38 FEC-251-6FB 38

3/8" Press. Elimin. IF3811 FEC-371-6FB 38

3/8" Press. Elimin. IF3811-50 FEC-371-8FB 38

1/2" Press. Elimin. IF5011 FEC-501-8FB 38

1/2" Press. Elimin. IF5011-75 FEC-501-12FB 38

5/8" Press. Elimin. IF6311 FEC-621-12FB 38

3/4" Press. Elimin. IF7511 FEC-751-12FB 38

3/4" Press. Elimin. IF7511-100 FEC-751-16FB 38

1" Press. Elimin. IF10011 FEC-1001-16FB 38

1" Press. Elimin. IF10011-125 FEC-1001-20FB 38

1/4" for Multiplate IF2510 E FEMP-251-4FB 39

1/4" for Multiplate IF2510-38 E FEMP-251-6FB 39

3/8" for Multiplate IF3810 E FEMP-371-6FB 39

3/8" for Multiplate IF3810-50 E FEMP-371-8FB 39

1/2" for Multiplate IF5010 E FEMP-501-8FB 39

1/2" for Multiplate IF5010-75 E FEMP-501-12FB 39

5/8" for Multiplate IF6310 E FEMP-621-12FB 39

3/4" for Multiplate IF7510 E FEMP-751-12FB 39

3/4" for Multiplate IF7510-100 E FEMP-751-16FB 39

1" for Multiplate IF10010 E FEMP-1001-16FB 39

1" for Multiplate IF10010-125 E FEMP-1001-20FB 39

Body 
Size

Version
Old Part 
Number

New Part 
Number

Page

1/8" Standard IF2320 FEM-122-2FB 37

1/4" Standard IF2520 FEM-252-4FB 37

1/4" Standard IF2520-38 FEM-252-6FB 37

3/8" Standard IF3820 FEM-372-6FB 37

3/8" Standard IF3820-50 FEM-372-8FB 37

3/8" Standard IF3820-50V FEM-372-8FB-E4 37

1/2" Standard IF5020 FEM-502-8FB 37

1/2" Standard IF5020-75 FEM-502-12FB 37

5/8" Standard IF6320 FEM-622-12FB 37

3/4" Standard IF7520 FEM-752-12FB 37

3/4" Standard IF7520-100 FEM-752-16FB 37

1" Standard IF10020 FEM-1002-16FB 37

1" Standard IF10020-125 FEM-1002-20FB 37

1/4" Press. Elimin. IF2521 FEC-252-4FB 38

1/4" Press. Elimin. IF2521-38 FEC-252-6FB 38

3/8" Press. Elimin. IF3821 FEC-372-6FB 38

3/8" Press. Elimin. IF3821-50 FEC-372-8FB 38

1/2" Press. Elimin. IF5021 FEC-502-8FB 38

1/2" Press. Elimin. IF5021-75 FEC-502-12FB 38

5/8" Press. Elimin. IF6321 FEC-622-12FB 38

3/4" Press. Elimin. IF7521 FEC-752-12FB 38

3/4" Press. Elimin. IF7521-100 FEC-752-16FB 38

1" Press. Elimin. IF10021 FEC-1002-16FB 38

1" Press. Elimin. IF10021-125 FEC-1002-20FB 38

1/4" for Multiplate IF2520 E FEMP-252-4FB 39

3/8" for Multiplate IF3820 E FEMP-372-6FB 39

1/2" for Multiplate IF5020 E FEMP-502-8FB 39

5/8" for Multiplate IF6320 E FEMP-622-12FB 39

3/4" for Multiplate IF7520 E FEMP-752-12FB 39

1" for Multiplate IF10020 E FEMP-1002-16FB 39

1/4" Press. El. for Multiplate IF2521 E FECP-252-4FB 39

1/4" Press. El. for Multiplate IF2521-38 E FECP-252-6FB 39

3/8" Press. El. for Multiplate IF3821 E FECP-372-6FB 39

3/8" Press. El. for Multiplate IF3821-50 E FECP-372-8FB 39

1/2" Press. El. for Multiplate IF5021 E FECP-502-8FB 39

1/2" Press. El. for Multiplate IF5021-75 E FECP-502-12FB 39

5/8" Press. El. for Multiplate IF6321 E FECP-622-12FB 39

3/4" Press. El. for Multiplate IF7521 E FECP-752-12FB 39

3/4" Press. El. for Multiplate IF7521-100 E FECP-752-16FB 39

1" Press. El. for Multiplate IF10021 E FECP-1002-16FB 39

1" Press. El. for Multiplate IF10021-125 E FECP-1002-20FB 39

Cross-Reference-List

Coupling Plug
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TEMA Profile

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Body Size

1/8" up to 2"
Tema Profile

T-Series
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Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Technical Description
The TEMA Standard Series is 
characterised by a low pres-
sure drop and maximum flow 
capacity. The coupling system 
is available as double shut-off 
or straight through version. 
The 2500 can be used also as 
a single shut-off version.

Working Pressure
See charts.

Working Temperature
-30°C up to +100°C (NBR)
-25°C up to +200°C (FKM)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	High operating pressure.
•	Compact dimension.
•	Due to the Pressure Eliminator 	
	 version for coupling and plug 	
	 the connection is possible up  
	 to the operating pressure.
•	Double safety through a double 	
	 O-ring seal.
•	A safety closing ring prevents 	
	 unintentional uncoupling. 

Material Coupling Standard / Pressure Eliminator Stainl. Steel / Press. Eli. High Press. Water (3/8")

Coupling Body Brass, nickel plated chromated AISI 316 Brass, chromated

Sleeve Steel hardened, zinc plated, passiv., sealed AISI 316 Brass, chromated

Locking Ring Brass, zinc-iron coated, black passiv., sealed AISI 316

Valve Brass AISI 316

Springs AISI 301 AISI 301 AISI 301

Locking Balls AISI 420 C AISI 420 C AISI 420 C

Seals NBR/FKM FKM NBR

Valve Holder (up to 100°C) Zinc casting AISI 316

Valve Holder (over 100°C) Brass AISI 316

Plug Standard / Pressure Eliminator Stainl. Steel / Press. Eli. High Press. Water (3/8")

Plug Body Steel hardened, zinc plated, passiv., sealed AISI 316 AISI 420 hardened

Valve Brass AISI 316

Springs AISI 301 AISI 301

Seals NBR/FKM FKM

Valve Holder (up to 100°C) Zinc Casting AISI 316

Valve Holder (over 100°C) Brass AISI 316

Applications Area

Available Valves
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Couplings T-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/8" G 1/8 15 38 18 with 200 Standard NBR 2310-QC

1/8" G 1/8 15 38 18 with 200 Standard FKM 2310 V

1/8" G 1/8 15 38 18 without 200 Standard NBR 2310 UV

1/8" G 1/8 15 38 18 without 200 Standard FKM 2310 VUV

1/4" G 1/4 21 64 25 with 450 Standard NBR 2510-QC

1/4" G 1/4 21 64 25 with 450 Standard FKM 2510 V

1/4" G 1/4 21 64 25 without 450 Standard NBR 2510 UV

1/4" G 1/4 21 64 25 without 450 Standard FKM 2510 VUV

3/8" G 3/8 24 60 34 with 350 Standard NBR 3810

3/8" G 3/8 24 60 34 with 350 Standard FKM 3810 V

3/8" G 3/8 24 60 34 without 350 Standard NBR 3810 UV

3/8" G 3/8 24 60 34 without 350 Standard FKM 3810 VUV

3/8" G 3/8 24 60 34 without 350 High Press. Water NBR 3810 H

3/8" G 3/8 24 60 34 without 350 High Press. Water FKM 3810 HV

3/8" G 3/8 24 60 34 without 350 High Press. Water EPDM 3810 HEP

3/8" G 3/8 29 60 34 without 350 High Press. Water NBR 3810 H2

3/8" G 3/8 29 60 34 without 350 High Press. Water FKM 3810 H2V

3/8" G 3/8 29 60 34 without 350 High Press. Water EPDM 3810 H2EP

1/2" G 1/2 30 65 40 with 300 Standard NBR 5010

1/2" G 1/2 30 65 40 with 300 Standard FKM 5010 V

1/2" G 1/2 30 65 40 without 300 Standard NBR 5010 UV

1/2" G 1/2 30 65 40 without 300 Standard FKM 5010 VUV

3/4" G 3/4 38 73 52 with 280 Standard NBR 7510

3/4" G 3/4 38 73 52 with 280 Standard FKM 7510 V

3/4" G 3/4 38 73 52 without 280 Standard NBR 7510 UV

3/4" G 3/4 38 73 52 without 280 Standard FKM 7510 VUV

1" G 1 45 88 62 with 250 Standard NBR 10010

1" G 1 45 88 62 with 250 Standard FKM 10010 V

1" G 1 45 88 62 without 250 Standard NBR 10010 UV

1" G 1 45 88 62 without 250 Standard FKM 10010 VUV

1 1/2" G 1 1/2 60 112 73 with 200 Standard NBR 15010-QC

1 1/2" G 1 1/2 60 112 73 with 200 Standard FKM 15010 V

1 1/2" G 1 1/2 60 112 73 with 50 Brass NBR 15010 M

1 1/2" G 1 1/2 60 112 73 with 50 Brass FKM 15010 MV

1 1/2" G 1 1/2 60 112 73 without 200 Standard NBR 15010 UV

1 1/2" G 1 1/2 60 112 73 without 200 Standard FKM 15010 VUV

1 1/2" G 1 1/2 60 112 73 without 50 Brass NBR 15010 MUV

1 1/2" G 1 1/2 60 112 73 without 50 Brass FKM 15010 MVUV

2" G 2 75 144 90 with 180 Standard NBR 20010-QC

2" G 2 75 144 90 with 180 Standard FKM 20010 V

2" G 2 75 144 90 without 180 Standard NBR 20010 UV

2" G 2 75 144 90 without 180 Standard FKM 20010 VUV
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Plugs T-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/8" G 1/8 15 36 17 with 200 Standard NBR 2320

1/8" G 1/8 15 38 17 with 200 Standard FKM 2320 V

1/8" G 1/8 15 36 17 without 200 Standard  2320 UV

1/4" G 1/4 19 45 21 with 450 Standard NBR 2520

1/4" G 1/4 19 45 21 with 450 Standard FKM 2520 V

1/4" G 1/4 19 45 21 without 450 Standard  2520 UV

3/8" G 3/8 22 42 24 with 350 Standard NBR 3820

3/8" G 3/8 22 42 24 with 350 Standard FKM 3820 V

3/8" G 3/8 22 38 24 without 350 Standard  3820 UV

1/2" G 1/2 27 46 30 with 320 Standard NBR 5020

1/2" G 1/2 27 46 30 with 320 Standard FKM 5020 V

1/2" G 1/2 27 42 30 without 320 Standard  5020 UV

3/4" G 3/4 36 52 39 with 300 Standard NBR 7520-QC

3/4" G 3/4 36 52 39 with 300 Standard FKM 7520 V

3/4" G 3/4 36 47 39 without 300 Standard  7520 UV

1" G 1 46 60 49 with 280 Standard NBR 10020

1" G 1 46 60 49 with 280 Standard FKM 10020 V

1" G 1 46 53 49 without 280 Standard  10020 UV

1 1/2" G 1 1/2 60 107 67 with 200 Standard NBR 15020

1 1/2" G 1 1/2 60 107 67 with 200 Standard FKM 15020 V

1 1/2" G 1 1/2 60 107 67 with 50 Brass NBR 15020 M

1 1/2" G 1 1/2 60 107 67 with 50 Brass FKM 15020 MV

1 1/2" G 1 1/2 60 107 67 without 200 Standard  15020 UV

1 1/2" G 1 1/2 60 107 67 without 50 Brass  15020 MUV

2" G 2 75 142 85 with 180 Standard NBR 20020-QC

2" G 2 75 142 85 with 180 Standard FKM 20020 V

2" G 2 75 142 85 without 180 Standard NBR 20020 UV

Super Nipple T-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

3/4" G 3/4 36 52 39 with 300 Standard NBR 7520 S
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Super Nipple T-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

3/4" G 3/4 36 53 39 with 300 Press. Eliminator NBR 7521 S

Couplings T-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

3/8" G 3/8 24 60 34 with 350 Press. Eliminator NBR 3811

3/8" G 3/8 24 60 34 with 350 Press. Eliminator FKM 3811 V

1/2" G 1/2 30 65 40 with 300 Press. Eliminator NBR 5011

1/2" G 1/2 30 65 40 with 300 Press. Eliminator FKM 5011 V

3/4" G 3/4 38 72 52 with 280 Press. Eliminator NBR 7511

3/4" G 3/4 38 72 52 with 280 Press. Eliminator FKM 7511 V

1" G 1 45 88 62 with 250 Press. Eliminator NBR 10011-QC

1" G 1 45 88 62 with 250 Press. Eliminator FKM 10011 V

1 1/2" G 1 1/2 60 112 73 with 200 Press. Eliminator NBR 15011-QC

1 1/2" G 1 1/2 60 112 73 with 200 Press. Eliminator FKM 15011 V

Plugs T-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

3/8" G 3/8 22 43 24 with 350 Press. Eliminator NBR 3821

3/8" G 3/8 22 43 24 with 350 Press. Eliminator FKM 3821 V

1/2" G 1/2 27 47 30 with 320 Press. Eliminator NBR 5021-QC

1/2" G 1/2 27 47 30 with 320 Press. Eliminator FKM 5021 V

3/4" G 3/4 36 53 39 with 300 Press. Eliminator NBR 7521-QC

3/4" G 3/4 36 53 39 with 300 Press. Eliminator FKM 7521 V

1" G 1 46 61 49 with 280 Press. Eliminator NBR 10021

1" G 1 46 61 49 with 280 Press. Eliminator FKM 10021 V

1 1/2" G 1 1/2 60 107 67 with 200 Press. Eliminator NBR 15021

1 1/2" G 1 1/2 60 107 67 with 200 Press. Eliminator FKM 15021 V
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Couplings T-Series Stainless Steel

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar 4

Version Seal Part Number

Female Thread

1/8" G 1/8 15 38 18 with 200 Stainless Steel FKM 2310 RV

1/8" G 1/8 15 38 18 with 200 Stainless Steel FKM 2310 RFV¹ 

1/8" G 1/8 15 38 18 without 200 Stainless Steel FKM 2310 RVUV

1/4" G 1/4 21 64 25 with 250 Stainless Steel FKM 2510 RV

1/4" G 1/4 21 64 25 without 250 Stainless Steel FKM 2510 RVUV

3/8" G 3/8 24 60 34 with 300 Stainless Steel FKM 3810 RV

3/8" G 3/8 24 60 34 without 350 Stainless Steel FKM 3810 RVUV

1/2" G 1/2 30 65 40 with 300 Stainless Steel FKM 5010 RV

1/2" G 1/2 30 65 40 without 300 Stainless Steel FKM 5010 RVUV

3/4" G 3/4 38 73 52 with 250 Stainless Steel FKM 7510 RV

3/4" G 3/4 38 73 52 without 250 Stainless Steel FKM 7510 RVUV

1" G 1 45 88 62 with 250 Stainless Steel FKM 10010 RV

1" G 1 45 88 62 without 250 Stainless Steel FKM 10010 RVUV

1 1/2" G 1 1/2 60 112 73 with 150 Stainless Steel FKM 15010 RV

1 1/2" G 1 1/2 60 112 73 without 150 Stainless Steel FKM 15010 RVUV

2" G 2 75 144 90 with 120 Stainless Steel FKM 20010 RV

2" G 2 75 144 90 without 120 Stainless Steel FKM 20010 RVUV

Plugs T-Series Stainless Steel

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar 4

Version Seal Part Number

Female Thread

1/8" G 1/8 15 36 17 with 200 Stainless Steel FKM 2320 RV

1/8" G 1/8 15 38 17 with 200 Stainless Steel FKM 2320 RFV¹ 

1/8" G 1/8 15 36 17 without 200 Stainless Steel  2320 RUV

1/4" G 1/4 19 45 21 with 250 Stainless Steel FKM 2520 RV

1/4" G 1/4 19 45 21 with 250 Stainless Steel FKM 2520 RFV¹ 

1/4" G 1/4 19 45 21 with 170 High Press. Water FKM 2520 RFV2¹ ³

1/4" G 1/4 19 45 21 without 250 Stainless Steel 2520 RUH

1/4" G 1/4 19 45 21 without 450 Stainless Steel 2520 RHUV²

1/4" G 1/4 19 45 21 without 170 Stainless Steel 2520 RFUV2²

3/8" G 3/8 22 42 24 with 300 Stainless Steel FKM 3820 RV

3/8" G 3/8 22 42 24 with 300 Stainless Steel NBR 3820 RF¹ 

3/8" G 3/8 22 42 24 with 300 Stainless Steel FKM 3820 RFV¹ 

3/8" G 3/8 22 38 24 without 300 Stainless Steel  3820 RUV

3/8" G 3/8 22 38 24 without 170 Stainless Steel  3820 RFUV²

1/2" G 1/2 27 46 30 with 300 Stainless Steel FKM 5020 RV

1/2" G 1/2 27 42 30 without 300 Stainless Steel  5020 RUV

3/4" G 3/4 36 52 39 with 250 Stainless Steel FKM 7520 RV

3/4" G 3/4 36 47 39 without 250 Stainless Steel  7520 RUV

1" G 1 46 60 49 with 250 Stainless Steel FKM 10020 RV

1" G 1 46 53 49 without 250 Stainless Steel  10020 RUV
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Plugs T-Series Stainless Steel

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar 4 

Version Seal Part Number

Female Thread

1 1/2" G 1 1/2 60 107 67 with 150 Stainless Steel FKM 15020 RV

1 1/2" G 1 1/2 60 107 67 without 150 Stainless Steel  15020 RUV

2" G 2 75 142 85 with 120 Stainless Steel FKM 20020 RV

2" G 2 75 142 85 without 120 Stainless Steel  20020 RUV

Couplings T-Series Stainless Steel

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar 4

Version Seal Part Number

Female Thread

3/8" G 3/8 24 60 34 with 300 Press. Eliminator FKM 3811 RV

3/8" G 3/8 24 60 34 with 300 Press. Eliminator FKM 3811 RFV¹ 

1/2" G 1/2 30 65 40 with 300 Press. Eliminator FKM 5011 RV

1/2" G 1/2 30 65 40 with 300 Press. Eliminator FKM 5011 RFV¹ 

3/4" G 3/4 38 72 52 with 250 Press. Eliminator FKM 7511 RV

3/4" G 3/4 38 72 52 with 250 Press. Eliminator FKM 7511 RFV¹ 

1" G 1 45 88 62 with 250 Press. Eliminator FKM 10011 RV

1" G 1 45 88 62 with 250 Press. Eliminator FKM 10011 RFV

Plugs T-Series Stainless Steel

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar 4

Version Seal Part Number

Female Thread

3/8" G 3/8 22 43 24 with 350 Press. Eliminator FKM 3821 RV

3/8" G 3/8 22 43 24 with 350 Press. Eliminator FKM 3821 RFV

1/2" G 1/2 27 47 30 with 300 Press. Eliminator FKM 5021 RV

1/2" G 1/2 27 47 30 with 300 Press. Eliminator FKM 5021 RFV¹ 

3/4" G 3/4 36 53 39 with 250 Press. Eliminator FKM 7521 RV

3/4" G 3/4 36 53 39 with 250 Press. Eliminator FKM 7521 RFV¹ 

1" G 1 46 61 49 with 250 Press. Eliminator NBR 10021 RV

1" G 1 46 61 49 with 250 Press. Eliminator FKM 10021 RFV¹ 

¹ Valve made of brass

² Material: AISI 420 hardened

³ Suitable for high pressure water, AISI 303
4 For pulsating pressure, the pressure must not exceed 50% of the given value
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Lubrication Nipples T-Series

Body 
Size

Version L 
mm

D 
mm

Part Number

3/8" for coupling 36 22 GR3-QC

1/2" for coupling 41 25 GR5

3/4" for coupling 44 33 GR7

1" for coupling 46 41 GR10-QC

For problem free operating with longer lifetime – especially in cold climates.

Seal-Kit T-Series

Body 
Size

Version Material Part Number

1/8" for coupling NBR 11310 N

1/8" for coupling FKM 11310 V

1/4" for coupling NBR 2500-PSN

1/4" for coupling FKM 2500-PSV

3/8" for coupling NBR 3800-PSN

3/8" for coupling FKM 3800-PSV

1/2" for coupling NBR 5000-PSN

1/2" for coupling FKM 5000-PSV

3/4" for coupling NBR 7500-PSN

3/4" for coupling FKM 7500-PSV

1" for coupling NBR 10000-PSN

1" for coupling FKM 10000-PSV

1 1/2" for coupling NBR 15000-PSN

1 1/2" for coupling FKM 15000-PSV

2" for coupling NBR 20000-PSN

2" for coupling FKM 20000-PSV

The valve seal is crimped and can not be changed.
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Dust Protection T-Series

Body 
Size

Version L 
mm

D 
mm

Material Color Part Number

1/8" for coupling 55 15 PVC Red 2315-QC

1/8" for plug 55 15 PVC Red 125-QC

1/4" for coupling 145 44 PVC Blue 2516-QC

1/4" for plug 145 42 PVC Blue 2526-QC

3/8" for coupling 145 54 PVC Blue 3816-QC

3/8" for plug 145 46 PVC Blue 3826

3/8" for coupling 145 54 PVC Yellow 3816 Y

3/8" for plug 145 46 PVC Yellow 3826 Y

1/2" for coupling 170 60 PVC Blue 5016-QC

1/2" for plug 170 52 PVC Blue 5026-QC

3/4" for coupling 195 76 PVC Blue 7516-QC

3/4" for plug 195 63 PVC Blue 7526

1" for coupling 230 90 PVC Blue 10016

1" for plug 230 76 PVC Blue 10026

1 1/2" for coupling 310 56 PVC Black 15015

1 1/2" for plug 300 56 PVC Black 15025

2" for coupling 380 63 EBA Black 20015-QC

2" for plug 380 63 EBA Black 20025-QC

When coupling and plug is connected it is recommended to connect dust protections – to keep these 

clean, too. Further colors on request.							     
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TEMA Profile

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Body Size

1/2" up to 1"
Tema Profile

H-Series
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Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Technical Description
The H series is a further 
development of the standard 
hydraulic coupling, with some 
new materials to stand up to 
heavy conditions. The body of 
the coupling is made of steel 
so that the coupling functions 
reliably even when subject to 
substantial lateral forces and 
high impulses.

Working Pressure
See charts.

Working Temperature
-30°C up to +100°C (NBR)
-25°C up to +200°C (FKM)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	High flow rate – minimum 	 	
	 pressure drop. 
•	Twice as safe through double 	
	 sealing. 
•	Safety closing ring prevents 	 	
	 unintentional uncoupling. 
•	Maximum protection against 		
	 corrosion. 
•	Small dimensions. 
•	Pressure eliminator for cou-	 	
	 pling and plug available. Pos-	
	 sible to connect up to work-
	 ing pressure.

Material Coupling Standard / Pressure Eliminator

Coupling Body Steel, zinc plated, passivated, sealed

Sleeve Steel hardened, zinc plated, passivated, sealed

Locking Ring Brass, zinc-iron coated, black passivated, sealed

Valve Brass

Springs AISI 302

Locking Balls AISI 420 C

Seals NBR/FKM

Valve Holder Brass, hard-drawn

Plug Standard / Pressure Eliminator

Plug Body Steel hardened, zinc plated, passivated, sealed

Valve Brass

Springs AISI 301

Seals NBR/FKM

Valve Holder Brass, hard-drawn

Body Size Bursting Pressure connected

1/2" > 1200 bar

3/4" > 1200 bar

1" > 1200 bar

Applications Area

Available Valves
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Couplings H-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 30 65 40 with 320 Standard NBR H5010

1/2" G 1/2 30 65 40 with 320 Standard FKM H5010 V

3/4" G 3/4 38 73 52 with 300 Standard NBR H7510

3/4" G 3/4 38 73 52 with 300 Standard FKM H7510 V

1" G 1 45 88 62 with 280 Standard NBR H10010

1" G 1 45 88 62 with 280 Standard FKM H10010 V

Plugs H-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 27 46 30 with 320 Standard NBR 5020

1/2" G 1/2 27 46 30 with 320 Standard FKM 5020 V

3/4" G 3/4 36 52 39 with 300 Standard NBR 7520-QC

3/4" G 3/4 36 52 39 with 300 Standard FKM 7520 V

1" G 1 46 60 49 with 280 Standard NBR 10020-QC

1" G 1 46 60 49 with 280 Standard FKM 10020 V

Super Nipple H-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

3/4" G 3/4 36 52 39 with 300 Standard NBR 7520 S
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Super Nipple H-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

3/4" G 3/4 36 53 39 with 300 Press. Eliminator NBR 7521 S

Couplings H-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 30 65 40 with 320 Press. Eliminator NBR H5011

1/2" G 1/2 30 65 40 with 320 Press. Eliminator FKM H5011 V

3/4" G 3/4 38 72 52 with 300 Press. Eliminator NBR H7511

3/4" G 3/4 38 72 52 with 300 Press. Eliminator FKM H7511 V

1" G 1 45 88 62 with 280 Press. Eliminator NBR H10011

1" G 1 45 88 62 with 280 Press. Eliminator FKM H10011 V

Plugs H-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

Valve Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 27 47 30 with 320 Press. Eliminator NBR 5021-QC

1/2" G 1/2 27 47 30 with 320 Press. Eliminator FKM 5021 V

3/4" G 3/4 36 53 39 with 300 Press. Eliminator NBR 7521-QC

3/4" G 3/4 36 53 39 with 300 Press. Eliminator FKM 7521 V

1" G 1 46 61 49 with 280 Press. Eliminator NBR 10021

1" G 1 46 61 49 with 280 Press. Eliminator FKM 10021 V
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TEMA

ISO A

ISO B

ISO F
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TEMA Profile

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Body Size

1/4" up to 1"
Tema Profile

FF-Series
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Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Technical Description
The coupling system of the FF 
series has double shut-off, dry 
break and single-handed ope-
ration. During disconnection 
there is no oil loss, and during 
coupling there is no inclusion 
of air into the system.

Working Pressure
See charts.

Working Temperature
-30°C up to +100°C (NBR)
-25°C up to +200°C (FKM)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	Dry break quick connect 	 	
	 coupling. 
•	With minimum pressure drop. 
•	Single-handed operation. 
•	No oil loss during disconnection. 
•	A safety closing ring prevents 	
	 unintentional disconnection. 
•	Twice as safe through double 	
	 sealing. 
•	Also available with pressure 	 	
	 eliminator, i.e. connection is 		
	 possible under static/residual 
	 pressure up to working pressure. 

Material Coupling Standard / Pressure Eliminator

Coupling Body Steel, nitrocarburizing 

Sleeve Steel hardened, zinc plated, passivated, sealed

Locking Ring Brass, zinc-iron coated, black passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Springs AISI 301

Locking Balls AISI 420 C

Seals NBR/PUR

Valve Holder Steel, yellow zinc plated, sealed

Thread Body Steel, zinc plated, passivated, sealed

Plug Standard / Pressure Eliminator

Plug Body Steel hardened, zinc plated, passivated, sealed

Valve Steel, nitrocarburizing

Springs AISI 301

Seals NBR/PUR

Valve Holder Brass, hard-drawn 

Thread Body Steel, zinc plated, passivated, sealed

Connected length in total

FF2510 + FF2520 = 122 mm

FF2510 + FF2521 = 147 mm

FF3810 + FF3820 = 125 mm

FF3810 + FF3821 = 154 mm

FF5010 + FF5020 = 144 mm

FF5010 + FF5021 = 179 mm

FF7510 + FF7520 = 169 mm

FF7510 + FF7521 = 215 mm

FF10010 + FF10020 = 230 mm

FF10010 + FF10021 = 269 mm

Body Size Bursting Pressure connected

1/4" > 3200 bar

3/8" > 2000 bar

1/2" > 1500 bar

3/4" > 1500 bar

1" > 1100 bar

Applications Area

Standard FF
Plug side pressure eliminator

Available Valves
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Couplings FF-Series

Body 
Size

Connection 
A

Hex 
mm

L 
mm

D 
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 27 65 30 800 Standard NBR/PUR FF2510

3/8" G 3/8 36 76,5 40 500 Standard NBR/PUR FF3810

1/2" G 1/2 40 82 44 450 Standard NBR/PUR FF5010 C

1/2" G 1/2 40 82 44 450 Standard FKM FF5010 CV

1/2" G 3/4 40 85 44 450 Standard NBR/PUR FF5010-75 C

1/2" G 3/4 40 85 44 450 Standard FKM FF5010-75 CV

3/4" G 3/4 50 98 55 400 Standard NBR FF7510 C

3/4" G 3/4 50 98 55 400 Standard FKM FF7510 CV

3/4" G 1 50 106 55 400 Standard NBR FF7510-100 C

3/4" G 1 50 106 55 400 Standard FKM FF7510-100 CV

1" G 1 65 129 70 350 Standard NBR FF10010 C

1" G 1 65 129 70 350 Standard FKM FF10010 CV

1" G 1 1/4 65 129 70 350 Standard NBR FF10010-125 C

1" G 1 1/4 65 129 70 350 Standard FKM FF10010-125 CV

1" G 1 1/2 65 129 70 350 Standard NBR FF10010-150 C

1" G 1 1/2 65 129 70 350 Standard FKM FF10010-150 CV

Plugs FF-Series

Body 
Size

Connection 
A

Hex 
mm

L 
mm

D 
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 25 74 28 800 Standard NBR/PUR FF2520

3/8" G 3/8 32 69 35 500 Standard NBR/PUR FF3820

1/2" G 1/2 36 86 39 450 Standard NBR/PUR FF5020 C

1/2" G 1/2 36 86 39 450 Standard FKM FF5020 CV

1/2" G 3/4 36 90 39 450 Standard NBR/PUR FF5020-75 C

1/2" G 3/4 36 90 39 450 Standard FKM FF5020-75 CV

3/4" G 3/4 46 101 50 400 Standard NBR/PUR FF7520 C

3/4" G 3/4 46 101 50 400 Standard FKM FF7520 CV

3/4" G 1 46 106 50 400 Standard NBR/PUR FF7520-100 C

3/4" G 1 46 106 50 400 Standard FKM FF7520-100 CV

1" G 1 60 140 65 350 Standard NBR/PUR FF10020 C

1" G 1 60 140 65 350 Standard FKM FF10020 CV

1" G 1 1/4 60 140 65 350 Standard NBR/PUR FF10020-125 C

1" G 1 1/4 60 140 65 350 Standard FKM FF10020-125 CV

1" G 1 1/2 60 140 65 350 Standard NBR/PUR FF10020-150 C

1" G 1 1/2 60 140 65 350 Standard FKM FF10020-150 CV
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Couplings FF-Series

Body 
Size

Connection 
A

Hex 
mm

L 
mm

D 
mm

D1
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 40 82 52 47 400 for Muliplate NBR FF5010 CE

1/2" G 1/2 40 82 52 47 400 for Muliplate FKM FF5010 CEV

3/4" G 3/4 50 98 66 60 400 for Muliplate NBR FF7510 CE

3/4" G 3/4 50 98 66 60 400 for Muliplate FKM FF7510 CEV

Plugs FF-Series

Body 
Size

Connection 
A

Hex 
mm

L 
mm

D 
mm

D1
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 25 99 28 800 Press. Eliminator NBR/PUR FF2521

3/8" G 3/8 32 98 35 500 Press. Eliminator NBR/PUR FF3821

1/2" G 1/2 36 117 39 450 Press. Eliminator NBR/PUR FF5021 C

1/2" G 1/2 36 117 39 450 Press. Eliminator FKM FF5021 CV

3/4" G 3/4 46 139 50 400 Press. Eliminator NBR/PUR FF7521 C

1" G 1 55 175 60 350 Press. Eliminator NBR/PUR FF10021 C

Plugs FF-Series

Body 
Size

Connection 
A

Hex 
mm

L 
mm

D 
mm

D1
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/2" G 1/2 36 117 52 47 450 Press. El. f. Multiplate NBR/PUR FF5021 CE

3/4" G 3/4 46 139 66 60 400 Press. El. f. Multiplate NBR/PUR FF7521 CE

Lubrication Nipples FF-Series

Body 
Size

Version L 
mm

D 
mm

Part Number

1/2" for coupling 48 29 GRF5

3/4" for coupling 52 38 GRF7

1" for coupling 52 50 GRF10
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Seal-Kit FF-Series

Body 
Size

Version Material Part Number

1/4" for plugs NBR/PUR FF2500-PSNPU

3/8" for plugs NBR/PUR FF3800-PSNPU

1/2" for plugs NBR/PUR FF5000-PSNPU

1/2" for plugs FKM FF5000-PSV

3/4" for plugs NBR/PUR FF7500-PSNPU

3/4" for plugs FKM FF7500-PSV

1" for plugs NBR/PUR FF10000-PSNPU

1" for plugs FKM FF10000-PSV

Dust Protection FF-Series

Body 
Size

Version L 
mm

D 
mm

Material Color Part Number

1/4" for coupling 190 24 PVC Blue FF2516

1/4" for plug 190 24 PVC Blue FF2526

3/8" for coupling 190 28 PVC Blue FF3816

3/8" for plug 190 28 PVC Blue FF3826

1/2" for coupling 220 28 PVC Blue FF5016

1/2" for plug 220 28 PVC Blue FF5026

3/4" for coupling 250 42 PVC Blue FF7516

3/4" for plug 250 42 PVC Blue FF7526

1" for coupling 290 51 PVC Blue FF10016

1" for plug 290 51 PVC Blue FF10026

Further colors on request.
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Parker Profile

Body Size

1/4" up to 3/4"
Parker Profile

SM-Series
Technical Description
Standard design with ball 
locking mechanism for high 
pressure applications.  
Rugged construction. 

Advantages
Body size 1/2" and above fea-
ture PTFE back up ring which 
prevents seal washout at high 
flow rates. �Solid steel bar-
stock construction: induction-
hardened for a coupling 
with maximum resistance to 
damage to hydraulic and me-
chanical shock and brinelling. 

Working Temperature
-40°C up to + 110°C (NBR) 
depending on the medium.
Special seals are available  
on request (see page 6).

A poppet with a crimped seal 
assures a maximum sealing 
at low flow rates and prevents 
seal washout at high flow 
rates. 

Applications
•• Mobile equipment
•• Industrial maintenance

Material Coupling Steel

Coupling Body Steel 

Sleeve Steel 

Back-up Ring PTFE

Valve Steel

Springs Steel

Locking Balls Steel

Seals NBR

Valve Holder Steel

Material Plug Steel

Plug Body Steel

Valve Steel

Springs Steel

Seals NBR

Valve Holder Steel
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Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000

Working Pressure 

Body Size Max. Operating Pressure connected 

1/4" 410 bar

1/2" 410 bar

3/4" 310 bar
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Couplings SM-Series

Body 
Size

Connection  
A

Thread Hex L 
mm

L1* 
mm

D 
mm

Version Weight
gr.

Part Number

Female Thread

1/4" 1/4" BSPP 3/4" 56,9 26,9 Steel 118 SM-251-4FB

1/4" 1/4" - 18 NPTF 3/4" 53,1 26,9 Steel 110 SM-251-4FP

1/4" 3/8" BSPP 15/16" 56,9 26,9 Steel 118 SM-251-6FB

1/4" 3/8" - 18 NPTF 15/16" 56,9 26,9 Steel 123 SM-251-6FP

1/2" 1/2" BSPP 1 1/4" 76,2 39,6 Steel 336 SM-501-8FB

1/2" 1/2" - 14 NPTF 1 1/4" 76,2 39,6 Steel 319 SM-501-8FP

1/2" 3/4" BSPP 1 3/8" 80,3 39,6 Steel 386 SM-501-12FB

1/2" 3/4" - 14 NPTF 1 3/8" 78 39,6 Steel 381 SM-501-12FP

3/4" 3/4" BSPP 1 5/8" 98,8 56,4 Steel 853 SM-751-12FB

3/4" 3/4" - 14 NPTF 1 5/8" 95,8 56,4 Steel 822 SM-751-12FP

3/4" 1" BSPP 1 5/8" 101,1 56,4 Steel 857 SM-751-16FB

3/4" 1" - 11 1/2 NPTF 1 5/8" 101,1 56,4 Steel 838 SM-751-16FP

Plugs SM-Series

Body 
Size

Connection  
A

Thread Hex L 
mm

L1* 
mm

D 
mm

Version Weight
gr.

Part Number

Female Thread

1/4" 1/4" BSPP 3/4" 41,7 21,6 22,1 Steel 41 SM-252-4FB

1/4" 1/4" - 18 NPTF 3/4" 37,8 17,8 22,1 Steel 33 SM-252-4FP

1/4" 3/8" BSPP 15/16" 41,7 25,7 27,4 Steel 41 SM-252-6FB

1/4" 3/8" - 18 NPTF 15/16" 41,7 25,7 27,4 Steel 67 SM-252-6FP

1/2" 1/2" BSPP 1 1/16" 51,1 16,5 31,2 Steel 82 SM-502-8FB

1/2" 1/2" - 14 NPTF 1 1/16" 51,1 23,4 31,2 Steel 70 SM-502-8FP

1/2" 3/4" BSPP 1 3/8" 66,8 27,9 40,4 Steel 156 SM-502-12FB

1/2" 3/4" - 14 NPTF 1 3/8" 58,7 20,3 40,4 Steel 151 SM-502-12FP

3/4" 3/4" BSPP 1 1/2" 66 18,5 43,9 Steel 254 SM-752-12FB

3/4" 3/4" - 14 NPTF 1 1/2" 63 15 43,9 Steel 231 SM-752-12FP

3/4" 1" BSPP 1 5/8" 68,3 22,1 47,8 Steel 308 SM-752-16FB

3/4" 1" - 11 1/2 NPTF 1 5/8" 68,3 22,1 47,8 Steel 278 SM-752-16FP

* Exposed length. This dimension represents the portion that is exposed when the nipple is inserted into the mating Parker coupler.
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Dust Protection SM-Series

Body 
Size

Version Material Part Number

1/4" for coupling Rubber PR-25

1/2" for coupling Rubber DP-50

1/4" for plug Rubber CR-25

1/2" for plug Rubber DC-50

1/4" for coupling Aluminium P-25

1/2" for coupling Aluminium P-50

3/4" for coupling Aluminium P-75

1/4" for plug Aluminium C-25

1/2" for plug Aluminium C-50

3/4" for plug Aluminium C-75

Seal-Kit SM-Series

Body 
Size

Version Material Part Number

1/4" Seal NBR 020113N0674

1/2" Seal NBR 020211N0674

1/2" Back-up ring PTFE 50014-211

3/4" Seal NBR 020219N0674

3/4" Back-up ring PTFE 50014-219
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Parker Profile

Body Size

1/8" up to 1 1/2"
Parker Profile

ST-Series
Technical Description
Non-valved couplings.  
Maximal flow. Minimal pressure 
drop. Easy cleaning.
This series is also manufactured 
as an alternative in steel and 
AISI 316 material. 

Advantages
No valving allows minimal pres-
sure drop, maximal flow and 
easy cleaning. The ball locking 
mechanism with eight balls 
to distributes the work load 
assures low wearing and good 
alignement of the couplings. 
High resistance to brinelling due 
to heat treated nipples.

Sleeve-Lock
ST series couplers can be 
furnished with locking sleeves. 
Place suffix letters SL (Sleeve-
lock) after regular catalog 
numbers.  
Example: SST-4M-SL

Applications
•• Food industry
•• High pressure water and 		

	 steam washers
•• Dye transfer lines
•• Mold coolant lines
•• Carpet cleaners

Working Temperature
-40°C up to +110°C (NBR) 
depending on the medium.
Special seals are available  
on request (see page 6).

Material Coupling Brass Stainless Steel

Coupling Body Brass AISI 303

Sleeve Brass AISI 303

Back-up Ring AISI 303 AISI 303

Valve AISI 303 AISI 303

Seals NBR NBR

Locking Balls Brass AISI 303

Material Plug Brass Stainless Steel

Plug Body Brass AISI 303

Working Pressure 

Body Size Brass Stainless Steel 

1/8" 175 bar 290 bar

1/4" 360 bar 460 bar

3/8" 185 bar 380 bar

1/2" 150 bar 210 bar

3/4" 120 bar 210 bar

1" 80 bar 120 bar

1 1/4" 120 bar

1 1/2" 95 bar

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000
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Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min

Flow Rate in l/min
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Couplings ST-Series Brass

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

L2 
mm

D 
mm

Bore 
mm

Version Weight 
gr.

Part Number

Female Thread

1/8" 1/8"- 27 NPTF 9/16" 25,4 17,5 4,4 Brass 29 BST-1

1/4" 1/4" BSPP 13/16" 39,1 23,8 6,4 Brass 85 BST-2-BSPP

1/4" 1/4" - 18 NPTF 13/16" 37,3 23,8 6,4 Brass 83 BST-2

3/8" 3/8" BSPP 1" 41,7 29,0 9,5 Brass 122 BST-3-BSPP

3/8" 3/8" - 18 NPTF 1" 41,8 29,0 9,5 Brass 130 BST-3

1/2" 1/2" BSPP 1 1/8" 50,3 33,3 11,9 Brass 186 BST-4-BSPP

1/2" 1/2"-14 NPTF 1 1/8" 48,5 33,3 11,9 Brass 189 BST-4

3/4" 3/4" BSPP 1 7/16" 54,6 41,7 18,3 Brass 294 BST-6-BSPP

3/4" 3/4" - 14 NPTF 1 7/16" 52,1 41,7 18,3 Brass 316 BST-6

1" 1" BSPP 1 3/4" 61,7 50,8 23,8 Brass 467 BST-8-BSPP

1" 1" - 11 1/2 NPTF 1 3/4" 58,7 50,8 23,8 Brass 477 BST-8

1 1/4" 1 1/4" -11 1/2 NPTF 2" 62,0 64,0 30,2 Brass 720 BST-10

1 1/2" 1 1/4"-11 1/2 NPTF 2 1/2" 72,9 76,2 38,1 Brass 1176 BST-12

Male Thread

1/8" 1/8" - 27 NPTF 9/16" 26,9 9,5 17,5 4,4 Brass 24 BST-1M

1/4" 1/4" - 18 NPTF 13/16" 42,9 13,5 23,8 6,4 Brass 92 BST-2M

3/8" 3/8" - 18 NPTF 1" 44,5 14,5 29,0 9,5 Brass 108 BST-3M

1/2" 1/2" - 14 NPTF 1 1/8" 50,5 19,1 33,3 11,9 Brass 152 BST-4M

3/4" 3/4" - 14 NPTF 1 7/16" 55,1 13,9 41,7 18,3 Brass 227 BST-6M

1" 1" - 11 1/2 NPTF 1 3/4" 64,3 25,4 50,8 23,8 Brass 402 BST-8M

Plugs ST-Series Brass

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

L2 
mm

D 
mm

Bore 
mm

Version Weight 
gr.

Part Number

Female Thread

1/8" 1/8" - 27 NPTF 9/16" 24,6 14,3 16,4 4,4 Brass 15 BST-N1

1/4" 1/4" BSPP 3/4" 37,1 18,1 21,9 6,4 Brass 40 BST-N2-BSPP

1/4" 1/4" - 18 NPTF 3/4" 37,1 18,1 21,9 6,4 Brass 48 BST-N2

3/8" 3/8" BSPP 7/8" 41,9 19,1 25,6 9,5 Brass 57 BST-N3-BSPP

3/8" 3/8" - 18 NPTF 7/8" 41,3 19,1 25,6 9,5 Brass 58 BST-N3

1/2" 1/2" BSPP 1 1/8" 48,5 24,7 32,9 11,9 Brass 110 BST-N4-BSPP

1/2" 1/2" - 14 NPTF 1 1/8" 48,5 24,7 32,9 11,9 Brass 114 BST-N4

3/4" 3/4" BSPP 1 3/8" 54,5 26,5 40,2 18,3 Brass 172 BST-N6-BSPP

3/4" 3/4" - 14 NPTF 1 3/8" 54,5 26,5 40,2 18,3 Brass 175 BST-N6

1" 1" BSPP 1 5/8" 59,6 29,0 47,5 23,8 Brass 271 BST-N8-BSPP

1" 1" - 11 1/2 NPTF 1 5/8" 59,6 29,0 47,5 23,8 Brass 240 BST-N8

1 1/4" 1 1/4" -11 1/2 NPTF 2" 60,3 29,2 58,4 30,2 Brass 482 BST-N10

1 1/2" 1 1/4" -11 1/2 NPTF 2 3/8" 71,3 29,7 69,5 38,1 Brass 688 BST-N12
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Plugs ST-Series Brass

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

L2 
mm

D 
mm

Bore 
mm

Version Weight 
gr.

Part Number

Male Thread

1/8" 1/8"-27 NPTF 7/16" 26,3 15,9 9,5 12,8 4,4 Brass 11 BST-N1M

1/4" 1/4"-18 NPTF 9/16" 38,8 19,8 13,5 16,4 6,4 Brass 27 BST-N2M

1/4" 1/4" BSPT 9/16" 38,8 19,8 8,4 16,4 6,4 Brass 31 BST-N2M-BSPT

3/8" 3/8"-18 NPTF 11/16" 42,9 20,7 14,5 20,1 9,5 Brass 40 BST-N3M

3/8" 3/8" BSPT 11/16" 42,9 20,7 8,7 20,1 9,5 Brass 39 BST-N3M-BSPT

1/2" 1/2"-14 NPTF 7/8" 49,2 25,4 19,1 25,6 11,9 Brass 68 BST-N4M

1/2" 1/2" BSPT 7/8" 49,2 25,4 11,3 25,6 11,9 Brass 67 BST-N4M-BSPT

3/4" 3/4"-14 NPTF 1 1/16" 55,7 27,8 13,9 31,0 18,3 Brass 107 BST-N6M

3/4" 3/4" BSPT 1 1/16" 55,7 27,8 12,7 31,0 18,3 Brass 107 BST-N6M-BSPT

1" 1"-11 1/2 NPTF 1 3/8" 63,7 33,1 25,4 40,2 23,8 Brass 208 BST-N8M

1" 1" BSPT 1 3/8" 63,7 33,1 14,4 40,2 23,8 Brass 238 BST-N8M-BSPT

Couplings ST-Series Stainless Steel

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

L2 
mm

D 
mm

Bore 
mm

Version Weight 
gr.

Part Number

Female Thread

1/8" 1/8"-27 NPTF 9/16" 25,4 17,5 4,4 AISI 303 23 SST-1

1/4" 1/4" BSPP 13/16" 39,1 23,8 6,4 AISI 303 74 SST-2-BSPP

1/4" 1/4"-18 NPTF 13/16" 37,3 23,8 6,4 AISI 303 75 SST-2

3/8" 3/8" BSPP 1" 41,7 29,0 9,5 AISI 303 115 SST-3-BSPP

3/8" 3/8"-18 NPTF 1" 40,4 29,0 9,5 AISI 303 117 SST-3

1/2" 1/2" BSPP 1 1/8" 50,3 33,3 11,9 AISI 303 172 SST-4-BSPP

1/2" 1/2"-14 NPTF 1 1/8" 48,5 33,3 11,9 AISI 303 174 SST-4

3/4" 3/4" BSPP 1 7/16" 54,6 41,7 18,3 AISI 303 268 SST-6-BSPP

3/4" 3/4"-14 NPTF 1 7/16" 52,1 41,7 18,3 AISI 303 304 SST-6

1" 1"-11 1/2 NPTF 1 3/4" 58,7 50,8 23,8 AISI 303 519 SST-8

Male Thread

1/8" 1/8"-27 NPTF 9/16" 26,9 9,5 17,5 4,4 AISI 303 22 SST-1M

1/4" 1/4"-18 NPTF 13/16" 42,9 13,5 23,8 6,4 AISI 303 71 SST-2M

3/8" 3/8"-18 NPTF 1" 44,5 14,5 29,0 9,5 AISI 303 100 SST-3M

1/2" 1/2"-14 NPTF 1 1/8" 50,5 19,1 33,3 11,9 AISI 303 149 SST-4M

3/4" 3/4"-14 NPTF 1 7/16" 55,1 13,9 41,7 18,3 AISI 303 211 SST-6M

1" 1"-11 1/2 NPTF 1 3/4" 64,3 25,4 50,8 23,8 AISI 303 385 SST-8M
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Plugs ST-Series Stainless Steel

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

L2 
mm

D 
mm

Bore 
mm

Version Weight 
gr.

Part Number

Female Thread

1/8" 1/8"-27 NPTF 9/16" 24,8 14,3 16,4 4,4 AISI 303 17 SST-N1

1/4" 1/4" BSPP 3/4" 37,1 18,1 21,9 6,4 AISI 303 36 SST-N2-BSPP

1/4" 1/4"-18 NPTF 3/4" 37,1 18,1 21,9 6,4 AISI 303 36 SST-N2

3/8" 3/8" BSPP 7/8" 41,3 19,1 25,6 9,5 AISI 303 53 SST-N3-BSPP

3/8" 3/8"-18 NPTF 7/8" 41,3 19,1 25,6 9,5 AISI 303 50 SST-N3

1/2" 1/2" BSPP 1 1/8" 48,5 24,7 32,9 11,9 AISI 303 103 SST-N4-BSPP

1/2" 1/2"-14 NPTF 1 1/8" 48,5 24,7 32,7 11,9 AISI 303 105 SST-N4

3/4" 3/4" BSPP 1 3/8" 54,5 26,5 40,2 18,3 AISI 303 156 SST-N6-BSPP

3/4" 3/4"-14 NPTF 1 3/8" 54,5 26,5 40,2 18,3 AISI 303 169 SST-N6

1" 1"-11 1/2 NPTF 1 5/8" 59,6 29,0 47,5 23,8 AISI 303 272 SST-N8

Male Thread

1/8" 1/8"-27 NPTF 7/16" 26,3 15,9 9,5 12,8 4,4 AISI 303 10 SST-N1M

1/4" 1/4"-18 NPTF 9/16" 38,8 19,8 13,5 16,4 6,4 AISI 303 24 SST-N2M

3/8" 3/8"-18 NPTF 11/16" 42,9 20,7 14,5 20,1 9,5 AISI 303 41 SST-N3M

1/2" 1/2"-14 NPTF 7/8" 49,2 25,4 19,1 25,6 11,9 AISI 303 64 SST-N4M

3/4" 3/4"-14 NPTF 1 1/16" 55,7 27,8 13,9 31,0 18,3 AISI 303 100 SST-N6M

1" 1"-11 1/2 NPTF 1 3/8" 63,7 33,1 25,4 40,2 23,8 AISI 303 198 SST-N8M

                                                      

Seal-Kit ST-Series

Body 
Size

Version Material Part Number

1/8" Seal NBR 020010N0674

1/4" Seal NBR 020110N0674

3/8" Seal NBR 020112N0674

1/2" Seal NBR 020114N0674

3/4" Seal NBR 020212N0674

1" Seal NBR 020217N0674

1 1/4" Seal NBR 020222N0674

1 1/2" Seal NBR 020327N0674
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Parker Profile

Body Size

3/8" up to 1"
Parker Profile

NS-Series
Technical Description
The NS series is unique 
among non spill types in 
having a recess on the female 
side to help locate the male 
during connection, making the 
process easy even in „blind“ 
conditions. Minimal fluid loss 
during disconnection. NS cou-
plings have minimal pressure 
drop and minimal inclusion of 
air or dust during connection.

Applications
•• Maintenance of high-	

	 voltage power transmission 	
	 lines
•• Construction, railway 	

	 maintenance and mining 	
	 industry
•• Inplant use where oil spilla-	

	 ge can create a hazard
•• Overhead bucket hoists

Working Temperature
-40°C up to + 110°C (NBR) 
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
Push to connect system: 
Push on the male tip to 
connect. Flush-faced poppet 
valve for reduced spillage 
during connection/disconnec-
tion. The seal is crimped to 
prevent seal washout at high 
flow rates.  
Solid steel barstock construc-
tion: induction-hardened for 
a quality coupling with maxi-
mum resistance to damage 
from hydraulic and mechanical 
shock and brinelling. A safety 
sleeve lock prevents acciden-
tal disconnection. Sleeve is 
rotated to the stop to engage 
the lock.

Material Coupling Standard

Coupling Body Steel

Sleeve Steel

Back-up Ring PTFE

Valve Steel

Springs Steel

Locking Balls Stainless Steel

Seals NBR

Material Plug Standard

Plug Body Steel

Valve Steel

Springs Steel

Seals NBR

Valve Holder Aluminium
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Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000

Working Pressure 

Body Size Max. Operating Pessure connected 

3/8" 175 bar

1/2" 175 bar

3/4" 175 bar

1" 175 bar

Leckage and Air Inclusion

Body Size Spillage max. per 
disconnection

Air inclusion max. 
per disconnection

3/8" 0,020 ml 0,010 ml

1/2" 0,070 ml 0,020 ml

3/4" 0,150 ml 0,050 ml

1" 0,220 ml 0,070 ml

Flow Rate in l/min
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Couplings NS-Series

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

D 
mm

Version Weight
gr.

Part Number

Female Thread*

3/8" 3/8" BSPP 1 1/16" 53,3 28,7 Steel 164 NS-371-6FB

3/8" 3/8" - 18 NPSF 1 1/16" 53,3 28,7 Steel 174 NS-371-6FP

1/2" 1/2" BSPP 1 1/4" 75,4 39,2 Steel 373 NS-501-8FB

1/2" 1/2" - 14 NPSF 1 1/4" 73,2 39,2 Steel 389 NS-501-8FP

3/4" 3/4" BSPP 1 9/16" 85,3 49,8 Steel 711 NS-751-12FB

3/4" 3/4" - 14 NPSF 1 9/16" 81 49,8 Steel 694 NS-751-12FP

1" 1" BSPP 1 3/4" 96,8 57,2 Steel 775 NS-1001-16FB

1" 1" - 11 1/2 NPSF 1 3/4" 94 57,2 Steel 1065 NS-1001-16FP

Plugs NS-Series

Body 
Size

Connection  
A

Thread Hex L 
mm

L1 
mm

D 
mm

Version Weight
gr.

Part Number

Female Thread*

3/8" 3/8" BSPP 15/16" 31,8 45,2 27,4 Steel 70 NS-372-6FB

3/8" 3/8" - 18 NPSF 15/16" 29,7 43,2 27,4 Steel 73 NS-372-6FP

1/2" 1/2" BSPP 1 1/16" 21,1 49,5 31,2 Steel 106 NS-502-8FB

1/2" 1/2" - 14 NPSF 1 1/16" 17,5 46 31,2 Steel 96 NS-502-8FP

3/4" 3/4" BSPP 1 3/8" 34 62,7 40,4 Steel 233 NS-752-12FB

3/4" 3/4" - 14 NPSF 1 3/8" 28,4 57,2 40,4 Steel 237 NS-752-12FP

1" 1" BSPP 1 5/8" 42,7 70,6 47,8 Steel 355 NS-1002-16FB

1" 1" - 11 1/2 NPSF 1 5/8" 39,1 67,1 47,8 Steel 326 NS-1002-16FP

* �NPSF threads in this series are straight (cylindrical) instead of trapered. These threads are primalrily intended for assembly with full length NPTF external taper threads.	

					   

Dust Protection NS-Series

Body 
Size

Version Material Part Number

3/8" for coupling and plug Thermoplastic NR-37

1/2" for coupling and plug Thermoplastic NR-50

3/4" for coupling and plug Thermoplastic NR-75

1" for coupling and plug Thermoplastic NR-100
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Screw-to- 
connect

Body Size

3/8" up to 1"
Screw-to-Connect

QHPA-Series
Technical Description
Screw-to-connect type of  
coupling for difficult appli-
cations. Rugged, modular 
construction in steel, working 
up to 450 bar.

Advantages
Self locking threads and exter-
nal seal to prevent accidental 
disconnection.
NBR seals and back-up ring 
in PTFE to withstand pressure 
impulsions.
Sleeve mounted on the male tip 
to protect the sealing area.

Working Pressure
3/8"	 450 bar
1/2"	 400 bar                     
3/4"	 370 bar                      
1"	 300 bar

Working Temperature
-25°C up to +110°C (NBR) 
depending on the medium.

Three-part poppet style 
valving with a molded shaped 
seal to prevent seal washout 
at high flow rates.

Applications
•• Agricultural and mobile	

	 equipment
•• Rock hammers
•• Forestry equipments
•• Snow groomers
•• Excavators		

Material Coupling Standard

Valve Body Steel, silver plated

Back Body Steel, silver plated

Back-up Ring PTFE

Valve Steel, silver plated

Springs Steel

Seals NBR

Valve Holder Steel

Material Plug Standard

Plug Body Steel, silver plated

Valve Steel, silver plated

Springs Steel

Seals NBR

Valve Holder Steel, silver plated

Sleeve Steel, silver plated

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000
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Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min
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Couplings QHPA-Series

Size Body
Size

Connec-
tion A

Tube O/D
A1

Hex 
mm

Hex1
mm

L 
mm

L1 
mm

D 
mm

Version Weight 
gr.

Part Number

Male Thread 24° cone – DIN 2353

2 3/8" M 14 x 1,5 8 22 24 62 10 Light Series 147 QHPA53-D6X2-C

2 3/8" M 16 x 1,5 10 22 24 63 11 Light Series 148 QHPA53-D6X3-C

2 3/8" M 18 x 1,5 10 22 30 64 12 Heavy Series 154 QHPA53-D7X3-C

2 3/8" M 20 x 1,6 12 22 24 64 12 Heavy Series 156 QHPA53-D7X4-C

3 1/2" M 18 x 1,5 12 30 30 68 11 Light Series 285 QHPA54-D6X4-C

3 1/2" M 22 x 1,5 15 30 30 69 12 Light Series 290 QHPA54-D6X5-C

3 1/2" M 22 x 1,6 14 30 30 71 14 Heavy Series 277 QHPA54-D7X5-C

3 1/2" M 24 x 1,5 16 30 30 71 14 Heavy Series 298 QHPA54-D7X6-C

6 3/4" M 26 x 1,5 18 41 41 95 12 Light Series 729 QHPA56-D6X6-C

6 3/4" M 30 x 2 22 41 41 97 14 Light Series 736 QHPA56-D6X7-C

6 3/4" M 30 x 2 20 41 41 99 16 Heavy Series 747 QHPA56-D7X7-C

6 3/4" M 36 x 2 25 41 41 101 18 Heavy Series 765 QHPA56-D7X8-C

8 1" M 42 x 2 30 55 65 114 20 Heavy Series 1572 QHPA58-D7X9-C

Male Thread 24° cone – DIN 2353 
Bulkhead 

2 3/8" M 14 x 1,5 8 22 24 76 25 Light Series 167 QHPA53-E6X2-C

2 3/8" M 16 x 1,5 10 22 24 78 26 Light Series 179 QHPA53-E6X3-C

2 3/8" M 20 x 1,5 12 22 24 78 27 Heavy Series 198 QHPA53-E7X4-C

3 1/2" M 18 x 1,5 12 30 30 87 30 Light Series 313 QHPA54-E6X4-C

3 1/2" M 22 x 1,5 15 30 30 84 27 Light Series 337 QHPA54-E6X5-C

3 1/2" M 24 x 1,5 16 30 30 86 29 Heavy Series 356 QHPA54-E7X6-C

6 3/4" M 26 x 1,5 18 41 41 115 32 Light Series 822 QHPA56-E6X6-C

6 3/4" M 30 x 2 20 41 41 121 38 Heavy Series 865 QHPA56-E7X7-C

6 3/4" M 36 x 2 25 41 41 121 38 Heavy Series 918 QHPA56-E7X8-C

8 1" M 42 x 2 30 55 65 134 40 Heavy Series 1757 QHPA58-E7X9-C

Male BSPP Thread – DIN 3852
Form B

2 3/8" 3/8" 22 24 66 12 183 QHPA53-F4B3-C

3 1/2" 1/2" 30 30 72 12 301 QHPA54-F4B4-C

Female BSPP Thread – DIN 3852
Form Y

2 3/8" 3/8" 22 24 67 155 QHPA53-G4X3-C

3 1/2" 1/2" 30 30 73 311 QHPA54-G4X4-C

6 3/4" 3/4" 41 41 96 838 QHPA56-G4X6-C

6 3/4" 1" 41 41 101 786 QHPA56-G4X8-C
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Plugs QHPA-Series

Size Body
Size

Connec-
tion A

Tube O/D
A1

Hex 
mm

Hex1
mm

L 
mm

L1 
mm

D 
mm

Version Weight 
gr.

Part Number

Male Thread 24° cone – DIN 2353

2 3/8" M 14 x 1,5 8 22 30 59 10 34 Light Series 153 QHPA13-D6X2-C

2 3/8" M 16 x 1,5 10 22 30 60 11 34 Light Series 154 QHPA13-D6X3-C

2 3/8" M 18 x 1,5 10 22 30 61 12 34 Heavy Series 160 QHPA13-D7X3-C

2 3/8" M 20 x 1,5 12 22 30 61 12 34 Heavy Series 162 QHPA13-D7X4-C

3 1/2" M 18 x 1,5 12 30 36 62 11 42 Light Series 242 QHPA14-D6X4-C

3 1/2" M 22 x 1,5 15 30 36 63 12 42 Light Series 247 QHPA14-D6X5-C

3 1/2" M 22 x 1,5 14 32 36 65 14 42 Heavy Series 254 QHPA14-D7X5-C

3 1/2" M 24 x 1,5 16 30 36 65 14 42 Heavy Series 255 QHPA14-D7X6-C

6 3/4" M 26 x 1,5 18 41 50 79 12 55 Light Series 656 QHPA16-D6X6-C

6 3/4" M 30 x 2 22 41 50 81 14 55 Light Series 663 QHPA16-D6X7-C

6 3/4" M 30 x 2 20 41 50 82 16 55 Heavy Series 674 QHPA16-D7X7-C

6 3/4" M 36 x 2 25 41 50 85 18 55 Heavy Series 592 QHPA16-D7X8-C

8 1" M 42 x 2 30 55 80 118 20 85 Heavy Series 2082 QHPA18-D7X9-C

Male Thread 24° cone – DIN 2353 
Bulkhead

2 3/8" M 14 x 1,5 8 22 30 74 25 34 Light Series 173 QHPA13-E6X2-C

2 3/8" M 16 x 1,5 10 22 30 75 26 34 Light Series 173 QHPA13-E6X3-C

2 3/8" M 20 x 1,5 12 22 30 76 27 34 Heavy Series 204 QHPA13-E7X4-C

3 1/2" M 18 x 1,5 12 30 36 81 30 42 Light Series 270 QHPA14-E6X4-C

3 1/2" M 22 x 1,5 15 30 36 78 27 42 Light Series 294 QHPA14-E6X5-C

3 1/2" M 24 x 1,5 16 30 36 80 29 42 Heavy Series 313 QHPA14-E7X6-C

6 3/4" M 26 x 1,5 18 41 50 102 27 55 Light Series 749 QHPA16-E6X6-C

6 3/4" M 30 x 2 20 41 50 104 27 55 Heavy Series 792 QHPA16-E7X7-C

6 3/4" M 36 x 2 25 41 50 105 38 55 Heavy Series 845 QHPA16-E7X8-C

8 1" M 42 x 2 30 55 80 138 40 85 Heavy Series 2350 QHPA18-E7X9-C

Male BSPP Thread – DIN 3852
Form B

2 3/8" 3/8" 22 30 72 12 34 188 QHPA13-F4B3-C

3 1/2" 1/2" 30 36 66 12 42 258 QHPA14-F4B4-C

Female BSPP Thread – DIN 3852
Form Y

2 3/8" 3/8" 22 30 65 34 161 QHPA13-G4X3-C

3 1/2" 1/2" 30 36 73 42 268 QHPA54-G4X4-C

6 3/4" 3/4" 41 50 79 55 765 QHPA16-G4X6-C

6 3/4" 1" 41 50 85 55 713 QHPA16-G4X8-C
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Dust Protection QHPA-Series

Body 
Size

Description Material Color Part Number

3/8" for coupling Plastic Red QHPA13-DC

1/2" for  coupling Plastic Red QHPA14-DC

3/4" for coupling Plastic Red QHPA16-DC

1" for  coupling Plastic Red QHPA18-DC

3/8" for plug Plastic Red QHPA53-DP

1/2" for plug Plastic Red QHPA54-DP

3/4" for plug Plastic Red QHPA56-DP

1" for plug Plastic Red QHPA58-DP

Seal-Kit QHPA-Series

Body 
Size

Description Part Number

O-Ring NBR and Back-up Ring PTFE

3/8" NBR/PTFE QHPA53-C-KIT

1/2" NBR/PTFE QHPA54-C-KIT

3/4" NBR/PTFE QHPA56-C-KIT

1" NBR/PTFE QHPA58-C-KIT

The kit contains the O-Ring and the outside ring in NBR as well as the back-up ring in PTFE.
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Screw-to- 
connect

Body Size

3/4" up to 1 1/2"
Parker Profile

6100-Series
Technical Description
Screw-to-connect coupling. 
Connection and disconnec-
tion possible with full system 
pressure. Compatible with a 
broad range of media. Limited 
fluid spillage during discon-
nection.	

Advantages
Bonded valve seal permits full 
pressure connect and discon-
nect without seal washout. 
Heavy-duty wing nut, ruggedly 
built, specifically to withstand 
the hammer blows, used to ti-
ghten and loosen this coupler. 
Flush-faced poppet valve 

for reduced spillage during 
disconnection. Connection 
indicator: visual check for 
complete connection of the 
couplings. 
The flange is designed to give 
a positive "no-slip" bulkhead 
mounting to reduce down-
time.

Material Coupling Standard

Coupling Body Brass

Sleeve Steel

Back-up Ring PTFE

Valve Brass

Springs Stainless Steel

Seals NBR

Material Plug Standard

Plug Body Brass

Valve Brass

Springs Stainless Steel

Seals NBR
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Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000

Working pressure 

Body Size Max. operating pressure connected 

3/4" 210 bar

1" 210 bar

1 1/4" 190 bar

1 1/2" 175 bar

Applications
•• Dump trailers: to connect 	

	 the tractor to wet-line 	
	 hydraulic systems	
•• Connection of hydraulic 	

	 lines on oil field equipment 	
	 like power tongs, swivels 	
	 and mobile drilling rigs.
•• Submersible pumps, engine 	

	 test stands
•• Applications where heavy-	

	 duty couplings are required

Working Temperature
-40°C up to + 110°C (NBR) 
depending on the medium.
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Flow Rate in l/min

Female thread 1/2" – 14
Female thread 3/4" – 18
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Couplings with Wing Nut 6100-Series

Body 
Size

Connection  
A

Thread Hex Hex1 D
mm

L 
mm

Weight
gr.

Part Number

Female Thread

3/4" 1/2" BSPP 1 5/32" 102,6 75,9 600 6125-08-BSPP

3/4" 3/4" BSPP 1 5/32" 102,6 79,8 560 6125-12-BSPP

3/4" 1/2" - 14 NPTF 1 5/32" 102,6 75,9 590 6125-08

3/4" 3/4" - 14 NPTF 1 5/32" 102,6 79,8 572 6125-12

1" 1" BSPP 1 7/16" 111,3 96,5 869 6125-16-BSPP

1" 1" - 11 1/2 NPTF 1 7/16" 111,3 96,5 857 6125-16

1 1/4" 1 1/4" BSPP 1 25/32" 132,1 103,8 1221 6125-20-BSPP

1 1/4" 1 1/4" - 11 1/2 NPTF 1 25/32" 132,1 103,8 1288 6125-20

1 1/2" 1 1/2" BSPP 2" 135,1 108,5 1733 6125-24-BSPP

1 1/2" 1 1/2" - 11 1/2 NPTF 2" 135,1 108,5 1687 6125-24

Couplings with Hexagon Nut 6100-Series

Body 
Size

Connection  
A

Thread Hex Hex1 D
mm

L 
mm

Weight
gr.

Part Number

Female Thread

3/4" 1/2" - 14 NPTF 1 5/32" 1 3/4" 81,8 485 6135-08

3/4" 3/4" - 14 NPTF 1 5/32" 1 3/4" 81,8 485 6135-12

1" 1" - 11 1/2 NPTF 1 7/16" 2 1/8" 98,3 739 6135-16

1 1/4" 1 1/4" - 11 1/2 NPTF 1 25/32" 2 1/2" 105,6 1120 6135-20

Plugs 6100-Series

Body 
Size

Connection  
A

Thread Hex Hex1 D
mm

L 
mm

Weight
gr.

Part Number

Female Thread - without flange

3/4" 1/2" BSPP 1 5/8" 1 3/16" 79 416 6105-08-BSPP

3/4" 3/4" BSPP 1 5/8" 1 3/16" 83,8 349 6105-12-BSPP

3/4" 1/2" - 14 NPTF 1 5/8" 1 3/16" 79 374 6105-08

3/4" 3/4" - 14 NPTF 1 5/8" 1 3/16" 82 358 6105-12

1" 1" BSPP 1 7/8" 1 9/16" 90,2 571 6105-16-BSPP

1" 1" - 11 1/2 NPTF 1 7/8" 1 9/16" 90,2 589 6105-16

1 1/4" 1 1/4" BSPP 2 1/8" 1 7/8" 94,2 754 6105-20-BSPP

1 1/4" 1 1/4" - 11 1/2 NPTF 2 1/8" 1 7/8" 94,2 741 6105-20

1 1/2" 1 1/2" BSPP 2 1/2" 2 3/16" 104,6 1155 6105-24-BSPP

1 1/2" 1 1/2" - 11 1/2 NPTF 2 1/2" 2 3/16" 104,6 988 6105-24

Female Thread - with flange

3/4" 1/2" - 14 NPTF 1 5/8" 1 3/16" 79 374 6115-08

3/4" 3/4" - 14 NPTF 1 5/8" 1 3/16" 82 358 6115-12

1" 1" - 11 1/2 NPTF 1 7/8" 1 9/16" 90,2 589 6115-16

1 1/4" 1 1/4" - 11 1/2 NPTF 2 1/8" 1 7/8" 94,2 741 6115-20

1 1/2" 1 1/2" - 11 1/2 NPTF 2 1/2" 2 3/16" 104,6 988 6115-24
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Flange 6100-Series

Body 
Size

G
mm

H
mm

Part Number

3/4" 5,3 54,0 6107-08

1" 5,3 60,3 6107-16

1 1/4" 5,3 66,7 6107-20

2 1/2" 7,1 82,6 6107-24

Dust Protection 6100-Series

Body 
Size

Version Part Number

3/4" for coupling 6109-08

1" for coupling 6109-16

1 1/4" for coupling 6109-20

1 1/2" for coupling 6109-24

3/4" for plug 6108-08

1" for plug 6108-16

1 1/4" for plug 6108-20

1 1/2" for plug 6108-24

Complete Set with Wing Nut (Male + Female) 6100-Series

Body 
Size

Connection  
A

Thread Hex Hex1 D
mm

L 
mm

Weight
gr.

Part Number

Female Thread

3/4" 1/2" - 14 NPTF 1 5/32" 102,6 132,1 6100-08

3/4" 3/4" - 14 NPTF 1 5/32" 102,6 132,1 6100-12

1" 1" - 11 1/2 NPTF 1 7/16" 111,3 152,1 6100-16

1 1/4" 1 1/4" - 11 1/2 NPTF 1 25/32" 132,1 160,8 6100-20

1 1/2" 1 1/2" - 11 1/2 NPTF 2" 135,1 166,4 6100-24

Complete Set with Hexagon Nut (Male + Female) 6100-Series

Body 
Size

Connection  
A

Thread Hex Hex1 D
mm

L 
mm

Weight
gr.

Part Number

Female Thread

3/4" 1/2" - 14 NPTF 1 5/32" 102,6 132,1 6120-08

3/4" 3/4" - 14 NPTF 1 5/32" 102,6 132,1 6120-12

1" 1" - 11 1/2 NPTF 1 7/16" 111,3 152,1 6120-16

1 1/4" 1 1/4" - 11 1/2 NPTF 1 25/32" 132,1 160,8 6120-20

1 1/2" 1 1/2" - 11 1/2 NPTF 2" 135,1 166,4 6120-24
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Body Size

1/2"
Multi-Couplings

MACH-Series
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Flow Rate in l/min

Applications
•• Agricultural (front loaders, 	

	 hedge cutters,...)
•• Road service vehicles (road 	

	 systems lorries, road swee-	
	 pers, snowploughs,...)
•• Industrial Applications

Working Pressure
max. 250 bar 

Working Temperature
-30°C up to +110°C (NBR) 
depending on the medium.

Flow Capacity with Oil with 
Viscosity of 43cSt at 38°C 
as per ISO 7241/2-2000

Technical Description
The couplings meet the require-
ments of ISO 7241-1 Series A. 
Possible to connect 4, 5, 6 or 7 
hydraulic lines simultaneously. 
No coupling misconnection 
or accidental disconnection. 
Using a standard interface will 
still allow end users to connect 
their standard quick coupling 
equipped implements. In the 
version with seven lines (MACH 
7), the base connector is equip-
ped with an electrical connector 
as standard feature, which is 
an option on the MACH 4, 5 
and 6. 

Advantages
Individual ball locking system  
and central cam locking 
mechanism: a simple move
ment enables to connect all 
the hydraulic lines. Three part 
poppet style valving with a 
molded shaped seal to prevent 
seal washout at high flow rates. 
Possible to connect with two 
lines under 200 bar, if other 
lines are not under pressure. 
Easy and fast connection and 
disconnection of implements or 
tooling.

Material

Coupling-/Plug Plates Steel

Support Plate Steel

Protective Cap Thermoplastic

Couplings and Plugs Steel

Seals NBR

Locking Mechanism Steel

Connector Castings Aluminium

Technical Performance Data

Body Size 
inch

Temperatur Range Maximum operating
pressure 

1/2" -30°C up to +110°C 250 bar

Installation
Base unit: Mounted with 4 screws M 8 x 1,25 mm

1/2"

A 125 mm

B 80 mm

C 30 mm

D 50 mm

Top Connector (Coupling Plate)
This top connector unit includes the top casting and automatic protective co-
ver, 4 to 7 female quick couplings and a complete locking system. In the most 
common version with 7 lines, the top connector is also equipped with a 6 line 
male electrical connector as a standard feature.

Base Connector (Plug Plate)
This base connector unit includes the base casting and automatic protective 
cover, 4 to 7 male quick couplings and the positioning pins. Also included are 
an adaptor and a plastic hose to drain oil. In the most common version with  
7 lines, the base connector is also equipped with a 6 line male electrical con-
nector as a standard feature.

1/2"

A 120 mm

B 145 mm

C 160 mm

D 210 mm

E Ø 30 mm

1/2"

A 109 mm

B 170 mm

C 70 mm
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Coupling Plate MACH-Series

Body 
Size

Number of 
Hydraulic Lines

Number of Threads  
DIN2353 15L (M 22 x 1,5)

Number of Threads  
DIN2353 12L (M 18 x 1,5)

Electrical 
Connector

Part Number

1/2" 4 4 0 without MACH4/715LT

1/2" 4 4 0 with MACH4/715LTE

1/2" 5 5 0 without MACH5/715LT

1/2" 5 5 0 with MACH5/715LTE

1/2" 6 6 0 without MACH6/715LT

1/2" 6 6 0 with MACH6/715LTE

1/2" 7 6 1 with MACH7T

Plug Plate MACH-Series

Body 
Size

Number of 
Hydraulic Lines

Number of Threads  
DIN2353 15L (M 22 x 1,5)

Number of Threads  
DIN2353 12L (M 18 x 1,5)

Electrical 
Connector

Part Number

1/2" 4 4 0 without MACH4/715LB

1/2" 4 4 0 with MACH4/715LBE

1/2" 5 5 0 without MACH5/715LB

1/2" 5 5 0 with MACH5/715LBE

1/2" 6 6 0 without MACH6/715LB

1/2" 6 6 0 with MACH6/715LBE

1/2" 7 6 1 with MACH7B

Oil Drain Kit

Description Part Number

This kit includes the removable tank to contain oil spillage and a holding fixture. MACH A
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Spare Parts MACH-Series

Description End  
Configuration

Part Number

Electrical socket MACH 8900214

Washer MACH 8900227

Grommet MACH 8900226

Electrical plug MACH 8900213

Snap ring MACH7980035

Counter plate MACHF08767030

Cover MACH5400303

Adaptor outside seal JT020117N0552

Coupling DIN 2353-15L 3V54D6X5MCH

Plug DIN 2353-15L 4V14E6X5MCHA

Coupling DIN 2353-12L 3V54D6X4MCH

Plug DIN 2353-12L 4V14E6X4MCHA

MACH 8900226

MACH 7980035

MACH 8900227

MACH 8900214

MACH 8900213

MACH 5400303

MACHF08767030

JT020117N0552

Coupling

Plug
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Body Size

1/2"
Multi-Couplings

MACH 2-Series
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Flow Rate in l/min

Working Pressure
max. 250 bar 

Working Temperature
-30°C up to +110°C (NBR) 
depending on the medium.

Flow Capacity with Oil with 
Viscosity of 43cSt at 38°C 
as per ISO 7241/2-2000

Technical Description
The couplings meet require-
ments of ISO 7241-1 Series A. 
Possibility to connect 2  
hydraulic lines simultaneously. 
No coupling misconnection 
or accidental disconnection. 
Possibility of connecting under 
pressure up to 250 bar in one 
hydraulic line only.

Advantages
�Central came locking system. 
�Poppet style valving with a mol-
ded shaped seal to prevent seal 
washout at high flow rates.

Applications
•• Agricultural (front loaders,  

	 hedge cutters,...)
•• Road service vehicles (road 		

	 systems lorries, road swee-		
	 pers, snowploughs,...)
•• Industrial Applications

Material

Protective Cap Thermoplastic

Quick Connect Couplings/-Plugs Steel

Seals NBR

Locking Mechanism Steel

Casting Boxes Steel

Technical Performance Data

Body Size 
inch

Temperatur Range Maximum operating   
pressure

1/2" -30°C up to +110°C 250 bar

Installation
Mechanical attachment: 2 mounting holes Ø 8,5 mm

1/2"

A 100 mm

B 80 mm

C 55 mm

D 125 mm

Connecting box (Coupling Plate)
Complete unit including the base connector unit, its dust cover, a  
lever acting as a central locking device and 2 female couplings.

Plug Plate
Complete unit including the connecting plug and 2 male tips, which  
meet the requirements of ISO 7241-1-A.
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Coupling Plate MACH 2-Series

End  
Configuration

Coupling
(2 pcs.)

Top Casting
(1 pc.)

Weight
gr.

Part Number

M 22 x 1,5 - DIN2353-15L 1/2" 1/2" 2723 MACH2-IA-B

Other types of MACH 2 with non-spill connections are also available on request.

Please consult us for further information.

Plug Plate MACH 2-Series

End  
Configuration

Coupling
(2 pcs.)

Top Casting
(1 pc.)

Weight
gr.

Part Number

M 22 x 1,5 - DIN2353-15L 1/2" 1/2" 1203 MACH2-IA-P

Spare Parts

Description Part Number

Coupling seal JT020117N0552

Coupling LV54D6X5MLXC

Plug LV14E6X5MLX
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Body Size

3/8" up to 1/2"
Multi-Line

C-Line Compact
Technical Description
Multiple connector system with 
locking lever and safety locking. 
Original TEMA plug-profile with 
spill-proof flat face design. 
Coupling body/plug fitted with 
high-flow valve system.

Pressure Eliminator
All plugs are fitted with pressure 
eliminators to eliminate residual 
pressures up to maximum 
working pressure on the plug 
side (maximum 50 bar on the 
coupling side).

7-pole Electrical Connection
•• Male part (coupling plate)
•• Cable: 7 x 1,5 RDOE 5m
•• Female part (plug plate)
•• Cable: 7 x 1,5 RDOE 3m
•• �Not IP classified 
•• Contact block: NBR
•• �Connector: (pins and casing) 
bronze, silver plated

•• �Electric connection box:  
Thermoplastic (POM)

•• Pull relief (cable): PA/NBR
•• Max. voltage: 24 V
•• Max. current: 16 A*

* �For return-current through 
cable, the total permitted 
current through the connector 
is maximum 16 A.

Coupling Plate / Combinations

Support Plate

Plug Plate / Combinations
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Flow Rate in l/min

All designs with 
female thread.

3/8" and 1/2"

A 60 mm

B 189 mm

C 108 mm

D 278 mm

E 40 mm

F 173 mm

3/8" and 1/2"

A 52 mm

B 189 mm

C 86 mm

E 30 mm

F 173 mm

3/8" 1/2"

A 72 mm 84 mm

B 150 mm 150  mm

C 88 mm 88 mm

Working Temperature
-30°C up to +100°C (NBR/PUR)

Working Pressure
Max. pressure range:
350 bar (safety factor 4:1)

Attention:
Half the number of connections 
in the respective sizes.

Flow Capacity with Oil with 
Viscosity of 32cSt at 40°C as 
per ISO 7241/2-2000

Hydraulic Flow:
3/8" – 54 l/min (3 bar press. drop)
1/2" – 97 l/min (3 bar press. drop)

Nominal Diameter in mm:
3/8" – 10
1/2" – 12,5

Material

Coupling-/Plug Plates Aluminium, anodised-blue

Support Plate Aluminium, anodised-blue

Protective Cap Aluminium, anodised-blue, NBR-seal

Couplings and Plugs Steel, zinc-plated, passivated (Cr3+),  
movable sleeves made of stainless steel AISI 304

Seals NBR/PUR; replaceable profile ring on plug side 

Locking Machanism Steel, zinc-plated, passivated (Cr3+)

Locking Button Aluminium, anodised-red

Blank Plug Thermoplastics (POM)
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Coupling Plate with Protective Cap (3/8") C-Line Compact

Coupling
3/8"

Electrical  
Connection (1 pc.)

Blank Plug
1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Locking Lever, detachable 
Locking Button right side

2 7-pole right right 6000 TMFC 33Y BBR*

2 1 right right 4800 TMFC 33W BBR*

2 7-pole left left 6000 TMFC 33Y B**

2 1 left left 4800 TMFC 33W B**

The protective cap is included.

The coupling plate is supplied complete with assembly kit TM-210K.

Coupling Plate with Protective Cap (1/2") C-Line Compact

Coupling
1/2"

Electrical  
Connection (1 pc.)

Blank Plug
1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Locking Lever, detachable 
Locking Button left Side

2 7-pole right right 6100 TMFC 55Y BBR*

2 1 right right 4800 TMFC 55W BBR*

2 7-pole left left 6100 TMFC 55Y B**

2 1 left left 4800 TMFC 55W B**

The protective cap is included.

The coupling plate is supplied complete with assembly kit TM-210K.

Plug Plate with Support Plate (3/8") C-Line Compact

Plug
3/8"

Electrical 
Connection (1 pc.)

Blank Plug
1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 7-pole 3600 TMMC 33Y

2 1 2800 TMMC 33W

The support plate is included.

The support plate is supplied complete with assembly kit TM-214K.

Plug Plate with Support Plate (1/2") C-Line Compact

Plug
1/2"

Electrical  
Connection (1 pc.)

Blank Plug
1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 7-pole 4100 TMMC 55Y

2 1 3300 TMMC 55W

The support plate is included.

The support plate is supplied complete with assembly kit TM-214K.

*   Designed to be used on the right hand side of the excavator arm. On wheel-loaders the mounting is on the inside of the right loading arm. (As seen from the drivers seat).

** Designed to be used on the left hand side of the excavator arm. On wheel-loaders the mounting is on the inside of the left loading arm. (As seen from the drivers seat).

3/8" 3/8"  EL 3/8" 3/8"

3/8" 3/8"  EL 3/8" 3/8"

1/2" 1/2"  EL 1/2" 1/2"

1/2" 1/2"  EL 1/2" 1/2"
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Body Size

1/2" up to 3/4"
Multi-Line

C-Line Compact
Technical Description
Multiple connector system with 
locking lever and safety locking. 
Original TEMA plug-profile with 
spill-proof flat face design. 
Coupling body/plug fitted with 
high-flow valve system.

Pressure Eliminator
All plugs are fitted with pressure 
eliminators to eliminate residual 
pressures up to maximum 
working pressure on the plug 
side (maximum 50 bar on the 
coupling side).

14-pole Electrical Connec-
tion
•• Delivery exclusive of cables 
•• �Protection category IP 67 
(coupled)

•• �Screwed conductor  
connector: 0,5 – 1,5 mm²

•• �Pins and sleeves:  
copper coated

•• Elect. junction box: Alumnium 
•• �Traction relief:  
PA/NBR 9 –16 mm

•• Max. voltage: 48 V
•• Max. current: 10 A per core

Coupling Plate / Combinations

Support Plate

Pluge Plate / Combinations
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Flow Rate in l/min

1/2" and 3/4"

A 70 mm

B1 189 mm

B2 202 mm1)

C 115 mm

D 27 mm

E 40 mm

F 173 mm

1/2" and 3/4"

A 52 mm

B1 189 mm

B2 202 mm1)

C 93 mm

E 30 mm

F 173 mm

1/2" and 3/4"

A 97 mm

B1 148 mm

B2 181 mm1)

C 96 mm

1) with electrical plug

Working Temperature
-30°C up to +100°C (NBR/PUR)

Working Pressure
Max. pressure range:
350 bar (safety factor 4:1)

Attention:
Half the number of connections in 
the respective sizes.

Flow Capacity with Oil with 
Viscosity of 32cSt at 40°C as 
per ISO 7241/2-2000

Hydraulic Flow:
1/2" – 97 l/min (3 bar press. drop)
3/4" – 240 l/min (3 bar press. drop)

Nominal Diameter in mm:
1/2" – 12,5
3/4" – 19

Material

Coupling-/Plug plates Aluminium, anodised-blue

Support Plate Aluminium, anodised-blue

Protective Cap Aluminium, anodised-blue, NBR-seal

Couplings and Plugs Steel, zinc-plated, passivated (Cr3+),  
movable sleeves made of stainless steel AISI 304

Seals NBR/PUR; replaceable profile ring on plug side 

Locking Mechanism Steel, zinc-plated, passivated (Cr3+)

Locking Button Aluminium, anodised-red

Blank Plug Thermoplastics (POM)

All designs with 
female thread.
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Coupling Plate with Protective Cap (1/2") C-Line Compact

Coupling
1/2"

Electrical  
Connection (1 pc.)

Blank Plug
1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Locking Lever, detachable 
Locking Button right Side

2 left left 5100 TMFC 55 B**

2 14-pole left left 5400 TMFC 55 QB**

2 right right 5100 TMFC 55 BBR*

2 14-pole right right 5400 TMFC 55 QBBR*

The protective cap is included.

The coupling plate is supplied complete with assembly kit TM-210K.

Coupling Plate with Protective Cap (3/4") C-Line Compact

Coupling
3/4"

Electrical  
Connection (1 pc.)

Blank Plug
3/4"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Locking Lever, detachable 
Locking Button right Side

2 left left 5100 TMFC 77 B**

2 14-pole left left 5400 TMFC 77 QB**

2 right right 5100 TMFC 77 BBR*

2 14-pole right right 5400 TMFC 77 QBBR*

The protective cap is included.

The coupling plate is supplied complete with assembly kit TM-210K.

Plug Plate with Support Plate (1/2") C-Line Compact

Plug
1/2"

Electrical  
Connection (1 pc.)

Blank Plug
1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 3600 TMMC 55

2 14-pole 3900 TMMC 55 Q

The support plate is included.

The support plate is supplied complete with assembly kit TM-214K.

Plug Plate with Support Plate (3/4") C-Line Compact

Plug
3/4"

Electrical  
Connection (1 pc.)

Blank Plug
3/4"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 3600 TMMC 77

2 14-pole 3900 TMMC 77 Q

The support plate is included.

The support plate is supplied complete with assembly kit TM-214K.

*   Designed to be used on the right hand side of the excavator arm. On wheel-loaders the mounting is on the inside of the right loading arm. (As seen from the drivers seat).

** Designed to be used on the left hand side of the excavator arm. On wheel-loaders the mounting is on the inside of the left loading arm. (As seen from the drivers seat).

1/2" 1/2" 1/2" 1/2"  EL

1/2" 1/2" 1/2" 1/2"  EL

3/4" 3/4" 3/4" 3/4"  EL

3/4" 3/4" 3/4" 3/4"  EL
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Body Size

3/8" up to 3/4"
Multi-Line

C-Line Standard
Technical Description
Multiple connector system with 
locking lever and safety locking. 
Original TEMA plug-profile with 
spill-proof flat face design. 
Coupling body/plug fitted with 
high-flow valve system.

Working Pressure
Max. pressure range:
350 bar (safety factor 4:1)
Attention:
half the number of connections 
in the respective sizes.

Pressure Eliminator
All plugs are fitted with pressure 
eliminators to eliminate residual 
pressures up to maximum 
working pressure on the plug 
side (maximum 50 bar on the 
coupling side).

7-pole Electrical Connection
•• Male part (coupling plate)
•• Cable: 7 x 1,5 RDOE 5m
•• Female part (plug plate)
•• Cable: 7 x 1,5 RDOE 3m
•• �Not IP classified 
•• Contact block: NBR
•• �Connector: (pins and casing) 
bronze, silver plated

•• �Electric connection box:  
Thermoplastic (POM)

•• Pull relief (cable): PA/NBR
•• Max. voltage: 24 V
•• Max. current: 16 A*

* �For return-current through 
cable, the total permitted 
current through the connector 
is  maximum 16 A.

Coupling Plate / Combinations

Support Plate

Pluge Plate / Combinations

P
re

ss
ur

e 
D

ro
p 

(b
ar

)

Flow Rate in l/min

1/2", 3/8" + 1/2" 
Twin-arm lever

1/2", 3/8" + 1/2" 
Single lever,  
fixed

1/2", 3/8" + 1/2" 
Single lever, 
detachable

A 60 mm 60 mm 60 mm

B1 143 mm 143 mm 143 mm

B2 176 mm 176 mm 176 mm

C 160 mm 165 mm 170 mm

D 270 mm 290 mm 276 mm

E 40 mm 40 mm 40 mm

F 121 mm 121 mm 121 mm

4 x 3/8" 
All levers

3/4" + 1/2",  
3/4" + 1/2" + 3/8" 
Twin-arm lever

3/4" + 1/2",  
3/4" + 1/2" + 3/8" 
Single lever, fixed

3/4" + 1/2",  
3/4" + 1/2" + 3/8" 
Single lever, det.

A 60 mm 70 mm 70 mm 70 mm

B1 103 mm 143 mm 143 mm 143 mm

B2 136 mm1) 176 mm1) 176 mm1) 176 mm1)

C 135 mm 160 mm 165 mm 170 mm

D 200 mm 270 mm 290 mm 276 mm

E 40 mm 50 mm 50 mm 50 mm

F 96 mm 121 mm 121 mm 121 mm

4 x 3/8" all others

A 52 mm 52 mm

B1 103 mm 143 mm

B2 136 mm1) 176 mm1)

C 106 mm 141 mm

E 32 mm 30 mm

F 96 mm 121 mm

4 x  3/8" 1/2", 1/2" + 3/8" 3/4" + 1/2",  
3/4" + 1/2" + 3/8"

A 72 mm 83 mm 95 mm

B1 101 mm 115 mm 115 mm

B2 134 mm1) 148 mm 148 mm

C 110 mm 135 mm 135 mm

14-pole Electrical Connection
•• Delivery exclusive of cables
•• �Protection category IP 67 
(coupled)

•• �Screwed conductor  
connector: 0,5 – 1,5 mm²

•• �Pins and sleeves:  
copper coated

•• Elect. junction box: Aluminium 
•• �Traction relief:  
PA/NBR 9 –16 mm

•• Max. voltage: 48 V
•• Max. current: 10 A per core

Working Temperature
-30°C up to +100°C (NBR/PUR)

Flow Capacity with Oil with 
Viscosity of 32cSt at 40°C as 
per ISO 7241/2-2000

Hydraulic Flow:
3/8" – 54 l/min (3 bar press. drop)
1/2" – 97 l/min (3 bar press. drop)
3/4" – 240 l/min (3 bar press. drop)

Nominal Diameter in mm:
3/8" – 10
1/2" – 12,5
3/4" – 19

Material

Coupling-/Plug plates Aluminium, anodised-blue

Support Plate Aluminium, anodised-blue

Protective Cap Aluminium, anodised-blue, NBR-seal

Quick Connect Couplings/-Plugs Steel, zinc-plated, passivated (Cr3+),  
movable sleeves made of stainless steel AISI 304

Seals NBR/PUR; replaceable profile ring on plug side 

Locking Mechanism Steel, zinc-plated, passivated (Cr3+)

Locking Button Aluminium, anodised-red

Blank Plug Thermoplastics (POM)

1) with electrical plug

All designs with 
female thread.



89
Please consider our security advices on the pages 12/13

M
ed

iu
m

 P
re

ss
u

re
M

ul
ti

-C
o

up
lin

g
s

Coupling Plate with Protective Cap (3/8") C-Line Standard

Coupling
3/8"

Electrical Connection 
(1 pc.)

Blank  
Plug 3/8"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Twin-arm Lever 

Locking Lever, 
Locking Button left Side

4 Twin-arm left 3300 TMFC 3333

4 14-pole Twin-arm left 3600 TMFC 3333 Q

4 Twin-arm right 3300 TMFC 3333 R

4 14-pole Twin-arm right 3600 TMFC 3333 QR

Single Lever, fixed 

Locking Lever, 
Locking Button right Side

4 left left 3300 TMFC 3333 A

4 14-pole left left 3600 TMFC 3333 QA

4 right right 3300 TMFC 3333 AAR

4 14-pole right right 3600 TMFC 3333 QAAR

Single Lever, detachable 

Locking Lever, 
Locking Button right Side

4 left left 3300 TMFC 3333 B

4 14-pole left left 3600 TMFC 3333 QB

4 right right 3300 TMFC 3333 BBR

4 14-pole right right 3600 TMFC 3333 QBBR

Protective cap and assembly screws are included in the delivery.

Plug Plate with Support Plate (3/8") C-Line Standard

Plug
3/8"

Electrical Connection 
(1 pc.)

Blank  
Plug 3/8"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

4 2900 TMMC 3333

4 14-pole 3200 TMMC 3333 Q

The support plate is included.

The support plate is supplied complete with assembly kit TM-214K.

3/8" 3/8"

3/8" 3/8"

3/8" 3/8"

3/8" 3/8"

EL

3/8" 3/8"

3/8" 3/8"

3/8" 3/8"

3/8" 3/8"

EL
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Coupling Plate with Protective Cap (1/2" + 3/8") C-Line Standard

Coupling
1/2"

Coupling
3/8"

Electrical Connection
(1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Twin-arm Lever 

 
 
 
 

Locking Lever, 
Locking Button left Side

2 2 Twin-arm left 5900 TMFC 5533

2 2 14-pole Twin-arm left 6200 TMFC 5533 Q

1 2 7-pole Twin-arm left 7100 TMFC 5Y33

1 2 1 Twin-arm left 5700 TMFC 5W33

2 2 Twin-arm right 5900 TMFC 5533 R

2 2 14-pole Twin-arm right 6200 TMFC 5533 QR

1 2 7-pole Twin-arm right 7100 TMFC 5Y33 R

1 2 1 Twin-arm right 5700 TMFC 5W33 R

Single Lever, fixed 

 
 
 
 

 
Locking Lever, 

Locking Button right Side

2 2 left left 5500 TMFC 5533 A

2 2 14-pole left left 5800 TMFC 5533 QA

1 2 7-pole left left 6700 TMFC 5Y33 A

1 2 1 left left 5400 TMFC 5W33 A

2 2 right right 5500 TMFC 5533 AAR

2 2 14-pole right right 5800 TMFC 5533 QAAR

1 2 7-pole right right 6700 TMFC 5Y33 AAR

1 2 1 right right 5400 TMFC 5W33 AAR

Single Lever, detachable 

 
 
 
 

 
Locking lever, 

Locking Button right Side

2 2 left left 5700 TMFC 5533 B

2 2 14-pole left left 6000 TMFC 5533 QB

1 2 7-pole left left 6900 TMFC 5Y33 B

1 2 1 left left 5500 TMFC 5W33 B

2 2 right right 5700 TMFC 5533 BBR

2 2 14-pole right right 6000 TMFC 5533 QBBR

1 2 7-pole right right 6900 TMFC 5Y33 BBR

1 2 1 right right 5500 TMFC 5W33 BBR

Protective cap and assembly screws are included in the delivery.

Plug Plate with Support Plate (1/2" + 3/8") C-Line Standard

Plug
1/2"

Plug
3/8"

Electrical Connection
(1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 2 4600 TMMC 5533

2 2 14-pole 4700 TMMC 5533 Q

1 2 7-pole 4900 TMMC 5Y33

1 2 1 4100 TMMC 5W33

Assembly screws and support plate are included in the delivery.

3/8" 1/2"

1/2" 3/8"

3/8" EL

1/2" 3/8"

3/8"

1/2" 3/8"

3/8" 1/2"

1/2" 3/8"

EL

3/8" 1/2"

1/2" 3/8"

3/8" EL

1/2" 3/8"

3/8"

1/2" 3/8"

3/8" 1/2"

1/2" 3/8"

EL
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Coupling Plate with Protective Cap (1/2") C-Line Standard

Coupling
1/2"

Electrical Connection
(1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Twin-arm Lever 

 
 
 
 
 

Locking Lever, 
Locking Button left Side

4 Twin-arm left 5900 TMFC 5555

4 14-pole Twin-arm left 6200 TMFC 5555 Q

3 7-pole Twin-arm left 7100 TMFC 555Y

3 1 Twin-arm left 5700 TMFC 555W

4 Twin-arm right 5900 TMFC 5555 R

4 14-pole Twin-arm right 6200 TMFC 5555 QR

3 7-pole Twin-arm right 7100 TMFC 555Y R

3 1 Twin-arm right 5700 TMFC 555W R

Single Lever, fixed 

 
 
 
 

 
Locking Lever, 

Locking Button right Side

4 left left 5600 TMFC 5555 A

4 14-pole left left 5900 TMFC 5555 QA

3 7-pole left left 6800 TMFC 555Y A

3 1 left left 5400 TMFC 555W A

4 right right 5600 TMFC 5555 AAR

4 14-pole right right 5900 TMFC 5555 QAAR

3 7-pole right right 6800 TMFC 555Y AAR

3 1 right right 5400 TMFC 555W AAR

Single lever, detachable 
 

 
Locking Lever, 

Locking Button right Side

4 left left 5700 TMFC 5555 B

4 14-pole left left 6000 TMFC 5555 QB

3 7-pole left left 6900 TMFC 555Y B

3 1 left left 5500 TMFC 555W B

4 right right 5700 TMFC 5555 BBR

4 14-pole right right 6000 TMFC 5555 QBBR

3 7-pole right right 6900 TMFC 555Y BBR

3 1 right right 5500 TMFC 555W BBR

Protective cap and assembly screws are included in the delivery.

Plug Plate with Support Plate (1/2") C-Line Standard

Plug
1/2"

Electrical Connection
(1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

4 5100 TMMC 5555

4 14-pole 5200 TMMC 5555 Q

3 7-pole 5400 TMMC 555Y

3 1 4600 TMMC 555W

Assembly screws and support plate are included in the delivery.

1/2" 1/2"

1/2" 1/2"

1/2" EL

1/2" 1/2"

1/2"

1/2" 1/2"

1/2" 1/2"

1/2" 1/2"

EL

1/2" 1/2"

1/2" 1/2"

1/2" EL

1/2" 1/2"

1/2"

1/2" 1/2"

1/2" 1/2"

1/2" 1/2"

EL
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Coupling Plate with Protective Cap (3/4" + 1/2") C-Line Standard

Coupling
3/4"

Coupling
1/2"

Electrical Connection
(1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Twin-arm Lever 

 
 
 
 
 

Locking Lever, 
Locking Button left Side

2 2 Twin-arm left 6600 TMFC 7755

2 2 14-pole Twin-arm left 6900 TMFC 7755 Q

2 1 7-pole Twin-arm left 7800 TMFC 775Y

2 1 1 Twin-arm left 6400 TMFC 775W

2 2 Twin-arm right 6600 TMFC 7755 R

2 2 14-pole Twin-arm right 6900 TMFC 7755 QR

2 1 7-pole Twin-arm right 7800 TMFC 775Y R

2 1 1 Twin-arm right 6400 TMFC 775W R

Single Lever, fixed 

 
 
 
 

 
Locking Lever, 

Locking Button right Side

2 2 left left 6300 TMFC 7755 A

2 2 14-pole left left 6600 TMFC 7755 QA

2 1 7-pole left left 7500 TMFC 775Y A

2 1 1 left left 6100 TMFC 775W A

2 2 right right 6300 TMFC 7755 AAR

2 2 14-pole right right 6600 TMFC 7755 QAAR

2 1 7-pole right right 7500 TMFC 775Y AAR

1 1 right right 6100 TMFC 775W AAR

Single Lever, detachable 
 
 
 
 

 
Locking Lever, 

Locking Button right Side

2 2 left left 6400 TMFC 7755 B

2 2 14-pole left left 6900 TMFC 7755 QB

2 1 7-pole left left 7600 TMFC 775Y B

2 1 1 left left 6200 TMFC 775W B

2 2 right right 6400 TMFC 7755 BBR

2 2 14-pole right right 6900 TMFC 7755 QBBR

2 1 7-pole right right 7600 TMFC 775Y BBR

1 1 right right 6200 TMFC 775W BBR

Protective cap and assembly screws are included in the delivery.

Plug Plate with Support Plate (3/4" + 1/2") C-Line Standard

Plug
3/4"

Plug
1/2"

Electrical Connection
(1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 2 5600 TMMC 7755

2 2 14-pole 5700 TMMC 7755 Q

2 1 7-pole 5900 TMMC 775Y

2 1 1 5100 TMMC 775W

Assembly screws and support plate are included in the delivery.

3/4" 1/2"

1/2" 3/4"

3/4" EL

1/2" 3/4"

3/4"

1/2" 3/4"

3/4" 1/2"

1/2" 3/4"

EL

3/4" 1/2"

1/2" 3/4"

3/4" EL

1/2" 3/4"

3/4"

1/2" 3/4"

3/4" 1/2"

1/2" 3/4"

EL
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Coupling Plate with Protective Cap (3/4" + 1/2" + 3/8") C-Line Standard

Coupling
3/4"

Coupling
1/2"

Coupling
3/8"

Electrical 
Connec. (1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

Twin-arm Lever 
 
 
 
 

 
Locking Lever, 

Locking Button left Side

2 1 1 Twin-arm left 6600 TMFC 7753

2 1 1 14-pole Twin-arm left 6900 TMFC 7753 Q

2 1 7-pole Twin-arm left 7800 TMFC 77Y3

2 1 1 Twin-arm left 6400 TMFC 77W3

2 1 1 Twin-arm right 6600 TMFC 7753 R

2 1 1 14-pole Twin-arm right 6900 TMFC 7753 QR

2 1 7-pole Twin-arm right 7800 TMFC 77Y3 R

2 1 Twin-arm right 6400 TMFC 77W3 R

Single Lever, fixed 

 
 
 
 

 
Locking Lever, 

Locking Button right Side

2 1 1 left left 6300 TMFC 7753 A

2  1 1 14-pole left left 6600 TMFC 7753 QA

2 1 7-pole left left 7400 TMFC 77Y3 A

2 1 1 left left 6100 TMFC 77W3 A

2 1 1 right right 6300 TMFC 7753 AAR

2 1 1 14-pole right right 6600 TMFC 7753 QAAR

2 1 7-pole right right 7400 TMFC 77Y3 AAR

2 1 1 right right 6100 TMFC 77W3 AAR

Single Lever, detachable 
 
 

 

 
Locking Lever, 

Locking Button right Side

2 1 1 left left 6400 TMFC 7753 B

2 1 1 14-pole left left 6700 TMFC 7753 QB

2 1 7-pole left left 7600 TMFC 77Y3 B

2 1 1 left left 6200 TMFC 77W3 B

2 1 1 right right 6400 TMFC 7753 BBR

2 1 1 14-pole right right 6700 TMFC 7753 QBBR

2 1 7-pole right right 7600 TMFC 77Y3 BBR

2 1 1 right right 6200 TMFC 77W3 BBR

Protective cap and assembly screws are included in the delivery.

Plug Plate with Support Plate (3/4" + 1/2" + 3/8") C-Line Standard

Plug
3/4"

Plug
1/2"

Plug
3/8"

Electrical  
Connec. (1 pc.)

Blank  
Plug 1/2"

Locking  
Lever Pos.

Locking  
Button

Weight
gr.

Part Number

2 1 1 5300 TMMC 7753

2 1 1 14-pole 5400 TMMC 7753 Q

2 1 7-pole 5700 TMMC 77Y3

2 1 1 4800 TMMC 77W3

Assembly screws and support plate are included in the delivery.

3/8" 3/4"

3/4" 1/2"

3/8"

EL3/4"

3/4" 3/4"

3/4"

3/4" 3/8" 3/4"

3/4" 1/2"

EL

3/8" 3/4"

3/4" 1/2"

3/8"

EL3/4"

3/4" 3/4"

3/4"

3/4" 3/8" 3/4"

3/4" 1/2"

EL
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Support Plate for Plug Plate C-Line

Suitable Plug Plates with Part Number Version Weight 
gr.

Part number

TMMC 33Y C-Line Compact 1,1 TMPC 555

TMMC 33W

TMMC 55Y

TMMC 55W

TMMC 55 C-Line Compact 1,5 TMPC 77

TMMC 77

TMMC 55Q C-Line Compact 1,6 TMPC 77Q

TMMC 77Q

TMMC 3333 C-Line Standard 1,1 TMPC 3333

TMMC 3333 Q C-Line Standard 1,2 TMPC 3333 Q

TMMC 5533 C-Line Standard 1,5 TMPC 5533

TMMC 5Y33

TMMC 5W33

C-Line Accessories
Multi-Line
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Support Plate for Plug Plate C-Line

Suitable Plug Plates with Part Number Version Weight 
gr.

Part number

TMMC 5533 Q C-Line Standard 1,6 TMPC 5533 Q

TMMC 5555 C-Line Standard 1,5 TMPC 5555

TMMC 555Y

TMMC 555W

TMMC 5555 Q C-Line Standard 1,6 TMPC 5555 Q

TMMC 7755 C-Line Standard 1,5 TMPC 7755

TMMC 775Y

TMMC 775W

TMMC 7755 Q C-Line Standard 1,6 TMPC 7755 Q

TMMC 7753 C-Line Standard 1,5 TMPC 7753

TMMC 77Y3

TMMC 77W3

TMMC 7753 Q C-Line Standard 1,6 TMPC 7753 Q
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Protective Caps/Lids	 C-Line

Description Weight 
gr.

Part number

C-Line Compact 0,4 TMDC 1C

C-Line Standard 0,6 TMDC 2

C-Line Standard 4 x 3/8" 0,4 TMDC 1

C-Line Standard 4 x 3/8" 0,5 TMDC 1Q

incl. 14-pole electrical plug

C-Line Standard 0,7 TMDC 2Q

incl. 14-pole electrical plug

C-Line Compact 2 x 3/4" or 0,5 TMDC 3

C-Line Compact 2 x 1/2"

C-Line Compact 2 x 3/4" or 0,5 TMDC 3Q

C-Line Compact 2 x 1/2"

incl. 14-pole electrical plug
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Welding Plate C-Line

Description Weight
gr.

Part Number

Universal welding plate for coupling plate C-Line compact design 200 TM-210K

incl. two welding brackets and assembly screws for the coupling plate.

Universal welding plate for support plate C-Line Standard 300 TM-210K2

4 x 3/8" incl. two welding brackets and assembly screws for

the support plate.

Universal welding plate for support plate C-Line Compact design 300 TM-214K

incl. two welding brackets and assembly screws for the support plate.

Universal installation kit comprising two welding plates for C-Line 300 TM-258K

2 x 1/2" + 2 x 3/4" incl. associated screws for the C-Line Compact

coupling plates.

Assembly Brackets C-Line

Description Weight
gr.

Part Number

Universal assembly bracket to be screwed or welded, (excl. screws). 700 TM-FMP2

Can be cut and adapted to fit various tool carriers. (Self installation).

Assembly bracket to be screwed, for Volvo L60-L180 (excl. screws) 1600 TM-FMP3K

(for left hand mounting as seen from drivers seat).

Assembly bracket to be screwed, for Volvo L60-L180 (excl. screws) 1600 TM-FMP4K

(for right hand mounting as seen from drivers seat).
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Assembly Brackets C-Line

Description Weight
gr.

Part Number

Assembly bracket to be screwed, for Volvo L20-L45 (excl. screws). 700 TM-FMP5K

Assembly bracket to be screwed, for C-Line compact, 1600 TM-FMP6K

for Volvo L20-L45 (excl. screws).

Other Accessories C-Line

Description Weight
gr.

Part Number

Detachable handle - universal 200 TM-220-SP

Detachable handle (4 x 3/8") 200 TM-242-SP

Blank plug 3/8" for coupling plates on page 85, 90 30 MF3810P6-PLUGG

Blank plug 3/8" for coupling plates on page 93 30 MF3810P7-PLUGG

Blank plug 3/8" for plug plates 30 MF3821-PLUGG

Blank plug 1/2" for coupling plates on page 85, 90, 91 40 MF5010P6-PLUGG

Blank plug 1/2" for coupling plates on page 92, 93 50 MF5010P7-PLUGG

Blank plug 1/2" for plug plates 40 MF5021-PLUGG

Blank plug 3/4" for coupling plates on page 87, 92, 93 100 MF7510-PLUGG

Blank plug 3/4" for plug plates 80 MF7521-PLUGG

Electrical Contact C-Line

Description Weight
gr.

Part Number

Plug

Closure

Electrical plug, short, 7-pole, incl. 5 m cable and installation kit 1900 TMEM2-P6-SP

for coupling plate.

Electrical plug, long, 7-pole, incl. 5 m cable and installation kit 1900 TMEM2-P7-SP

for coupling plate.

Electrical closure, 7-pole, incl. 3 m cable and installation kit 1200 TMEF2-SP

for plug plate.

Electrical plug, short, 7-pole, without cable, incl. installation kit 100 TMEM2-P6-00

for coupling plate.

Electrical plug, long, 7-pole, without cable, incl. installation kit 200 TMEM2-P7-00

for coupling plate.

Electrical closure, 7-pole, without cable, incl. installation kit 100 TMEF2-00

for plug plate.
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Electrical Contact C-Line

Description Weight
gr.

Part Number

Electrical closure, 14-pole, without cable, incl. installation kit 300 STA 1410

for coupling plate.

Electrical plug, 14-pole, without cable, incl. installation kit 300 STA 1420

for plug plate.

Electrical protective cap with installation kit for plug plate. 100 STA 1415

Electrical protective cap with installation kit for support plate. 100 STA 1425

Complete Electrical Set C-Line

Description Weight
gr.

Part Number

Complete electrical set, 14-pole, for retrofitting TMFC 3333 1300 STA 14-K1

and TMMC 3333, incl. protective cap TMDC 1Q

Complete electrical set, 14-pole, for retrofitting TMFC  5533, TMMC 1300 STA 14-K21

5533 and TMFC 5555, TMMC 5555, incl. protective cap TMDC2Q.

Complete electrical set, 14-pole, for retrofitting TMFC 7755 and 1300 STA 14-K22

TMMC 7755, incl. protective cap TMDC2W7755.

Complete electrical set, 14-pole, for retrofitting TMFC 7753 and 1300 STA 14-K23

TMMC 7753, incl. protective cap TMDC2Q7753.

Complete electrical set, 14-pole, for retrofitting TMFC 55…, TMMC 55 1300 STA 14-K3

and TMFC 77…, TMMC 77, incl. Protective cap TMDC 3Q.

Electrical Cable for 14-pole Electrical Contact C-Line

Description Weight
gr.

Part Number

Electrical cable for 14-pole electrical contact, 18 x 0,75 mm², 200 CAB18x075

PUR TMPU, running meter.

Electrical cable for 14-pole electrical contact, 18 x 1,5 mm², 400 CAB18x150

PUR TMPU, running meter.
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Spare Parts Male Coupling Plate C-Line

Description Weight
kg

Part Number

Plug 3/8" 0,3 MF3821-SP

Plug 1/2" 0,5 MF5021-SP

Plug 3/4" 0,8 MF7521-SP

Seal kit for MF3821 (3/8") 0,001 MF3800-PSPU

Seal kit for MF5021 (1/2") 0,002 MF5000-PSPU

Seal kit for MF7521 (3/4") 0,002 MF7500-PSPU

Guiding pin with nut 0,08 TM-101-SP

O-Ring outer C-Line Standard and Compact with 2 ports 0,005 TM-133-SP

O-Ring outer C-Line Compact with 3 ports 0,005 TM-204-SP

O-Ring outer C-Line Standard 4 x 3/8" 0,002 TM-230-SP

Rubber loop for support plate. 0,05 TM-158-SP

2 rubber loops with washer and screw.

Electrical plug, 14-pole 0,03 STA14F-SP
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Spare Parts Female Coupling Plate C-Line

Description Weight
kg

Part Number

Coupling 3/8" 0,2 MF3810-SP

Coupling 1/2" 0,2 MF5010-SP

Coupling 3/4" 0,6 MF7510-SP

Coupling 3/8" long; all versions with 3/4" 0,2 MF3810 P7-SP

Coupling 1/2" long; all versions with 3/4" 0,3 MF5010 P7-SP

Locking Device 0,03 TM-219-SP

Locking Button 0,03 TM-103-SP

Electrical closure, 14-pole 0,04 STA14S-SP
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Body Size

1/4" and 3/8"
700 bar

3000-Series
Technical Description
High pressure coupler up 
to 700 bar. Screw locking 
mechanism. 

Advantages
•	Screw type locking mech-	
	 anism - high resistance to 	
	 mechanical and hydraulic 	
	 strengths. 
•	Ball or poppet valving 	
	 configurations can be con-	
	 nected together with redu-
	 ced impact on the flow 	
	 capacities.	

Applications
•• Portable hydraulic rams
•• Hydraulic jacks, rams and 	

	 clamping devices
•• Clamping hand tools
•• Rescue equipment

Material Coupling Standard

Coupling Body Steel

Sleeve Steel

Valve Steel

Springs Steel

Seals 1/4" NBR

Seals 3/8" Polyurethane

Thread Body Steel

Material Plug Standard

Plug Body Steel

Valve Steel

Seals 1/4" NBR

Seals 3/8" Polyurethane

Seals NBR

Valve Holder Steel
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Flow Rate in l/min Flow Rate in l/min

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000

Working Pressure 

Body Size Max. Operating Pressure Connected 

1/4" 700 bar 

3/8" 700 bar

Working Temperature
-30°C up to +110°C (NBR)
-30°C up to +80°C (Polyure-
thane)
depending on the medium.
Special seals are available  
on request (see page 6).

Ball Valving
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Flow Rate in l/min Flow Rate in l/min

Poppet Valving
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Parker Profile
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Couplings 3000-Series

Body 
Size

Connec-
tion A

Hex L 
mm

D 
mm

D1 
mm

Valving Weight
gr.

Part Number

Male NPTF Thread

1/4" 1/4" 22 mm 60,5 28,5 Ball 115 3050-2

1/4" 1/4" 22 mm 60,5 29 Poppet 121 3050-2P

3/8" 3/8" 24 mm 72 35 Ball 220 3050-3

3/8" 3/8" 1" 73 35 Poppet 225 3050-3P

Plugs 3000-Series

Body 
Size

Connec-
tion A

Hex 
mm

L 
mm

D 
mm

D1 
mm

Valving Weight
gr.

Part Number

Female NPTF Thread

1/4" 1/4" 19 32 28 15,8 Ball 70 3010-2

1/4" 1/4" 27 32 31 15,8 Poppet 85 3010-2P

3/8" 3/8" 32 38 35 19,0 Ball 115 3010-3

3/8" 3/8" 32 35 36,8 19,0 Poppet 110 3010-3P

Dust Protection 3000-Series

Body 
Size

Version Part Number

1/4" for coupling 3005-2

3/8" for coupling 3005-3

1/4" for plug 3009-2

3/8" for plug 3009-3

Seal-Kit 3000-Series

Body 
Size

Material Part Number

1/4" NBR JT020114N0552

3/8" Polyurethane JT01U28-18.72QE

Poppet Valving

70
0 

b
ar
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1/4" and 3/8"
750 / 1100 bar

SK-Series
Technical Description
Coupling for off-shore. Stain-
less Steel made to cope with 
very high work pressure in 
corrosive environment.

Advantages
•• Corrosion resistant.
•• Double-shut-off valve –  

	 reduced leakage during 		
	 disconnection 
•• Screw-to-connect - connec-		

	 table with residual pressure. 
•• Dust caps for coupling and 		

	 plug. 

Applications
•• Off-Shore

Material Coupling SK10 (750bar) SK06 (1100 bar)

Coupling Body Wst No 1.4462 Wst No 1.4462

Sleeve Wst No 1.4401 Wst No 1.4418 

Valve AISI 316 AISI 316

Springs AISI 302 AISI 302

Seals NBR / FKM NBR / FKM

Valve Retainer AISI 316 AISI 316

Material Plug SK10 (750bar) SK06 (1100 bar)

Plug Body Wst No 1.4462 Wst No 1.4462

Valve AISI 316 AISI 316

Springs AISI 302 AISI 302

Seals NBR / FKM NBR / FKM

Valve Retainer AISI 316 AISI 316

  

Working Pressure
SK10	 750 bar
SK06	 1100 bar

Working Temperature
-25°C up to +100°C 
(NBR/FKM)
depending on the medium.
Special seals are available  
on request (see page 6).

Tema Profile
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Flow Rate in l/min Flow Rate in l/min

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000
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Couplings SK-Series

Body 
Size

Connection  
A

HEX 
mm

L 
mm

D 
mm

Working Pressure Part Number

Female Thread

1/4" ISO-G 1/4 ORB 36 64 40 1100 bar SK0610 R

3/8" ISO-G 3/8 ORB 41 67 45 750 bar SK1010 R

Plugs SK-Series

Body 
Size

Connection  
A

HEX 
mm

L 
mm

D 
mm

Working Pressure Part Number

Female Thread

1/4" ISO-G 1/4 ORB 27 44 35 1100 bar SK0620 R

3/8" ISO-G 3/8 ORB 26 43 40 750 bar SK1020 R

Dust Protection SK-Series

Body 
Size

Version Material Part Number

1/4" for coupling POM SK0615

1/4" for plug POM SK0625

3/8" for coupling POM SK1015

3/8" for plug POM SK1025
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1/4"
800 bar

FF2500-Series
Technical Description
The coupling system of the 
FF series has double shut-off, 
dry break and single-handed 
operation. During uncoupling 
there is no oil loss, and during 
coupling there is no inclusion 
of air into the system.

Advantages
•	Dry break quick connect 	
	 coupling with minimum 	
	 pressure drop. 
•	Single-handed operation. 
•	No oil loss during uncoup-	
	 ling. 
•	A safety closing ring pre-	
	 vents unintentional discon-	
	 nection. 
•	Twice as safe through 	
	 double sealing. 
•	Also available with pressure 	
	 eliminator, i.e. connection 	
	 is possible under static/re-	
	 sidual pressure up to wor-	
	 king pressure.

Material Coupling Standard / Pressure Eliminator

Coupling Body Steel, nitrocarburizing

Sleeve Steel hardened, zinc plated, passivated, sealed

Looking Ring Brass, Zinc-iron coated, black passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Springs AISI 301

Locking Balls AISI 420 C

Seals NBR/PUR

Valve Holder Steel, yellow zinc plated, sealed

Thread Body Steel, zinc plated, passivated, sealed

Material Plug Standard / Pressure Eliminator

Plug Body Steel hardened, zinc plated, passivated, sealed

Valve Steel, nitrocarburizing

Springs AISI 301

Seals NBR/PUR

Valve Holder Brass, hard-drawn

Thread Body Steel, zinc plated, passivated, sealed

  

Working Pressure
See chart.

Working Temperature
-30°C up to +100°C (NBR) 
depending on the medium. 
Special seals are available  
on request (see page 6).

Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000
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Flow Rate in l/min

Applications Area

Tema Profile

Available Valves
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Couplings FF2500-Series

Body 
Size

Connec-
tion A

Hex
mm

L 
mm

D 
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 27 65 30 800 Standard NBR/PUR FF2510

Plugs FF2500-Series

Body 
Size

Connec-
tion A

Hex
mm

L 
mm

D 
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 25 74 28 800 Standard NBR/PUR FF2520

Plugs FF2500-Series

Body 
Size

Connec-
tion A

Hex
mm

L 
mm

D 
mm

Working Press. 
connect. in bar

Version Seal Part Number

Female Thread

1/4" G 1/4 25 99,2 28 800 Press. Eliminator NBR/PUR FF2521

Dust Protection FF2500-Series

Body 
Size

Version L
mm

D
mm

Material Color Part Number

1/4" for coupling 190 24 PVC Blue FF2516

1/4" for plug 190 24 PVC Blue FF2526

Seal-Kit FF2500-Series

Body 
Size

Version Material Part Number

1/4" for plugs NBR FF2500-PSNPU
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Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Applications Area

Body Size

1/4"
1000 bar

HP1000-Series
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Flow Rate in l/min

Technical Description
The Tema high pressure cou-
pling was specially developed 
for use in industrial machinery, 
salvage devices and testing 
equipment. This series is 
galvanised and produced in 
steel. The plug part and the 
sleeve are hardened and gal-
vanised in steel. The coupling 
can be supplied either with or 
without safety lock.

Working Pressure
1000 bar

Working Temperature
-30°C up to +100°C (NBR)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	High flow as a result of 	 	
	 optimised valve design. 
•	Additional plug sealing via 
	 polymer valve casing, to gua-
	 rantee high reliability seals 	 	
	 even with second-hand plugs. 
•	Tema high pressure couplings 	
	 are supplied with dust caps 		
	 inclusive!

Seals
Coupling: bonded seal washer 
Plug: bonded seal or innercone

Material Coupling Standard 

Coupling Body Steel, zinc plated, passivated, sealed

Sleeve Steel, hardened, zinc plated, passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Springs AISI 302

Locking Balls AISI 420 C

Seals NBR

Inner Sleeve POM

Plug Standard

Plug Body Steel, hardened, zinc plated, passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Springs AISI 302

Seals NBR

Valve Retainer Steel, zinc plated, passivated

10
00

 b
ar

Tema Profile

Available Valves



109
Please consider our security advices on the pages 12/13

H
ig

h
 P

re
ss

u
re

Couplings HP1000-Series

Connec-
tion A

Hex
mm

L
mm

L1
mm

D 
mm

Safety 
Locking

Work. Pressure 
connect. in bar

Work. Pressure 
disconnect. in bar

Burst. Pressure 
connect. in bar

Part Number

Female Thread

G 1/4 24 59 12 27 without 1000 1000 >3000 HP10104131

G 1/4 24 59 12 27 with 1000 1000 >3000 HP10104132

1/4"-18 NPTF 24 59 12 27 without 1000 1000 >3000 HP10105131

1/4"-18 NPTF 24 59 12 27 with 1000 1000 >3000 HP10105132

G 3/8 24 59 12 27 without 1000 1000 >3000 HP10104171

G 3/8 24 59 12 27 with 1000 1000 >3000 HP10104172

3/8"-18 NPTF 24 59 13 27 without 1000 1000 >3000 HP10105171

3/8"-18 NPTF 24 59 13 27 with 1000 1000 >3000 HP10105172

Plugs HP1000-Series

Connec-
tion A

Hex
mm

L
mm

L1
mm

D 
mm

Safety 
Locking

Work. Pressure 
connect. in bar

Work. Pressure 
disconnect. in bar

Burst. Pressure 
connect. in bar

Part Number

Female Thread

G 1/4 22 37 12 24,5 1000 1000 >3000 HP1020413

1/4"-18 NPTF 22 37 12 24,5 1000 1000 >3000 HP1020513

G 3/8 24 37 12 24,5 1000 1000 >3000 HP1020417

3/8"-18 NPTF 24 37 13 24,5 1000 1000 >3000 HP1020517

Dust Protection HP1000-Series

Version L 
mm

D 
mm

Material Color Part Number

for coupling 120 21 PVC Blue HP16

for coupling 125 Aluminium Red HP16ARD

for plug 120 19 PVC Blue HP26

for plug 140 Aluminium Red HP26ARD

10
00

 b
ar
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Flow Capacity with Oil with Viscosity of 32cSt at 40°C as per ISO 7241/2-2000

Body Size

1/4"
1500 bar

HP1500-Series
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Flow Rate in l/min

Technical Description
The Tema high pressure cou-
pling was specially developed 
for use in bolt tensioning 
equipment. This series is 
produced in steel. The plug 
bodies and the sleeves are 
black galvanised. The cou-
pling can be supplied either 
with or without additional 
safety lock.

Working Pressure
1500 bar

Working Temperature
-30°C up to +100°C (NBR)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	High flow as a result of 	 	
	 optimised valve design. 
•	Additional plug sealing via 
	 polymer valve casing, to gua-
	 rantee high reliability seals 	 	
	 even with second-hand plugs. 
•	Tema high pressure couplings 	
	 are supplied with dust caps 		
	 inclusive!

Seals
Metal sealing cone threaded 
adapters/metal sealing cone 
adapters.

Material Coupling Standard 

Coupling Body Steel, zinc-nickel coated, black passivated, sealed

Sleeve Steel, hardened, zinc-iron coated, black passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Springs AISI 302

Locking Balls AISI 420 C

Seals NBR

Inner Sleeve POM

Plug Standard

Plug Body Steel, hardened, zinc-iron coated, black passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Springs AISI 302

Seals NBR

Valve Retainer Steel, zinc plated, passivated

15
00
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Tema Profile

Applications Area

Available Valves
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Couplings HP1500-Series

Connec-
tion A

Hex
mm

L
mm

L1
mm

D 
mm

Safety 
Locking

Work. Pressure 
connect. in bar

Work. Pressure 
disconnect. in bar

Burst. Pressure 
connect. in bar

Part Number

Female Thread

G 1/4 24 59 12 27 without 1500 1500 >3500 HP15104131

G 1/4 24 59 12 27 with 1500 1500 >3500 HP15104132

1/4"-18 NPTF 24 59 12 27 without 1500 1500 >3500 HP15105131

1/4"-18 NPTF 24 59 12 27 with 1500 1500 >3500 HP15105132

G 3/8 24 59 12 27 without 1500 1500 >3500 HP15104171

G 3/8 24 59 12 27 with 1500 1500 >3500 HP15104172

3/8"-18 NPTF 24 59 13 27 without 1500 1500 >3500 HP15105171

3/8"-18 NPTF 24 59 13 27 with 1500 1500 >3500 HP15105172

Plugs HP1500-Series

Connec-
tion A

Hex
mm

L
mm

L1
mm

D 
mm

Safety 
Locking

Work. Pressure 
connect. in bar

Work. Pressure 
disconnect. in bar

Burst. Pressure 
connect. in bar

Part Number

Female Thread

G 1/4 22 38 12 24,5 1500 1500 >3500 HP1520413

1/4"-18 NPTF 22 38 12 24,5 1500 1500 >3500 HP1520513

Dust Protection HP1500-Series 

Version L 
mm

D 
mm

Material Color Part Number

for coupling 120 21 PVC Blue HP16

for coupling 125 21 Aluminium Red HP16ARD

for plug 120 19 PVC Blue HP26

for plug 140 19 Aluminium Red HP26ARD

15
00

 b
ar
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Up to 2000 bar

High Pressure AdaptersA
d
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High Pressure Adapters

Connec-
tion A1

Seal 1 Connection A2 Seal 2 Hex 
mm

L 
mm

Working 
Pressure bar

Part Number

G 1/4 Rubber / Steel 25 1000 HP13-01

G 1/4 Rubber / Steel 1/4-18 NPTF Inside Thread 21 32 1000 HP13-02

G 1/4 Rubber / Steel R 1/4 Inside Thread 21 33 1000 HP13-03

G 1/4 Rubber / Steel 3/8-18 NPTF Inside Thread 21 34 1500 HP13-04

Working Pressure
Various - from 1000 to 2000 bar

Working Temperature 
-30°C up to 100°C

Technical Description
Range of adapters developed 
for HP1000 and HP1500 series.
To achive other thread ports 
then existing in the standard 
range.

Advantages
The adapters makes the HP 
series more flexible and easy to 
connect to different fittings and 
hose packages.

Seals
See chart.

Material Standard 

Adapters Steel, Zinc plated and passivated



113
Please consider our security advices on the pages 12/13

H
ig

h
 P

re
ss

u
re

A
d

ap
te

rs

High Pressure Adapters

Connec-
tion A1

Seal 1 Connection A2 Seal 2 Hex 
mm

L 
mm

Working 
Pressure bar

Part Number

G 1/4 Rubber / Steel R 3/8 Inside Thread 21 35 1000 HP13-05

G 1/4 Rubber / Steel 25 1500 HP13-06

G 1/4 Inner Cone 60° G 1/4 Inner Cone 60° 21 31,3 2000 HP13-07

G 1/4 Inner Cone 60° M 16 x 1,5 Outside Cone 60° 19 39,4 2000 HP13-08

G 1/4 Inner Cone 60° M 22 x 1,5 Outside Cone 60° 27 48 2000 HP13-09

G 1/4 Outside Cone 120° M 22 x 1,5 Outside Cone 60° 27 54,5 2000 HP13-10

G 1/4 Inner Cone 60° 9/16-18 UNF Outside Cone 60° 17 37 2000 HP13-11

G 1/4 Outside Cone 120° 9/16-18 UNF Inner Cone 60° 17 37,5 2000 HP13-12

G 1/4 Inner Cone 60° 3/4-16 UNF Outside Cone 60° 21 42 2000 HP13-13

G 1/4 Outside Cone 120° 3/4-16 UNF Outside Cone 60° 21 48,5 2000 HP13-14
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System 100
Nominal Diameter

1,2
measuring plugs in a matter 
of seconds. With the shut-off 
device in the plug and in the 
body of the coupling, the Tema 
System 100 allows a dry break, 
during coupling as well as du-
ring uncoupling. For measuring 
at a distance, a flexible ex-
tension cable is available; this 
can be coupled between the 
measuring plug and the measu-
ring system. Thanks to its wide 
range of connections, the Tema 
System 100 is a versatile and 
flexible measuring system.

Maximum Working Pressure
Measuring plug 120: 400 bar
Other parts: 600 bar

Technical Description
The design of the Tema  
System 100 allows the check 
of static and dynamic pressures 
as well as vacuum. With the in-
tegrated self-venting device (as 
standard), it is easy to evacuate 
any inclusions. This guaran-
tees an accurate display of the 
measured value, especially with 
dynamic pressures. The measu-
ring plugs are available with 
various connection options. 
They have very small dimensi-
ons and can be fitted very easily 
to the equipment. Thanks to the 
design and choice of materials, 
the plugs are maintenance-free. 
The measuring device with the 
pressure gauge is fitted with a 
Tema quick connect coupling. 
This guarantees coupling to the 

Complete Hydraulic Set                                                                             System 100

Description Part Number

The Tema System 100 Complete Set is delivered in  
a plastic case and contains the following parts:
1 �piece measuring handle 101-2 and pressure gauge  

of your choice*
1 piece measuring plug 120
1 piece measuring cable 130, length 2,5 m, complete
1 piece adapter 135, G 1/4" i. x G 1/8" o.
1 piece adapter 136, G 1/8" i. x G 1/4" o.

In the measuring case there is additional room for two 
further pressure gauges as well as an adapter 139. If 
two pressure gauges are required, the part number is, 
for example,  106-13 (Complete Set with one pressure 
gauge 0-100 bar and one pressure gauge 0-40 bar).

* If measuring handle 101-21A is required instead of 
101-2, this must be added to the order.

Complete set not including pressure gauge 101

Complete set with 1 pressure gauge -1 to +1,5 bar 104

Complete set with 1 pressure gauge 0 to +25 bar 112

Complete set with 1 pressure gauge 0 to +60 bar 114-QC

Complete set with 1 pressure gauge 0 to +250 bar 107-QC

Complete set with 1 pressure gauge 0 to +400 bar 108

Complete set with 1 pressure gauge 0 to +600 bar 109
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Measuring Plugs
A Type of seal

B Type of seal

Maximum Working Pressure
Measuring plug 120: 400 bar
Other parts: 600 bar

Technical Description
Thanks to their advanced 
design, the measuring plugs 
are reliable components in our 
measuring device. Made of 
hardened steel. The measuring 
plugs are maintenance free and 
are designed for temperatures 
from -40°C up to +110°C. The 
integrated valve seals up to a 
90% vacuum. All mechanical 
parts in the measuring plug are 
made of corrosion resistant 
materials. Two different type of 
sealing (see picture on the right 
side). Available with two diffe-
rent types of covering cap.

- Fully sealed
- Maintenance-free
- Metal-to-metal seal

Measuring Plug Accessories                                                                   System 100

Description Part Number

Plastic cap made of soft PVC 125-QC

Metal cap with O-ring seal. Quick-lock type coupling on plug. 126K

Extra safety. Up to 750 bar.

Quick connect coupling for measuring plug with integrated 150

shut-off valve. Seal made of FKM. G 1/8 male thread.

Adapter coupling female thread G 1/4" 150-137

Measuring Plugs                                                                                       System 100

Connec-
tion A

Description Type  
of seal

L 
mm

L1 
mm

HEX 
mm

Weight
gr.

Part Number

G 1/8 with plastic cap A 29 7,5 15 20 120

G 1/8 with metal cap A 29 7,5 15 20 120-126

G 1/4 with plastic cap A 36 11 18 35 121-125

G 1/4 with metal cap A 36 11 18 35 121-126

G 1/4 with plastic cap B 36 11 18 35 122-125

G 1/4 with metal cap B 36 11 18 35 122-126

M 12 x 1,5 with plastic cap A 36 11 18 35 123-125

M 12 x 1,5 with metal cap A 36 11 18 35 123-126

M 14 x 1,5 with plastic cap A 36 11 20 40 124-125

M 14 x 1,5 with metal cap A 36 11 20 40 124-126

M 10 x 1 with plastic cap A 29 7,5 15 40 128-125

M 10 x 1 with metal cap A 29 7,5 15 40 128-126



116

D
ia

g
n

o
st

ic
s

S
ys

te
m

 1
00 System 100

Pressure Gauge / Measuring Handle / Self-Venting Block
Self-Venting Block
In order to obtain exact 
measured values (particu-
larly with dynamic pressure 
measurements), it is essential 
that there should be no air 
bubbles trapped between the 
measuring plug and the pressu-
re gauge. This can be checked 
simply and effectively with the 
Tema 100 Measuring System, 
since the air bubbles can easily 
be removed. It is possible to 
vent the system at maximum 
working pressure by using the 
venting screw.

Measuring Handle
Measuring handle 101-2 is
used for low pressures up to
max. 60 bar.

•• �System 100 – time-saving 
quick connect couplings

•• �Shut-off valve in coupling 
body and plug – dry break

Measuring handle 101-21A  
can be coupled even under full 
working pressure.

Pressure Gauge
•• �Filled with glycerine – suitable 
for temperatures to -40°C

•• Special seal – quick change
•• Measuring accuracy ± 1,6%
•• Diameter 63 mm
•• �Pressure gauge connection 
G 1/4", male thread

•• �Scale with double graduation 
(MPa + bar)

Pressure Gauge                                                                                          System 100

Description Part Number

-1 to +1,5 bar MAN 04

0 to +6 bar MAN 15

0 to +25 bar MAN 12

0 to +60 bar MAN 14

0 to +250 bar MAN 07

0 to +400 bar MAN 08

0 to +600 bar MAN 09

Rubber guard for pressure gauge 100-40

Measuring Handle / Self-Venting Block                                                     System 100

Description Part Number

Measuring handle 101-2

Measuring handle can be coupled under pressure 101-21A

Self-venting block 101-3-QC

+ Measuring handle 101-2
+ Measuring handle 

101-21A

Dimension Pressure gauge + measuring handle:

Measuring 
handle

Measuring 
handle can be 
coupled under 
pressure

Alternative position
for the venting screw
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Pressure Gauge / Measuring Handle / Self-Venting Block High-Pressure Hoses
Technical Description
Tema high-pressure hose –  
produced for measurements 
and mini-hydraulic systems. 
Exact selection of materials  
and production under strict 
control contribute to the satis- 
faction and reliable safety of  
the product. Max. working 
pressure 630 bar. 

Material 
Inner and outer hose:  
high-quality POLYAMIDE  
Pressure carrier: KEVLAR

Caution: If the hoses are to 
be used for compressed air, 
this must be mentioned in 
the order.

Connections System 100 High-Pressure Hoses

Caution! The hoses are produced in various lengths 
Please specify hose and/or total length incl. connec-
ting fittings. Design subject to alterations.

Description DN Part Number

G 1/8" female thread 2 210-QC

G 1/8" male thread 2 220

Pressure gauge connection G 1/4" female thread 2 240

M 16 x 2,0 female thread for measuring plug 270

Advantages 
•• �Remains flexible, even under 
full working pressure, thanks 
to its small external dimen
sions and a suitable choice  
of materials. 

•• �Resistant to all mineral and 
most synthetic oils 

•• Resistant to ageing 
•• �No increase in volume (no 
differences in measurements) 

•• �Temperature range from 
-40°C up to +100°C

In order to achieve optimal durability, the hoses can  
be strengthened with a spring at each end. Add-on  
code "F" after the itemnumber of each connection. 

Ordering example for a complete high-pressure hose

Pressures

Temperature range from -40°C to +93°C.

B C D

200K  
PA  
hose

1,6  
Total- 
length m

210F  
G 1/8" Female  
thread + spring

240  
Pressure gauge  
connect. G 1/4"

Type Work. Pressure Burst Pressure Inner Dimens. Outer Dimens.

200K 630 bar 2000 bar 2,0 mm 4,9 mm

400K 500 bar 2000 bar 4,1 mm 8,0 mm
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Measuring Cable System 100

Measuring cables in other designs and lengths on request.

Description Part Number

Measuring cable for coupling the measuring handle 101-2 130

to measuring plugs.

Supplied as standard with measuring plug (120) and

coupling (150): 2,5 m.

Accessories System 100

Thread Description Part Number

G 1/4 i. x G 1/8 o. Adapter (female x male) 135

G 1/8 i. x G 1/4 o. Adapter (female x male) 136

G 1/8 i. x G 1/4 i. Adapter (female x female) 137

M 16 Changeover adapter for measuring plug 139

G 1/8 i. x G 1/8 i. Angle 90° (female x female) 140-QC

Plastic case (without picture) 101-1

M 16 x 2 / G 1/4 Measuring plug 276

M 16 x 2 / G 3/8 Measuring plug 277

A: G 1/4; A1: G 1/8 Double plug with connecting thread for DNT2-1

measuring plug
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Tema Profile

Measuring-System

PJS Series

Applications Area

Technical Description
The PJ/PJS series was spe-
cially developed for hydraulic 
diagnosis. Using the PJS 
system, oil quality and oil 
pressure can be determined 
by extracting oil directly from 
the plug. The components are 
produced in steel, galvanised 
in the connection and con-
form to norm SAE J 1502.

The PJS plug can be used 
both to test the oil and to 
extract oil.

Working Pressure
See information below.

Working Temperature
-30°C up to +100°C (NBR)

Advantages
The FlatFace design makes  
it easier to clean out dirt.  
Optimised oil intervals save 
time, labour and operating 
capital. The easy-grip, knurled 
locking sleeve makes coupling 
and uncoupling easy.  
Sampling also in working 
pressure circuits.

Material Coupling

Coupling Body Steel, zinc plated, passivated, sealed

Sleeve Steel, zinc plated, passivated, sealed

Valve Steel/brass

Spring AISI 301

Locking Balls AISI 420 C

Seals NBR

Material Plug

Plug Body Steel, zinc plated, passivated, sealed

Valve Steel, zinc plated, passivated, sealed

Spring AISI 301

Seals NBR

Couplings PJS-Series

Connection  
A

Description HEX
mm

L
mm

L1
mm

D
mm

Working  
Press. bar

Part Number

Female Thread

1/8"-27 NPT for Diagnostic 24 53 8 27 415 SJ18FN

1/8"-27 NPT for Fluid Sampling 24 53 8 27 415 SJS18FN

1/4"-18 NPT for Diagnostic 24 53 12 27 415 SJ14FN

1/4"-18 NPT for Fluid Sampling 24 53 12 27 415 SJS14FN

Plugs PJS-Series

Connection  
A

Description HEX L
mm

L1
mm

D
mm

Working  
Press. bar

Part Number

Male Thread

7/16"-20 UNF for Diagnostic 11/16" 45 9 415 PJ716U

7/16"-20 UNF for Diagnostic and Fluid Sampling 11/16" 45 9 415 PJS716U

9/16"-18 UNF for Diagnostic 11/16" 43 10 415 PJ916U

9/16"-18 UNF for Diagnostic and Fluid Sampling 11/16" 43 10 415 PJS916U
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Plugs PJS-Series

Connection  
A

Description HEX L
mm

L1
mm

D
mm

Working  
Press. bar

Part Number

Male Thread
Bulkhead Mounting

9/16"-18 UNF for Diagnostic 11/16" 46 18 15 415 PJ916FQ

9/16"-18 UNF for Diagnostic and Fluid Sampling 11/16" 46 18 15 415 PJS916FQ
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Parker Profile

Measuring-System

PD Series
Technical Description
Diagnostic couplings provide 
easily accessible test points 
for performance testing of 
hydraulic and pneumatic 
systems. Easily incorporated 
into original equipment or 
retrofitted to existing circuits, 
PD plugs meet or exceed 
SEA J 1502 and ISO 15171-1 
design and performance 
specification.

Advantages
•	 Carbon steel for couplers. 	
	 High tensile steel for plugs. 
•	 For water applications also 	
	 available in brass on request. 	
•	 Ball locking mechanism. 	

Applications
•• Industrial equipment
•• Mobile equipment
•• Agricultural equipment

Working Pressure
See chart.

Working Temperature
-40°C up to +110°C (NBR)
depending on the medium.
Special seals are available  
on request (see page 6).

•	 Flush-faced poppet valve 	
	 for a minimal air inclusion 	
	 when connecting, minimal 	
	 fluid loss during disconne-	
	 tion and for an easy cleaning. 	
•	 The sealing and locking groove 	
	 are induction hardened to 
	 resist mechanical abuse 
	 and brinelling, whilst 	
	 avoiding toughness.
•	 A safety sleeve lock prevents 	
	 accidental disconnection. 
•	 Push-to-connect operation 	
	 allows single handed 	
	 operation when connecting 	
	 the coupling.	
	

Material Coupling

Body Steel 

Sleeve Steel 

Valve Steel 

Valve Sleeve Steel 

Springs Steel 

Seals Nitrile

Back-up Rings PTFE

Valve Body Steel

Material Plug

Body Steel

Seals Nitrile

Valve Steel

Spring Steel

Retainer Steel

Body Size

1/8"

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000

P
re

ss
ur

e 
D

ro
p 

(b
ar

)

Flow Rate in l/min

Options:
1. �For some end configurations, test 

points are also available in brass and 
stainless steel AISI 316.

2. �Other metric end configurations are 
available on request.

3. �Possibility to have test point connec
table under pressure up to 420 bar. 

Please contact your Parker team.
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Couplings PD-Series

Body Size Connec-
tion A

Tube Size Hex L 
mm

L1 
mm

D 
mm

Weight 
gr.

Part number

Female NPTF Thread – SAE J 476

1/8" 1/8"-27 13/16" 42,4 24,4 90 PD222

1/8" 1/4"-18 13/16" 53,8 24,4 113 PD242

Male NPTF Thread – SAE J 476

1/8" 1/4"-18 13/16" 57,4 24,4 104 PD243

Female UNF Thread – SAE J 1926

1/8" 9/16"-18 13/16" 53,8 24,4 109 PD260

Plugs PD-Series

Body Size Connec-
tion A

Tube Size Hex L 
mm

L1 
mm

D 
mm

Weight 
gr.

Part number

Female NPTF Thread – SAE J 476

1/8" 1/8"-27 9/16" 37,6 19,8 16,5 27 PD322

1/8" 1/4"-18 3/4" 41,4 23,6 21,9 54 PD342

Male NPTF Thread – SAE J 476

1/8" 1/8"-27 11/16" 39,4 21,6 20,1 77 PD323

1/8" 1/4"-18 11/16" 37,6 19,8 20,1 27 PD343

1/8" 3/8"-18 13/16" 38,1 20,3 23,8 40 PD363

Male Metric Thread to ISO 6149

1/8" M 14 x 1,5 17 mm 35,0 17,3 19,6 32 PD367-1A
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Plugs PD-Series

Body Size Connec-
tion A

Tube Size Hex L 
mm

L1 
mm

D 
mm

Weight 
gr.

Part number

Male UNF Thread - SAE 1926

1/8" 7/16"-20 11/16" 40,6 22,9 20,1 36 PD341

1/8" 1/2"-20 5/8" 33,5 15,7 18,3 22 PD351 *

1/8" 9/16"-18 11/16" 33,5 15,7 20,1 27 PD361 *

O-Lok
SAE J 1453 / ISO 8434-3

1/8" 9/16"-18 1/4" (6 mm) 11/16" 55,4 17,8 20,1 54 PD34BTL

1/8" 1 1/16"-16 3/8" (10 mm) 13/16" 58,4 17,8 23,9 63 PD36BTL

O-Lok
SAE J 1453 / ISO 8434-3

1/8" 13/16"-16 1/2" (12 mm) 1 5/16" 28,4 17,8 38,4 58 PD38BTL *

Bulkhead O-Lok
SAE J 1453 / ISO 8434-3

1/8" 9/16"-18 1/4" (6 mm) 13/16" 75,7 57,9 23,8 86 PD346 *

Triple-Lok
SAE J 514 - ISO 8434-2

1/8" 9/16"-18 3/8" (10 mm) 11/16" 42,2 17,8 20,1 40 PD36BTX *

Triple-Lok
SAE J 514 - ISO 8434-2

1/8" 1 1/16"-12 3/4" (20 mm) 1 1/4" 35,3 17,8 36,5 122 PD312BTX

* Add 6 to part number to include the dust cap.
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Dust Protection PD-Series

Body Size Version Part number

1/8" for plug PD6-285

Other materials (EPDM/FKM/HNBR) are available on request.
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Applications Area

Swivel Joints

DG-Series
Technical Description
Can be used in hydraulic sys-
tems where rotating connec-
tions are essential, for examp-
le on accessories with rotating 
movements. Depending on 
design, the body is made of 
brass (DG) or steel (KR) and 
the rotating axis of surface-
purified/stainless steel. 
Maximum rotation speed:  
60 r.p.m.

Working Temperature
-40°C up to +90°C (NBR)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	Rotating joints minimise the 	 	
	 high wear to the hose, which 	
	 occurs in hydraulic systems. 
•	Solid construction with two 	 	
	 plain bearings (DG) or ball/		
	 roller bearings (KR). 
•	Suitable for combining with 	 	
	 norm hydraulic components.

Type DG 250  DN 6 = 28 mm DG-Series

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal Type Working Pressure 
in bar

Part Number

Female Thread

G 1/4 G 3/8 22 53 23 6 NBR 1 250 250

G 1/4 G 3/8 22 53 23 6 NBR 1 250 250 RF *

Type DG 500  DN 11 = 95 mm DG-Series

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal Type Working Pressure 
in bar

Part Number

Female Thread

G 1/2 G 3/4 32 71 35 11 NBR 1 250 500

G 1/2 G 3/4 32 71 35 11 NBR 1 250 500 RF *

* Swivelling axis made of stainless steel.

Material Type DG Type KR

Body Brass Steel, zinc plated, passivated, sealed

Counterpart   Steel, zinc plated, passivated, sealed

Swivel Axis Steel, nitrated or Stainless Steel Steel hardened, zinc plated, passiv., sealed

Nut/Adapter Steel, zinc plated, passivated, sealed Steel, zinc plated, passivated, sealed

Seals NBR NBR
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Type DG 500  DN 11 = 95 mm DG-Series

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal Type Working Pressure 
in bar

Part Number

Male / Female Thread

G 1/2 G 1/2 32 73 35 11 NBR 1A 250 500 B

Male Thread

M 18 x 1,5 G 1/2 32 73 35 11 NBR 2 250 500 W

M 22 x 1,5 G 1/2 32 81 35 11 NBR 2 250 500 W5

M 24 x 1,5 G 1/2 32 81 35 11 NBR 2 250 500 W6

Male Thread

7/8"-14 UNF G 3/4 32 98 35 11 NBR 3 250 500-30

7/8"-14 UNF G 1/2 32 90,5 35 11 NBR 3 250 500-32 *

Male Thread

7/8"-14 UNF 7/8"-14 UNF 32 92 35 11 NBR 3A 250 500-31

11/16"-12 UNF 11/16"-12 UNF 32 101 35 11 NBR 3A 250 500-33

Type DG 750  DN 17 = 225 mm DG-Series

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal Type Working Pressure 
in bar

Part Number

Female Thread

G 3/4 G 1 40 80 35 17 NBR 1 250 750-QC

G 3/4 G 1 40 80 35 17 NBR 1 250 750 RF *

* Swivelling axis made of stainless steel.
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Type DG 1000  DN 22 = 380 mm DG-Series

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal Type Working Pressure 
in bar

Part Number

Female Thread

G 1 G 11/4 50 94 43 22 NBR 1 200 1000-QC

G 1 G 11/4 50 94 43 22 NBR 1 200 1000 RF *

* Swivelling axis made of stainless steel.

Type KR  DN 6 = 28 mm up to DN 22 = 380 mm KR-Series

Connection 
A

Connection 
A1

Hex 
mm

Hex 1
mm

L 
mm

D
mm

DN Seal Working Pressure 
in bar

Part Number

Male / Female Thread

G 1/4 G 1/4 27 19 88 29 6 NBR 350 2KR AW13 IW13

G 3/8 G 3/8 30 22 87 33 9 NBR 350 3KR AW17 IW17

G 1/2 G 1/2 32 27 95 35 11 NBR 350 5KR AW21 IW21

G 3/4 G 3/4 45 32 109 50 17 NBR 350 7KR AW26 IW26

G 1 G 1 50 40 117 55 22 NBR 250 10KR AW33 IW33

Type KR 90°  DN 6 = 28 mm up to DN 22 = 380 mm         KR-Series

Connection 
A

Connection 
A1

Hex 
mm

Hex 1
mm

L 
mm

D
mm

DN Seal Working Pressure 
in bar

Part Number

Male / Female Thread

G 1/4 G 1/4 32 19 93 35 6 NBR 350 2KRAW13IW1390

G 3/8 G 3/8 38 22 95 41 9 NBR 350 3KRAW17IW1790

G 1/2 G 1/2 41 27 108 45 11 NBR 350 5KRAW21IW2190

G 3/4 G 3/4 55 32 125 60 17 NBR 350 7KRAW26IW2690

G 1 G 1 65 40 139 72 22 NBR 250 10KRAW33IW3390

All KR swivel joints are only suitable for oil.			 
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Pressure Relief Valve
Technical Description
Produced for hydraulic 
systems where in line quick 
connect couplings are used. 
The system pressure built up 
between the hydraulic unit 
and the coupling would not 
allow mechanical coupling.

Working Pressure
max. 250 bar 

Working Temperature
up to max. +90°C
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
The Pressure Relief Valve can 
be mounted directly in the main 
inflow line so that all down-
stream pipe or hose lines where 
quick connect couplings or 
plugs are installed at the ends 
can be depressurised.

Pressure Relief Valve Accessories

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal
Type

Max. Working 
Pressure in bar

Part Number

Female / Male Thread

G 3/8 G 3/8 21 62 33 10 NBR 250 TA38

G 1/2 G 1/2 25 70 33 13 NBR 250 TA50

G 3/4 G 3/4 32 73 33 20 NBR 250 TA75

G 1 G 1 38 77 33 25 NBR 250 TA100

Material Standard

T-Connection Steel, zinc plated, passivated, sealed

Pressure Relief Valve Brass

Seal NBR

Applications Area
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Pressure Relief Valve Accessories

Connection 
A

Connection 
A1

Hex 
mm

L
mm

D 
mm

DN Seal
Type

Max. Working 
Pressure in bar

Part Number

Female Thread

G 3/8 G 3/8 28 60 33 10 NBR 250 TA38 IW

G 1/2 G 1/2 28 60 33 13 NBR 250 TA50 IW

Pressure Relief Valve complete

G 1/2 30 62 33 6 NBR 250 515

G 1/2 30 62 33 6 NBR/FKM 250 515 RV¹

¹ Pressure Relief Valve made of stainless steel with FKM Seals.
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Accessories

DT-Series
Technical Description
Compact design, easy to 
plumb into tight circuits. 
Robust steel construction 
with various end fittings. The 
maximum operating pressure 
is 350 bar. Large range of end 
configurations. Zinc chromate 
exterior finish.		

Working Pressure
max. 350 bar

Working Temperature
-40°C up to +110°C (NBR)
depending on the medium.
Special seals are available  
on request (see page 6).

Advantages
•	No internal gaskets or seals 	 	
	 to wear out. 
•	The check valve body is shaped 	
	 like an arrow to indicate flow 		
	 direction. 
•	Heat treated poppet valve to 		
	 resist damage from shocks 
	 and surges. 
•	One-piece body eliminates 	 	
	 threads and seals that may 		
	 be potential leak points. 
•	Compact design.  
•	Smooth flow stream: poppet 		
	 spring is isolated from flow 
	 stream thus minimising turbu-	
	 lence.		

Material Standard

Body Steel

Valve Steel

Spring Steel

Seal NBR

Retainer SteelStandard Cracking Pressure: 
0,35 bar

Other Options:
Cracking Pressure up to 14 bar in 0,35 bar 
increments are available on request. Please 
consult your Parker sales engineer.
 
For other threads, other sizes or other end  
configurations, please contact your Parker  
sales team.	

Body Size

3/8" and 1 1/4"

Flow Capacity with Oil with Viscosity of 43cSt at 38°C as per ISO 7241/2-2000
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DT-MFMF: Male JIC 37° Flare Inlet to Male JIC 37° Flare Outlet Accessories

Body Size Connection A 
SAE J514 Triple-Lok

Connection A1  
SAE J514 Triple-Lok

Hex L 
mm

L1 
mm

L2 
mm

Part Number

3/8" 9/16"-18 UNF 9/16"-18 UNF 3/4" 14,2 11,2 14,2 DT-370-MFMF-5

1/2" 3/4"-16 UNF 3/4"-16 UNF 7/8" 16,8 12,7 16,8 DT-500-MFMF-5

3/4" 1 1/16"-12 UN 1 1/16"-12 UNF 1 1/4" 21,8 12,7 21,8 DT-750-MFMF-5

1" 1 5/16"-12 UN 1 5/16"-12 UNF 1 1/2" 23,1 15,8 23,1 DT-1000-MFMF-5

1 1/4" 1 5/8"-12 UN 1 5/8"-12 UNF 1 7/8" 24,4 26,9 24,4 DT-1250-MFMF-5

DT-MOMS: Male ORB Inlet to Male O-Lok Outlet Accessories

Body Size Con. A – ISO 11926 – 
2/3 Male O-Ring Boss

Connection A1  
SAE J1453 O-Lok

Hex L 
mm

L1 
mm

L2 
mm

Part Number

1/4" 7/16"-20 UNF 9/16"-18 UNF 5/8" 10,9 11,4 9,9 DT-250-MOMS-5

3/8" 9/16"-18 UNF 11/16"-16 UNF 3/4" 11,9 11,2 11,2 DT-370-MOMS-5

1/2" 3/4"-16 UNF 13/16"-16 UNF 7/8" 14,0 12,7 12,7 DT-500-MOMS-5

3/4" 1 1/16"-12 UNF 1 3/16"-12 UNF 1 1/4" 18,5 12,7 17,0 DT-750-MOMS-5

1" 1 5/16"-12 UNF 1 7/16"-12 UNF 1 1/2" 18,5 15,8 17,5 DT-1000-MOMS-5

1 1/4" 1 5/8"-12 UNF 1 11/16"-12 UNF 1 7/8" 18,5 26,9 17,5 DT-1250-MOMS-5

NBR O-Ring included on MO and MS fittings.

DT-MSMO: Male O-Lok Inlet to Male ORB Outlet Accessories

Body Size Connection A 
SAE J1453 O-Lok

Con. A1 – ISO 11926 – 
2/3 Male O-Ring Boss

Hex L 
mm

L1 
mm

L2 
mm

Part Number

3/8" 11/16"-16 UNF 9/16"-18 UNF 3/4" 11,9 11,2 11,2 DT-370-MSMO-5

1/2" 13/16"-16 UNF 3/4"-16 UNF 7/8" 14,0 12,7 12,7 DT-500-MSMO-5

3/4" 1 3/16"-12 UNF 1 1/16"-12 UNF 1 1/4" 18,5 12,7 17,0 DT-750-MSMO-5

1" 1 7/16"-12 UNF 1 5/16"-12 UNF 1 1/2" 18,5 15,8 17,5 DT-1000-MSMO-5

1 1/4" 1 11/16"-12 UNF 1 5/8"-12 UNF 1 7/8" 18,5 26,9 17,5 DT-1250-MSMO-5

NBR O-Ring included on MO and MS fittings.

DT-MSMS: Male O-Lok Inlet to Male O-Lok Outlet Accessories

Body Size Connection A 
SAE J1453 O-Lok

Connection A1  
SAE J1453 O-Lok

Hex L 
mm

L1 
mm

L2 
mm

Part Number

3/8" 11/16"-16 UNF 11/16"-16 UNF 3/4" 11,2 11,2 11,2 DT-370-MSMS-5

1/2" 13/16"-16 UNF 13/16"-16 UNF 7/8" 12,7 12,7 12,7 DT-500-MSMS-5

3/4" 1 3/16"-12 UNF 1 3/16"-12 UNF 1 1/4" 17,0 12,7 17,0 DT-750-MSMS-5

1" 1 7/16"-12 UNF 1 7/16"-12 UNF 1 1/2" 17,5 15,8 17,5 DT-1000-MSMS-5

1 1/4" 1 11/16"-12 UNF 1 11/16"-12 UNF 1 7/8" 17,5 26,9 17,5 DT-1250-MSMS-5

NBR O-Ring included on MO and MS fittings.
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Accessories

Thermal Valves
Technical Description
Temperature responsive by-
pass valve to modulate return 
line oil between tank and oil 
cooler. Available in 5 shift 
temperatures, 38°C to 82°C. 
Integral relief valve to dump 
excessive inlet pressures to 
the reservoir. Relief pressure 
settings available from 0.34 
to 6,0 bar. 17 bar maximum 
operating pressure. Up to 227 
l/m flow rates.

Applications
Ideally suited to hydrostatic 
drive circuits that require fast 
warm-up, controlled fluid 
temperatures and low return 
line-back pressure.

Working Pressure
max. 17 bar

Working Temperature
-30°C up to +110°C

Advantages
Modulates fluid temperature 
either by shifting return line flow 
through the cooler, or by passing 
directly to the reservoir. Compact 
construction. 2 mounting holes, 
each of Ø 10,6 mm. Aluminium 
die-cast housing. 3 threaded 
ports for easy tubing. A built-in 
pressure relief function automati-
cally relieves excess pressure to 
the reservoir, should the cooler 
become restricted and the resul-
tant pressure drop become too 
high for the cooler circuit.

Material Standard

Body Aluminium

Valve Different Materials

Spring Steel

Seal NBR, FKM

Body Size

1"

Inlet port through tank port© 38°C
Test with oil viscosity 64 cst

Note: Pressure drop shown is added to relief valve cracking pressure for total pressure drop.

Inlet port through cooler port© 63°C
Test with oil viscosity 23 cst

Inlet port over integral relief valve© 77°C
Test with oil viscosity 16 cst
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Flow Rate in l/min Flow Rate in l/min Flow Rate in l/min

Thermal Valves Accessories

Body 
Size 

Connection 
A

L
mm

L1
mm

D
mm

Weight 
gr.

Part Number

1" 1 5/16-12 UN 138,2 89,2 66,5 907,0 TH-1000-16FO-*

* = QQ. Please find the Dash Code for your application in the table on the next page.

Technical Performance

Inlet

CoolerReservoir

1,312 - 12UN-2B
SAEJ1926-1-16 SIZE
3 PLACES

Ø 0,42 (10,7) 
MOUNTING HOLES 
2 PLACES
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Note: For 2" thermal bypass valve or other thread options, please contact your Parker sales team.

Cracking 
 Pressure

Shift 
38°C

Shift 
49°C

Shift 
60°C

Shift 
71°C

Shift 
82°C

0,35 bar -01 -21 -41 -61 -81

0,70 bar -02 -22 -42 -62 -82

1,05 bar -03 -23 -43 -63 -83

1,40 bar -04 -24 -44 -64 -84

1,70 bar -05 -25 -45 -65 -85

2,10 bar -06 -26 -46 -66 -86

2,40 bar -07 -27 -47 -67 -87

2,75 bar -08 -28 -48 -68 -88

3,10 bar -09 -29 -49 -69 -89

3,45 bar -10 -30 -50 -70 -90

3,80 bar -11 -31 -51 -71 -91

4,15 bar -12 -32 -52 -72 -92

4,50 bar -13 -33 -53 -73 -93

4,85 bar -14 -34 -54 -74 -94

5,20 bar -15 -35 -55 -75 -95

5,50 bar -16 -36 -56 -76 -96

5,85 bar -17 -37 -57 -77 -97

CRACKING PRESSURE/TEMPERATURE CODE 
FOR PRODUCT CONFIGURATION

STRUCTURE OF PART-NUMBER

TH        -1000          -16FO            - QQ
VALVE SERIES:
Thermal Bypass

VALVE SIZE:
1000 = 1 inch

CRACKING PRESSURE / TEMPERATURE CODE:
(see table below)

PORT SIZE & STYLE:
16FO = 1 inch SAE O-Ring Boss (1.312-12UN-2B thread)
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Structure of the Hydraulic Catalogue 

S = Standard Version	 SS = Stainless Steel Version	 PE = Pressure Eliminator Version
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Poppet Valve FlatFace
S SSS SSPE PE

ISO-A 
	 • 6600-Series	 15
	 • 2000-Series	 17
	 • RSD-Series	 21
	 • 5500-Series	 23	 	 23

ISO-B 
	 • 60-Series	 27	 29
	 • IB-Series	 33	 	 34

	 • 3000-Series (700 bar)	 103
	 • SK10-Series (750 bar)	 	 105
	 • SK06-Series (1100 bar)	 	 105
	 • HP1000-Series (1000 bar)	 109
	 • HP1500-Series (1500 bar)	 111
	 • High Pressure Adapters	 112

	 • System 100	 114
	 • PJS	 120
	 • PD-Series	 123

	 • Swivels (DG/KR)	 126	
	 • Pressure Relief Valve	 130
	 • Check Valves	 133
	 • Thermal Valve	 134

	 • T-Series	 45	 48	 47
	 • H-Series	 53	 	 54

	 • SM-Series	 61	 	
	 • ST-Series	 65	 66	

	 • QHPA-Series	 71	 	 	
	

	 • MACH	 79	 	
	 • MACH 2	 83	 	

	 • FF-Series	 57	 	 58

	 • NS-Series	 69	 	

	 • 6100-Series	 75	 	

	 • C-Line Compact	 	 	 85
	 • C-Line Standard	 	 	 88
	 • C-Line Accessories	 94	

ISO-F 
	 • FEM- / IF-Series	 37	 40	 38

	 • FF2500-Series (800 bar)	 107

Aerospace
Key Markets
Aftermarket services 
Commercial transports
Engines
General & business aviation
Helicopters
Launch vehicles
Military aircraft
Missiles
Power generation 
Regional transports
Unmanned aerial vehicles

Key Products
Control systems & actuation products
Engine systems & components
Fluid conveyance systems & components
Fluid metering, delivery & atomization devices
Fuel systems & components
Fuel tank inerting systems
Hydraulic systems & components
Thermal management
Wheels & brakes

Electromechanical
Key Markets
Aerospace
Factory automation
Life science & medical
Machine tools
Packaging machinery
Paper machinery
Plastics machinery & converting
Primary metals
Semiconductor & electronics
Textile
Wire & cable

Key Products
AC/DC drives & systems
Electric actuators, gantry robots & slides
Electrohydrostatic actuation systems
Electromechanical actuation systems
Human machine interface
Linear motors
Stepper motors, servo motors, drives & controls
Structural extrusions

Pneumatics
Key Markets
Aerospace
Conveyor & material handling
Factory automation
Life science & medical
Machine tools
Packaging machinery
Transportation & automotive

Key Products
Air preparation
Brass fittings & valves
Manifolds
Pneumatic accessories
Pneumatic actuators & grippers
Pneumatic valves & controls
Quick disconnects
Rotary actuators
Rubber & thermoplastic hose 
& couplings
Structural extrusions
Thermoplastic tubing & fittings
Vacuum generators, cups & sensors

Fluid & Gas Handling
Key Markets 
Aerial lift
Agriculture
Bulk chemical handling
Construction machinery
Food & beverage
Fuel & gas delivery
Industrial machinery
Life sciences 
Marine
Mining
Mobile
Oil & gas
Renewable energy
Transportation

Key Products 
Check valves 
Connectors for low pressure 
fluid conveyance
Deep sea umbilicals
Diagnostic equipment 
Hose couplings
Industrial hose
Mooring systems & 
power cables
PTFE hose & tubing 
Quick couplings
Rubber & thermoplastic hose 
Tube fittings & adapters
Tubing & plastic fittings

Hydraulics
Key Markets 
Aerial lift
Agriculture
Alternative energy
Construction machinery
Forestry
Industrial machinery
Machine tools
Marine
Material handling
Mining
Oil & gas
Power generation
Refuse vehicles
Renewable energy
Truck hydraulics
Turf equipment

Key Products 
Accumulators
Cartridge valves
Electrohydraulic actuators
Human machine interfaces
Hybrid drives
Hydraulic cylinders 
Hydraulic motors & pumps
Hydraulic systems
Hydraulic valves & controls
Hydrostatic steering
Integrated hydraulic circuits
Power take-offs 
Power units
Rotary actuators
Sensors

Process Control
Key Markets 
Alternative fuels
Biopharmaceuticals
Chemical & refining
Food & beverage
Marine & shipbuilding
Medical & dental
Microelectronics
Nuclear Power
Offshore oil exploration
Oil & gas
Pharmaceuticals
Power generation
Pulp & paper
Steel
Water/wastewater

Key Products
Analytical Instruments 
Analytical sample conditioning
products & systems
Chemical injection fittings & valves
Fluoropolymer chemical
delivery fittings, valves & pumps
High purity gas delivery fittings, valves,
regulators & digital flow controllers
Industrial mass flow meters/controllers
Permanent no-weld tube fittings
Precision industrial regulators & flow controllers
Process control double block & bleeds
Process control fittings, valves, regulators & 
manifold valves

Sealing & Shielding
Key Markets 
Aerospace
Chemical processing
Consumer
Fluid power
General industrial
Information technology
Life sciences
Microelectronics
Military
Oil & gas
Power generation
Renewable energy
Telecommunications
Transportation

Key Products 
Dynamic seals
Elastomeric o-rings
Electro-medical instrument
design & assembly
EMI shielding
Extruded & precision-cut,
fabricated elastomeric seals
High temperature metal seals
Homogeneous & inserted
elastomeric shapes
Medical device fabrication 
& assembly
Metal & plastic retained
composite seals
Shielded optical windows
Silicone tubing & extrusions
Thermal management
Vibration dampening

Parker’s Motion & Control Technologies

At Parker, we’re guided by 

a relentless drive to help 

our customers become more 

productive and achieve 

higher levels of profitabil-

ity by engineering the best 

systems for their require-

ments. It means looking at 

customer applications from 

many angles to find new 

ways to create value. What-

ever the motion and control 

technology need, Parker has 

the experience, breadth of 

product and global reach 

to consistently deliver. No 

company knows more about 

motion and control technol-

ogy than Parker. For further 

info call 00800 27 27 5374

Climate Control
Key Markets 
Agriculture
Air conditioning
Construction Machinery
Food & beverage
Industrial machinery
Life sciences
Oil & gas
Precision cooling
Process
Refrigeration
Transportation  

Key Products 
Accumulators
Advanced actuators
CO2 controls
Electronic controllers
Filter driers
Hand shut-off valves
Heat exchangers 
Hose & fittings
Pressure regulating valves
Refrigerant distributors
Safety relief valves
Smart pumps
Solenoid valves
Thermostatic expansion valves

Filtration
Key Markets
Aerospace
Food & beverage
Industrial plant & equipment
Life sciences
Marine
Mobile equipment
Oil & gas
Power generation & renewable energy
Process
Transportation 
Water Purification

Key Products 
Analytical gas generators
Compressed air filters & dryers
Engine air, coolant, fuel & oil filtration systems
Fluid condition monitoring systems
Hydraulic & lubrication filters
Hydrogen, nitrogen & zero 
air generators
Instrumentation filters
Membrane & fiber filters
Microfiltration
Sterile air filtration
Water desalination & purification filters &
systems
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ISO Standard Profile 

Screw-to-Connect 

Tema Profile 

Multi Couplings

Parker Profile 

ISO A	 Page	 14	 to	 25
ISO B	 Page	 26	 to	 35
ISO F	 Page	 36	 to	 43

3000-Series (700 bar)	 Page	 102	 to	 103
SK-Series (750 /1100 bar)	 Page	 104	 to	 105
FF2500-Series (800 bar)	 Page	 106	 to	 107
HP1000-Series (1000 bar)	 Page	 108	 to	 109
HP1500-Series (1500 bar)	 Page	 110	 to	 111
High Pressure Adapters 	 Page	 112	 to	 113

System 100	 Page	 114	 to	 119
PJS	 Page	 120	 to	 121
PD-Series	 Page	 122	 to	 125

Swivels (DG / KR)	 Page	 126	 to	 129
Pressure Relief Valve	 Page	 130	 to	 131
Check Valves	 Page	 132	 to	 133
Thermal Valve	 Page	 134	 to	 135

QHPA-Series	 Page	 70	 to	 73
6100-Series	 Page	 74	 to	 77

T-Series	 Page	 44	 to	 51
H-Series	 Page	 52	 to	 55
FF-Series	 Page	 56	 to	 59

MACH	 Page	 78	 to	    81
MACH2	 Page	 82	 to	 83
C-Line Compact	 Page	 84	 to	 87
C-Line Standard	 Page	 88	 to	 93
C-Line Accessories	 Page	 94	 to	 101

SM-Series	 Page	 60	 to	 63
ST-Series	 Page	 64	 to	 67
NS-Series	 Page	 68	 to	 69

Are you hoping to find without 
looking? then we have just 
the thing for you!

Important Notes:

•	�Please note that the technical data, specifications and drawings in 
the catalogue are not binding. This information is subject to change 
without notice in the interest of improvement.	

•	 �We reserve the right to make technical modifications for the pur
poses of improvement.

•	January 2013: With the actual catalogue the older versions are no 	
	 longer valid.

•	 �The interchangeability is guaranteed under the assumption that  
the manufacturer of the relevant product has not changed any 
functional part in the meantime.

•	You will find important safety instructions on pages 12 and 13.

Ball Locking Systems
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The right solution
for every sector!

Whether under water, in aerospace, on the 
high seas, on the street, or in industry – our 
quick connect coupling systems are at home 
in many domains and represent the right 
solution in numerous technical applications. 

The modular structure of our series allows you 
to benefit from a wide standard range, which in-
cludes a suitable system for most applications –  
just-in-time goes without saying. 

Hydraulic Catalogue
Quick Coupling Systems for Medium- and  
High-Pressure

European Product Information Centre

Free phone: 00 800 27 27 5374

(from AT, BE, CH, CZ, DE, EE, ES, FI, FR, IE, 

IL, IS, IT, LU, MT, NL, NO, PT, SE, SK, UK)


